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                          WATER METERS 

1.1 Introduction 

A water meter is a scientific instrument for accurate measurement of quantity of water distributed 
to the consumer and efficient management of urban water supply. At present, about 20%–30% 
of these meters are non-functional due to poor selection, lack of maintenance and intermittent 
water supply.  

Water meters play a very important role in transforming intermittent system to a 24×7 water 
supply system. 100% metering is required for demand management and water conservation. 
Without 100% metering, 24×7 pressurised water supply system is not possible. Using water 
meters, real-time data on the volume of water being consumed by a consumer (residential or 
bulk) can be obtained, thereby encouraging the consumer to use water more efficiently. 
Flowmeters are the instruments installed for the measurements of the volume of water consumed 
or discharged from the source of water like a river or bore well or dam/reservoir to the water 
treatment plant (WTP) and subsequently, to the district metering areas (DMA). Based on the 
requirement, some other features like pressure, temperature, turbidity, and water quality 
parameters can also be measured by the flowmeter.  

Current problems with meters functioning in water supply systems include: 

i. Intermittent water supply can cause fluctuations in water pressure, affecting the meter's 
accuracy. This can lead to overbilling or underbilling and damage to the meter itself.  
Intermittent supply can also lead to air in water lines, which will also affect accuracy of the 
meter as well. 

ii. Water meters can become inaccurate over time due to wear and tear or damage, or the meter 
may not be properly sized, or air can get trapped in water meters.  Foreign material in the 
water supply (scale, rust, or sand from main breaks) can also damage metering components. 

iii. All meter types are susceptible to tampering, but mechanical meters are particularly more 
susceptible. In India, most meters used today are mechanical, which means they can be 
easily tampered with. Customers can remove or damage parts of the meter to reduce their 
water bills or avoid paying altogether. 

iv. Some meters manufactured can be of poor quality, resulting in an inaccurate readings or 
frequent breakdowns. This can lead to overbilling or under billing and additional costs for 
repairs or replacement. Hence, the domestic water meter sizes varying from 15 mm to 50 
mm shall conform with IS 779 and ISO 4064. Also, bulk water meter sizes ranging from 50 
mm and above shall conform with IS 2373 and ISO 4064. 

v. Meter installations can be susceptible to tampering and fraud. Some customers may attempt 
to tamper with their water meter or steal water by bypassing the meter.  

vi. Water meters can malfunction for various reasons such as mechanical failure or electrical 
issues with meter reading endpoints which can result to inaccurate readings or a complete 
meter failure. 
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vii. Many water supply systems do not have adequate resources to maintain the meters. This 
can result in malfunctioning meters that do not provide accurate readings. 

Water utilities can implement regular maintenance and repair programmes for water meters, take 
anti-tampering measures to prevent theft and misuse of water, and use modern and accurate 
metering technology. Additionally, efforts can be made to raise awareness among customers 
about the importance of paying for their water usage and the negative consequences of 
tampering with meters.  

The challenge of regular maintenance and ensuring good quality meters can be overcome by 
adopting policy of procuring and maintaining the meters by water utility and recovering the cost 
from households. With this arrangement the consumers will have a sense of responsibility on the 
meters and will try to maintain the meter and meter boxes. By this, it is possible to ensure that 
the water meters function throughout the project life. Metering policy as discussed in Section 
13.2 shall be referred. 

Management of water resources in a system is a function of the measurement of quantity of 
water at source and its effective usage. They are indispensable for understanding the quantity 
of water being distributed in a system and its usage. Flowmeters are used to measure the 
quantity of water entering into the water supply systems from different sources such as water 
works, water treatment plants, or bulk water suppliers, and water meters are used to measure 
the quantity of water that is delivered to each metered consumer in the system. 

Therefore, metering fulfils the need to know accurately the water produced and distributed by 
clear understanding of water balance. A well-implemented metering system in the water 
distribution network shall also assist technical staff in identifying the location where water 
loss/leakage is observed by comparing the water meter readings at the point of release of water 
with the readings at the consumer end. By estimating the level of water losses in a water supply 
system, unauthorised/illegal connections can also be identified.  

The data obtained from a metering system also allows water managers to make a decision matrix 
for capital investments, maintenance, staffing, and various other aspects of the water supply 
systems. Therefore, water metering is an excellent application of the principle “to measure, is to 
know”. The knowledge of how much water is being used in the water distribution system is the 
key element in controlling the water loss and revenue loss thereof.  

The water tariffs based on the quantity of consumption can be used for increasing the income of 
water supply agency, cross-subsidising needy consumers, and managing water consumption. 
However, a tariff policy cannot be implemented without a well-established metering system. 
Therefore, it is very essential in water supply system for installing a metering system in the 
cities/Urban Local Bodies (ULBs). 

Water meter and flowmeters consist of four basic components: (i) a sensor to detect the flow, (ii) 
a transducer to transmit the flow signal, (iii) a counter to keep track of the total volume of water 
passed, and (iv) an indicator to display the meter reading. 

The following points indicate how water meter is different from flowmeter: 

• It is a quantity meter and not a flow rate meter. 
• Water meter is a mechanical, or electromagnetic, or ultrasonic device whereas flowmeter 

may be mechanical or an electronic device. 
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• Water meter is always specified in two accuracies, i.e., lower range and upper range, 
whereas a flowmeter is specified in a single range accuracy. 

• The upper range and lower range accuracies are 2% and 5% of the actual quantity, 
respectively, for the water meter, whereas it is variable for flowmeter, i.e., ±0.5% and 
±5% as per the customer’s requirement. 

• Importance is not given for repeatability and linearity in the case of water meter. whereas 
importance is given in the case of flowmeter because the accuracy of flowmeter 
performance is related to linearity and repeatability. 

1.2 Metering Policy 

Water metering means the method of measuring water consumption/use. In public water supply 
system water is supplied to the residential and commercial buildings, water meter measures the 
volume of water used by them. Water meter tracks water use. Besides monitoring water 
consumption, water meter saves the water. In intermittent system people store water and when 
fresh water is received, they throw the earlier stored water. Because of this, vicious cycle of 
decreased number of hours of supply, increase in number of zones and subzones is observed 
in practical operation of intermittent water supply scheme. With metering it saves such water 
loss. 

Benefits of using water meters: The main benefits are as follows: 

• Incentive to conserve water 
• Volumetric pricing 
• Detect water wastage.  
• Estimating subsidies 
• Regular supply 
• Lower energy consumption  

Therefore, in managing water supply, it is to be noted that the demand management is not 
possible without 100% metering.  

1.2.1 State/ULBs Metering Policy 

The State/ULB must frame and implement a clear metering policy for achieving 100% metering 
for reduction of NRW. The Metering Policy should have following basic principles embedded in 
it. 

1.2.2 Legal Framework: 

There should be a clause which provides “For calculating the amount payable by the owner for 
consumption of water supplied by the ULB/PHED/Board, the ULB/PHED/Board may determine 
the quantity consumed on the basis of reading recorded by a meter installed in the premises”. 

1.2.3 Objectives of the Policy 

The key objectives of the policy are: 

a)    To promote water conservation by encouraging efficient water use 
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b)    To reduce Non-Revenue Water (NRW) and increase cost recovery. 

c)    To ensure fairness and equity to all Consumers in charging for water services. 

d)    To achieve 100% metering of all connections. 

e)    To set out roles and responsibilities of both ULB/PHED/Board and Consumer in relation to 
the installation of metered connections, maintenance of the water meters. 

1.2.4 Scope of the Policy 

This policy should cover types of consumers for metering, selection of meter, its specification 
and installation guidelines.  This also covers the tariff, billing & collection and grievance redressal 
procedures related to metering. Further the responsibilities of the ULB/PHED/Board and 
consumers with regard to metering are described. Cost recovery and subsidy framework for 
urban poor may be covered under the policy. 

The ULB/PHED/Board shall install the water consumption meters for all the consumers 
having water connections in a phased and progressive manner commencing with high water 
consumption and high revenue categories and all non-residential and new Consumers. 

1.2.5 Ownership of meters 

As per IS 2065: 1983 reaffirmed in 2022, consumer meters shall be owned by ULB/PHED/Board 
and fixed rental charges will be levied on the consumers along with the water charges.  The 
rental charges shall be used for the specific purpose of routine and periodical maintenance of 
the meters and regular meter replacement program by the ULB/PHED/Board. The day-to-day 
safety and upkeep of the meters shall be the responsibility of the Consumer.  If 
any wilful tampering or damage of the meters occurs either other than natural wear and tear, the 
ULB/PHED/Board will undertake replacement of such defective meter and the cost of such 
exceptional repair or replacement of meter shall be recovered from the consumer with advance 
notice. 

Points to be considered while framing metering policy:  

i. There is 100% consumer metering of all customers to realise differential water tariff on 
volumetric basis and ensure that all the meters are functional throughout the design 
period of 30 years. 

ii. Each meter must be Geo tagged with GIS coordinates and shall be shown on GIS maps. 
iii. Customer meter may be mechanical Class B double jet meter or AMR meters or Smart 

meters (electromagnetic or ultrasonic).  
iv. For commercial, industrial and societies with high-rise buildings, automatic meter reading 

(AMR/ AMI) meters may be planned.  
v. The meter shall be compatible with the communication technology. 
vi. For procurement of meters through tender, ULB may empanel manufacturers of 

Mechanical, Ultrasonic and Electromagnetic meters conforming to latest IS or preferably 
ISO 4064_5: 2014, who possess certificates for performance, endurance and life cycle 
tests performed at Fluid Control Research Institute (FCRI) and Certified by FCRI. Only 
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FCRI & OIML/ Measuring Institute Directorate (MID) tested and acceptable water meters 
shall be permitted / empanelled by ULB.  

vii. The Standards for mechanical meters shall be as per ISO 4064_5: 2014/IS 2373:1991/IS 
779:1994; electromagnetic as per ISO 4064_5: 2014 and OIML R49 and for ultrasonic 
meters the standard shall be ISO 4064_5: 2014 and OIML R49. 

viii. Manufacturer must produce Life Cycle test certificate for at least one size of water meter 
each from domestic and bulk categories. 

ix. Indian standard should be brought at par with International Organization for 
Standardization (ISO), till then meters should be as per ISO standard. 

x. Utility should have their own repair workshop of customer meters, or the empanelled 
manufacturers shall have service centre in the city or at place in consultation with ULB. 

xi. The consumers shall have all the options open to choose any type of water meter from 
empanelled makes and procure the same for installation on their connections.  

xii. Cost of providing all meters till its warranty period shall be a part of project cost and 
ownership of meters shall rest with ULB. ULB to ensure that all the non-functional meters 
are replaced suitably after the warranty period. Some states like Odisha procure water 
meters and recover the cost from the households over a period of time to ensure proper 
repair and replacement. This model may be followed in other states. 

xiii. ULB should engage meter provider/ manufacturer with O&M contract of meters for a 
period of 5 years so as to monitor the functioning of projects. 

xiv. During this period the responsibility of proper maintaining meters with repair of meter 
shall be with meter provider. 

xv. Mechanical meters should have warranty period of 5 years including repair & replacement 
of meters and if any repair work is required, the meter should be got repaired during the 
warranty period. The warranty period of Static meters may be considered as 10 years. 

xvi. After warranty period non-functional meters shall be systematically got replaced 
xvii. After warranty period if the non-functional meter is required to be replaced, consumers 

will be given 6-months’ time for replacement, failing which they will be charged for 1.5 
times more the consumption charged earlier and after 12 months the non-compliance will 
result in disconnection.  Alternatively, the ULBs to procure and replace the meters and 
recover the cost in the water bills. 

xviii. Bulk meters are installed at suitable places like head works, inlet and outlet of the WTP, 
inlet pipes of each service reservoir, entry of DMA, etc. so that NRW reduction becomes 
possible.  

xix. All bulk meters are connected to the SCADA system or IoT systems. 
xx. The test certificates by manufacturers shall be accepted for all the diameters for new 

installation. Only in case of disputed readings, the meter will be tested at Municipal 
facility.  

xxi. The Ultrasonic / Electromagnetic Meters being accurate any variation in reading beyond 
± 10% of previously recorded consumption will be considered erroneous and subject to 
meter scrutiny and site investigation.  

xxii. Effective metering needs efficient reading and billing mechanism.  Meter reading is 
encouraged using various metering and communication technologies as discussed.  

xxiii. ULB will continue to play its role as a facilitator and regulator of water supply being an 
obligatory duty.  
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xxiv. The Repair / Maintenance / Testing facilities shall be locally made available by the 
manufacturers at reasonable rates.  This will be one of the criteria while empanelling the 
manufacturers. 

1.3 Sizing of Water Meters 

The nominal sizes of domestic water meter ranges from 15 mm to 50 mm as per {IS 779: 1994 
(Reaffirmed 2015)} and bulk water meter ranges from 50 mm and above as per {IS 2373: 1981 
(Reaffirmed 2017)}. Sizing of water meter is done keeping in view the guidelines given in Indian 
standard {IS 2401: 1973} and {ISO 4064 Part II: 2014}.  

In general, the main considerations are as follows: 

i. Water meter should be selected according to the flow to be measured and not 
necessarily to suit a certain size of water main. 

ii. The maximum flow should not exceed the maximum flow rating. 
iii. The nominal flow should not be greater than the nominal flow rating. 
iv. The minimum flow measured should be within the minimum starting flow of the meter. 
v. Low head loss, long operating flow range, less bulky, and robust meter should be 

preferred. 

1.4 Classification of Water Meters 

Water meters are generally classified based on the different mechanisms used by the water 
meter to measure the flow of water passing through it. There are several types of flowmeter 
technology available in the market for bulk flow measurement and domestic water metering. The 
most prominent and widely used flowmeter for bulk flow measurement is the full bore, inline 
electromagnetic flowmeter. Traditionally, for household connections, mechanical Class B multijet 
meters were used. However, with advancements in technology, progressive water boards are 
opting for new smart technologies such as electromagnetic/ultrasonic static meters with 
automatic meter reading (AMR)/Advance metering infrastructure (AMI) solution, especially for 
high consumption customers. This is due to the various advantages they offer, such as the 
reduction of cycle time for billing and better customer service.  

In India, currently, meters are broadly categorised into (i) Bulk flow and (ii) Domestic/Consumer 
revenue meters based on usage, as shown in Figure 13.1. 
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Figure 13.1: Type of meters in India based on consumer category 

Water meters can also be classified based on metrological characteristics, as given in ISO 4064-
3 Standard. The water meter classification is divided according to the water meter transitional 
flow rate (Q2) and the minimum flow rate (Q1), which indicates the sensitivity of the water meter, 
as shown in Table 13.2 below. The old regulations classify water meters into four classes: Class 
A, Class B, Class C, and Class D. Notably, Class D is the highest level as shown in Table 13.1. 

Table 13.1: Water meter Classification- According to ISO 4064-3 (1999) Standard 

Nomin
al 

Diame
ter 

Qn 
(m3/
hr) 

Qma
x 

(m3/
hr) 

Class A Class B Class C Class D 
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Qmin 
(litres/

hr) 

Qt 
(litres/

hr) 

Rat
io 

Qmin 
(litres/

hr) 

Qt 
(litres/

hr) 

Rat
io 

Qmin 
(litres/

hr) 

Qt 
(litres/

hr) 

Rat
io 

Qmin 
(litres/

hr) 

Qt 
(litres/

hr) 

Rat
io 

DN15 1 2 – –  – –  – –  7.5 11.5 133 

DN15 1.5 3 60 150 25 30 120 50 15 22.5 100 11.25 17.25 133 

DN20 2.5 5 100 250 25 50 200 50 25 37.5 100 18.75 28.75 133 

DN25 3.5 7 140 350 25 70 280 50 35 52.5 100 26.25 40.25 133 

DN25 6 12 240 600 25 120 480 50 60 90 100 – –  

DN32 6 12 240 600 25 120 480 50 60 90 100 – –  

DN40 10 20 400 1000 25 200 800 50 100 150 100 – –  

 

At present, Class A water meter has basically been withdrawn from the mainstream market, and 
Class B water meter is the most commonly used water meter in the market. Class C water meter 
has been more popular in the market because of its high measurement accuracy and ability to 
read at low flow. Class D water meter has higher requirements for manufacturing process and 
equipment and, at present, mainly offered by an ultrasonic water meter.  

The water meter classification according to ISO 4064-3 Standard is shown in Table 13.2 below. 

Table 13.2: Water meter Classification- According to ISO 4064-3 (2014) Standard 

Size 
Ratio 

Q4 
Overload 

flow 

Q3 

Nominal 
Flow 

Q2 
transitional 

flow 

Q1 Min 
flow 

Min 
reading 

Max 
reading 

DN 
(mm) Inch m3/hr L/h m3 

15 1/2" 

80 

3.125 2.5 

50.000 31.250 

0.001 999999 

160 25.000 15.625 
250 16.000 10.000 
400 10.000 6.250 
500 8.000 5.000 
630 6.35 3.968 
800 5.000 3.125 

20 3/4" 

80 

5.00 4.00 

80.000 50.000 

0.001 999999 

160 40.000 25.000 
250 25.600 16.000 
400 16.000 10.000 
500 12.800 8.000 
630 10.16 6.349 
800 8.000 5.000 

25 1" 80 7.875 6.3 126.000 78.750 0.001 999999 
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Size 
Ratio 

Q4 
Overload 

flow 

Q3 

Nominal 
Flow 

Q2 
transitional 

flow 

Q1 Min 
flow 

Min 
reading 

Max 
reading 

DN 
(mm) Inch m3/hr L/h m3 

160 63.000 39.375 
250 40.320 25.200 
400 25.200 15.750 
500 20.160 12.600 
630 16.00 10.000 
800 12.600 7.875 

32 1 1/4" 

80 

12.5 10 

200.000 125.000 

0.001 999999 

160 100.000 62.500 
250 64.000 40.000 
400 40.000 25.000 
500 32.000 20.000 
630 25.40 15.873 
800 20.000 12.500 

40 1 1/2" 

80 

20 16 

320.000 200.000 

0.001 999999 

160 160.000 100.000 
250 102.400 64.000 
400 64.000 40.000 
500 51.200 32.000 
630 40.63 25.397 
800 32.000 20.000 

50 2" 

80 

25 20 

400.000 250.000 

0.001 999999 

160  200.000   125.000  
250  128.000     80.000  
400    80.000     50.000  
500    64.000     40.000  
630      50.79     31.746  
800    40.000     25.000  

Q1 - lowest flow rate; Q2 - transitional flow rate; Q3 - permanent flow or nominal flow rate; Q4 - 
highest flow rate 

1.5 Detailed Description of Meters and Applications 

Mechanical meters have moving parts that detect the flow, such as a piston or impeller. They 
make up the vast majority of meters used in water distribution systems especially to measure 
the consumption and billing purpose at the domestic level. Electromagnetic and ultrasonic meters 
have no moving parts but detect the flow through the meter using electromagnetic waves and 
ultrasound waves, respectively. They are mostly for bulk metering, such as in very large pipes 
and/or where a high accuracy metering is required like DMA measurement. 

Mechanical water meter like the single jet, multijet, piston type, and electromagnetic and 
ultrasonic meters are used for domestic purposes. The preferred diameter size for domestic 
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metering is 15 mm to 40 mm. Bulk water meters are used to measure high water consumption 
for billing/water audit purposes by bulk consumers like commercial complexes, industries, etc. 
Generally, Woltman water meters (mechanical type), electromagnetic and ultrasonic water meter 
are used for bulk metering. The preferred diameter size for bulk metering is 50 mm to 150 mm. 
As described in clause 8.5.8 of IS 17482: 2020 Standard, for water audit application, meters shall 
be preferred both at domestic metering and DMA. Sub-classification of different meters is shown 
in Figure 13.2 as under: 

 
Figure 13.2: Sub-classification of different meters 

Comparison of mechanical, electromagnetic and ultrasonic meters is given in Table 13.3 below. 

Water Meters

Mechanical

Volumetric Rotary Piston

Infrential

Radial Vane
Single Jet

Multijet

Helical Vane Woltman
Combination

Electromagnetic

Ultrasonic
Transit Time

Doppler
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Table 13.3: Comparison of Mechanical, Electromagnetic and Ultrasonic Meters 
S. 
No Attributes Mechanical meters Electromagnetic 

meters Ultrasonic meters 

1.  Working 
principle 

Paddle Wheel, 
Turbine or mechanical 
with moving counter 

Electromagnetic 
induction principle 
Faraday’s Law 
measurement 

Ultrasonic 
Measurement 
principle Time of 
Flight measurement 

2.  Build (i) Moving parts are 
present 

(ii) Mechanically and 
magnetically 
coupled meter 

(iii) Dry/Wet Dial 
meter 

(i) No moving parts 
(ii) Sensor in-build 
(iii) Dry Dial meter  
(iv) Can be inline 

type 
threaded/flanged 
end 

(i) No moving parts  
(ii) Sensor in-build  
(iii) Dry Dial meter  
(iv) Can be inline 

type 
threaded/flanged 
end  

3.  Available sizes 15 mm – 500 mm 15 mm – 3000 mm 15 mm – 4000 mm 
4.  Application Domestic meter: 15 

mm to 40 mm 
Bulk meter (Woltman): 
50 mm to 500 mm or 
more 

Domestic meter: 15 
mm to 40 mm 
Bulk meter: 50 mm to 
3000 mm or more 

Domestic meter: 15 
mm to 40 mm 
Bulk meter: 50 mm to 
4000 mm or more 

5.  Standards ISO 4064/IS 2373/IS 
779 

ISO 4064 and OIML 
R49  

ISO 4064 and OIML 
R49  

6.  Water quality  Suitable for potable 
water. 
Highly critical with 
suspended particles 
as it clogs the moving 
parts. 

Suitable for potable 
water. 
No impact of 
particles.  

Suitable for potable 
water. 
Highly critical with 
suspended impurity 
and turbidity as it 
deposits on the 
sensor face. 

7.  Accuracy Better than ±2% for 
upper flow range and 
±5% for lower flow 
range. 

Better than ±2% for 
upper flow range and 
±5% for lower flow 
range. 

Better than ±2% for 
upper flow range and 
±5% for lower flow 
range. 

8.  Installation 
orientation 

Good performance 
under horizontal 
installation. 

Good performance 
under horizontal, 
vertical, and inclined 
installation. 

Good performance 
under horizontal, 
vertical, and inclined 
installation. 

9.  Periodic 
maintenance 

Very high as it has a 
lot of moving parts 
and wear and tear is a 
regular issue. There is 
no indication of wear 
and tear as no 
warning available 
other than the high-
pressure drop. 

Less and the 
expected life of the 
meter is a minimum of 
10 years.  

Less and the 
expected life of the 
meter is a minimum 
of 10 years.  

10.  IP-68 Yes, with copper can Yes Yes 
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S. 
No Attributes Mechanical meters Electromagnetic 

meters Ultrasonic meters 

availability register version.  
11.  Operating 

accuracy at 
low flow 

Poor Good Good  

12.  Cost Low initial cost but the 
high cost of 
maintenance due to 
moving parts and 
more frequent 
replacements like 
jamming of rotating 
wheels, counters, etc. 

Cost increases with 
diameter. 

Moderate. 
  

13.  Advantages (i) Suitable for 
higher flows 

(ii) Can sustain 
hostile flow 
conditions 

(iii) External and 
internal regulator 
facilitates easy 
calibration 

(iv) Robust 
construction  

(v) Easy 
Maintenance 

(i) Suitable for wide 
range of flows 
(very low to high 
flows) 

(ii) Less sensitive to 
flow 
disturbances. 

(iii) Ready for 
Automatic Meter 
reading for water 
SCADA 
compliant 

(iv) Do not measure 
the air in the pipe 

(v) Can be installed 
in any 
Orientation. 

(vi) Life of meter 10 
to 15 yrs. 

(vii) Low Maintenance 
required  

(viii) U0D0 – Meter 
works accurately 
with zero 
upstream and 
downstream 
length for 
installation  

(i)  Suitable for wide 
range of flows 
(low to high 
flows) 

(ii) Less sensitive to 
flow 
disturbances. 

(iii) Ready for 
Automatic Meter 
reading for water 
SCADA 
compliant 

(iv) Do not measure 
the air in the pipe 

(v) Can be installed 
in any 
Orientation. 

(vi) Life of meter 10 
to 15 yrs. 

(vii) Low Maintenance 
required.  

(viii) U0D0 – Meter 
works accurately 
with zero 
upstream and 
downstream 
length for 
installation 
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S. 
No Attributes Mechanical meters Electromagnetic 

meters Ultrasonic meters 

14.  Disadvantages (i) Less sensitive to 
low flow   

(ii) Approach 
conditioning piping 
is required    

(iii) Limited to higher 
flows  

(iv) Bush leak 
problems  

(v) Meters measures 
air 

(vi) Brass body meter 
– prone to theft  

(i) Costlier than 
mechanical 
meters 

(ii) Water must be 
free from solid 
dirt particles 

  
 

(i) Costlier than 
mechanical 
meters 

(ii) Water must be 
free from solid 
dirt particles. 

(iii) Ultrasonic 
sensors may 
need to be 
cleaned 
periodically.  

  
 

15.  Representation 

 
 

 
 

1.6 Mechanical Meters 

Mechanical meters are further classified in three categories, i.e., volumetric, inferential, and 
combination meters.  

1.6.1 Volumetric Meters 

Volumetric meters directly measure the volume of flow passing through them. Most volumetric 
meters use a rotating disk to measure the flow and are known as rotating piston meters. For 
application of volumetric meters, the total dissolved solids (TDS) level in water should be lower 
than 200 ppm.  

Rotary Piston Meters 

Rotary piston meters are positive displacement meters that use a rotating cylindrical piston to 
measure ‘packets’ of water moving from the inlet to the outlet of the meter. 
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Positive displacement meters are popular for 
their accuracy, long life, and moderate cost 
and are used for most domestic applications. 
Rotating piston meters are sensitive to sand 
and/or other suspended solids in the water that 
can get clogged between the piston and 
chamber wall, thereby clogging the meter. 
These meters are also sensitive to low flows 
and are particularly suitable for applications 
where the water flow rates are low or where 
frequent onsite leakage occurs. Rotary piston 
metre is shown in Figure 13.3. 

The main disadvantages of rotating piston 
meters are:  

(i) being sensitive to suspended solids in the water; 
(ii) prone to relatively high-pressure losses; and 
(iii) bulky and expensive than other meter types. 

1.6.2 Inferential Meters 

Inferential meters do not measure the volume of water passing through them directly but infer 
the volumetric flow rate from the velocity of the water. Two categories of inferential meters 
commonly used are:  

(i) meters using a radial vane impeller; and  
(ii) meters using a helical vane impeller. 

Radial vane impeller meters are further classified into a single jet and multijet (also known as 
multiple jets) meters. Helical vane impeller meters are also called Woltman meters and use a 
propeller-like vane to increase the water velocity. Multijet meters are widely accepted in countries 
such as Brazil, Malaysia, Indonesia, India, Vietnam, etc., where the water supply system is 
intermittent. 

1.6.2.1 Single Jet Meters 

Single jet meters are inferential meters consisting of an impeller with radial vanes (also called a 
fan wheel) and use a single flow stream or jet to move the sensor. The rotational speed of the 
impeller is converted into a flow rate, which is registered on the meter. It is critical to precisely 
control the path of water through the single jet meter to obtain accurate readings. Thus, the inside 
portion of the single jet meter has to be manufactured to strict tolerances. Single jet water meter 
and its cross-sectional view is shown below in Figure 13.4. 

 
Figure 13.3: Rotary Piston Meters 
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Figure 13.4: Single jet water meter and its cross-sectional view 

The accuracy of single jet meters reduces due to wear in the moving parts with continuous usage 
over a period of time. In particular, the starting flow and accuracy of metering at low flow rates 
may deteriorate, and thus, older meters tend to under-register at low flow rates. At higher flow 
rates, the error can be positive or negative and may be exacerbated by sediments or deposits 
accumulating inside the meter. Air moving through the meter will also be registered as water, 
and thus, can lead to over-register of water flow. Traditionally, the metering chamber is made 
out of brass, but plastics are also becoming popular. The composite body (engineered plastics) 
for water meters makes it economical. Brass chambers make the single jet meter expensive, 
especially in larger diameters. Single jet meters are thus mostly used in the size range of 15 mm 
to 40 mm.  

Advantages of brass chambers for water meters: 

i. Steady water meter; 
ii. Protects the register can inside; 
iii. No health hazards; 
iv. Scrapped and re-use; 
v. End connection installation. 

Disadvantages of brass chambers for water meters: 

A. Makes water meter heavier; 
B. Increase the cost of manufacturing by 5%–6%; 
C. Prone to theft due to the high value of scrap; 
D. Drift in accuracy over the period of time; 

E. Installation is restricted to horizontal position only. 

1.6.2.2 MultiJet Meters 

MultiJet meters are inferential water meters that use an impeller with radial vanes. The operation 
of MultiJet meters is similar to that of single jet meters, except that MultiJet meters use several 
jets to drive the impeller at multiple points. This implies that the forces applied on the impeller 
are better balanced than in single jet meters, thereby reducing wear on the moving parts and 
provides greater durability.  

They are similar in construction to that of single jet meters, although MultiJet meters tend to be 
slightly larger in overall size. MultiJet meters are fitted with removable strainers on the inlet side 
of the meter, to facilitate the cleaning of the same. A second internal strainer often covers the 
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openings of the metering chamber. The internal strainer, if clogged, can affect the accuracy of 
the meter, thereby causing over-registration of the flow. MultiJet water meter and its cross-
sectional view is shown in Figure 13.5. 

  
  

Figure 13.5: MultiJet water meter and its cross-sectional view 

They normally use an internal bypass with a regulating screw to adjust the flow passing through 
the impeller. This allows the manufacturer to adjust the meter’s error curve to achieve the best 
accuracy before sealing the meter to prevent meter tampering. Traditionally, the meter body is 
made out of brass, but plastics are also becoming popular. The composite body (engineered 
plastics) for water meters makes it economical. 

MultiJet meters use reliable and tested metering technology and normally have longer lifespan 
due to the balanced forces on the impeller. They are not sensitive to the velocity profile in the 
pipe and are tolerant of small, suspended solids in the water.  

The disadvantages of MultiJet meters are: 

A. Sensitivity to the installation position, thereby affecting accuracy;  
B. Often bulkier than single jet meters; 
C. Not being sensitive to low flow rates; 
D. Starting flow rate can deteriorate significantly with time; 
E. Accuracy may be significantly affected by clogs in jet openings, if any; 
F. A brass body prone to theft, due to the high value of scrap; 
G. Meter life of three to four years. 

1.6.2.3 Woltman Meter 

The Woltman meter is an inferential meter that uses an impeller with helical vanes, which 
resembles a fan or boat’s propeller. As water flows over the helical vanes, it causes the impeller 
to rotate, and the rotation is then transmitted to the dial via reduction gearing.  

There are two different types of Woltman meters, horizontal turbine, and vertical turbine. 
Horizontal Woltman meters have their inlets and outlets directly in line with the pipeline, and the 
axle of the helical vane is parallel to the flow. Water flows directly through the meter with minimal 
disturbances by the meter body. Horizontal Woltman meters are used in a large range of pipe 
sizes, typically having a diameter between 40 mm and 600 mm. Vertical Woltman water meter 
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is designed for industrial and irrigation applications in sizes 50 mm and 200 mm for the cold 
meter. Both vertical turbine and horizontal turbine are shown in the Figure 13.6 and Figure 13.7, 
respectively. 

 
Figure 13.6: Vertical Turbine 

 
Figure 13.7: Horizontal Turbine 

Woltman meters are affected by flow distortions or changes in meter dimensions that may 
interfere with the way water passes through 
the meter. Deposits in the meter can cause 
over-registration at medium flows and 
under-registration at low flows.  
 

All Woltman meters have dry, sealed dials. 
The easy passage of water through 
horizontal Woltman meters reduces 
pressure loss through the meter. However, 
since the transducer needs to turn the 
circular movement of the impeller through 
90 degrees to connect it to the counter, 
greater torque is required, which reduces 
the meter’s sensitivity to low flows. Another 
limitation of Woltman meters is that they 

are sensitive to disturbances in the flow passing through them. Bends or valves close to a 
horizontal Woltman meter can affect the meter’s accuracy. Spiralling flow, caused by two 
successive bends in different planes, is particularly unfavourable for their accuracy. Woltman 
meter is shown in Figure 13.8. 

 
Figure 13.8: Woltman Meter 
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1.6.3  Combination Meters 

 They do not use a specific mechanism to 
measure the flow but are made up of two meters 
of different diameters that are combined to 
measure a wide range of flow.  

They are generally used to measure high flow 
rates with extremely widespread flow profiles and 
also to measure very small flow rates for leakage 
detection and are ideal for fire service pipes. 
Combination Meter is shown in Figure 13.9. 

1.7 Electromagnetic Water Meters 

Electromagnetic water meters function on the principle of electromagnetism, called Faraday’s 
Induction Law, to measure the velocity of the water passing through it. In an electromagnetic 
meter, a magnetic field is created across the pipe. When water, which is an electrical conductor, 
moves through the magnetic field, a voltage is induced which is detected by electrodes in the 
body of the meter. The voltage is directly proportional to the flow velocity, which is used to 
calculate the volume. Domestic electromagnetic meter DN15 to DN40 is shown in Figure 13.10 
and bulk electromagnetic meter DN50 to DN300 is shown in Figure 13.11. 

 
Figure 13.10: Domestic Electromagnetic 

meter DN15 to DN40 

 
Figure 13.11: Bulk Electromagnetic meter 

DN50 to DN300 

 
The voltage is measured by two electrodes placed at right angles to the magnetic field. The 
sensor measurement is transmitted via an electric signal to an electronic counter, which converts 
the velocity readings to volume. The volume of consumption and/or flow rate is normally 
displayed on an LCD screen. 

Electromagnetic water meters are accurate within their measuring range. Electromagnetic water 
meter’s accuracy is defined as +/-5% for lower operating flow range and +/-2% for upper 
operating flow range (as per ISO 4064 Standard).  

Advantages of electromagnetic meters are as follows: 

i. No obstruction to flow; 
ii. No pressure loss; 
iii. No moving parts subject to wear, therefore there is hardly any maintenance; 
iv. Highly accurate and immune to variations in fluid density, pressure, viscosity, or 

 

Figure 13.9: Combination Meter 
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temperature; 
v. Measures only water, no air; 
vi. No drift in accuracy over the product life; 
vii. Composite body, not prone to theft; 
viii. Very good low flow; and 
ix. Meter life more than 10 years according to R800 metrology. 

The electromagnetic domestic meters operate on battery and battery life is minimum of 10 years.  

1.8 Ultrasonic Water Meters 

Ultrasonic water meters utilise the properties and behaviour of sound waves passing through 
moving water. The ultrasonic water meters are designed on the transit time principle. 

A transit time ultrasonic meter has two sound transducers mounted at opposite sides of the pipe 
at an angle to the flow. Each of these sound transducers will, in turn, transmit an ultrasound 
signal to the other transducer. The differences in the transit times of the signals determine the 
velocity and the volume is derived from the velocity. The measuring principle is called 
'bidirectional ultrasound technique based on the transit time method', which is a proven, long-
term stable and accurate measuring principle. 

Domestic ultrasonic meter DN15 to DN40 is shown in Figure 13.12 and bulk ultrasonic meter 
DN50 to DN300 is shown in Figure 13.13. 

 
Figure 13.12: Domestic Ultrasonic Meter 

DN15 to DN40 

 
 

Figure 13.13: Bulk Ultrasonic Meter DN50 
to DN300 

The accuracy of the transit time ultrasonic meters depends on the ability of the meter to 
accurately measure the time taken by the ultrasound signal to travel between the sound 
transducers. Larger pipes have longer path lengths and thus, the speed of the signal, and the 
flow rate can be measured with higher accuracy. Transit time meters work better in clean fluids 
and thus, are ideal for drinking water pipes. They measure the average velocity of fluid but are 
sensitive to the velocity profile in a pipe. In some cases, multi-beam devices are used to improve 
meter accuracy. 

The ultrasonic water meter’s accuracy is defined as +/-5% for lower operating flow range and +/-
2% for upper operating flow range as per ISO 4064_5:2014 Standard.  

Deposits on the inside pipe surface can affect signal strength and performance. The 
disadvantage of the ultrasonic water meters is that air in the liquid, turbulence, deposits on the 
sensors, and water hammer (pressure transients) affects its performance. Besides, the ultrasonic 
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water meters operate on battery and battery life is minimum of 10 years.  

1.9 Installation and Testing of Water Meters 

1.9.1 Installation of Water Meters 

In order to ensure proper working of the meters, BIS has given guidelines in IS-2401:1973 and 
ISO 4064_5:2014 Part 5 for their installation, as per the drawing given in it. At the same time, 
following guidelines should be borne in mind while installing the meters. 

i. The water meter being a delicate instrument shall be handled with great care. Rough 
handling including jerks or fall is likely to damage it and affects its accuracy. 

ii. The meter shall be installed at a spot where it is readily accessible. To avoid damages 
and overrun of the meter due to intermittent water supply system, it is always advisable 
to install the meter so that its top is below the level of the communication pipes. This 
ensures that meter always contains water when there is no supply in the line. Also, the 
minimum straight length of pipe before and after the meter, as per the drawing, shall be 
observed. This assures laminar flow of water to the meter. 

iii. The meter shall preferably be housed in a chamber with a protective lid. It should never 
be buried underground, installed in the open, or under a water tap so that water may not 
directly fall on the meter. It should be installed inside inspection pits built out of bricks or 
concrete and covered with the lid. It should not be suspended. 

iv. The meter shall be installed so that the longitudinal axis is horizontal, and the flow of 
water should be in the direction shown by the arrow cast on the body. 

v. Before connecting the meter to the water pipe, it should be thoroughly cleaned by 
installing in the place of the water meter a pipe of suitable length and diameter and letting 
the passage of a fair amount of water flow through the pipework to avoid the formation of 
air pockets. It is advisable that the level of the pipeline where the meter is proposed to be 
installed should be checked by a spirit level. 

vi. Before fitting the meter to the pipeline, check the unions nuts in the tail pieces and then 
insert the washers. Thereafter, screw the tail pieces on the pipes and install the meter in-
between the nuts by screwing. To avoid its rotation during the operation, the meter should 
be kept fixed with suitable non-metallic clamps. Care should be taken that the washer 
does not obstruct the inlet and outlet flow of water. 

vii. The protective lid should normally be kept closed and should be opened only for reading 
the dial. 

viii. The meter shall not run with free discharge to the atmosphere. Some resistance should 
be given in the downside of the meter if static pressure on the main exceeds 10 m head. 

ix. A meter shall be located where it is not liable to get the severe shock of water hammer 
which might break the system of the meter. 

x. Owing to the fine clearance in the working parts of the meters, they are not suitable for 
measuring water containing sand or similar foreign matter, and in such cases, a filter or 
dirt box of the adequate effective area shall be fitted on the upstream side of the meter. 
It should be noted that the normal strainer fitted inside a meter is not a filter and does not 
prevent the entry of small particles, such as sand. 

xi. Where intermittent supply is likely to be encountered, install an appropriate air valve 
before the meter to reduce inaccuracies and to protect the meter from being damaged. 
At higher altitude, if the meter is installed as above, the problem will be eliminated. 
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xii. Every user expects a problem-free installation of the meter and, thereafter, only accurate 
reading. Regular monitoring is desirable in order to avoid failures. 

xiii. The meter is installed in the pipeline using flanged or threaded connections giving due 
consideration for conditioning sections. It should be seen that stress-free installation is 
carried out in the pipeline. 

xiv. Installation in ‘U’ shape is essential for intermittent water supply to avoid direct air 
pressure on impeller during starting of supply hours, which may damage impeller.  

1.9.2 Testing and Calibration of Water Meters 

The testing and calibration of a water meter is essential before putting it into use as it is a 
statutory requirement. It is also essential to test it periodically in order to ascertain its 
performance during the life of the meter as its accuracy of measurement may deteriorate beyond 
acceptable limits over a period of time. Calibration consists of comparing the meter reading with 
the reading obtained from a standard of higher accuracy than the test meter and with established 
uncertainty. Meters may also be tested using volumetric testing using calibrated tanks.  
Calibration is usually done in a laboratory at a variety of flow rates, as well as varied densities 
and temperatures. The calibration factors of the meter are determined during calibration. 

The accuracy of water meter is divided into two zones, i.e., (i) lower measurable limit in which 
±5% accuracy from minimum flow Q1 to transitional flow Q2 (exclusive), and (ii) upper 
measurable limit in which ±2% accuracy from transitional flow Q2 (inclusive) to maximum flow 
Q4 (as per ISO 4064_5:2014 Standard). 

The metering accuracy testing is carried out at as per {IS 779: 1994/ {ISO 4064_5:2014} Qmin/Q1, 
Qt/Q2, and Qn/Q3 separately.  

Where 

Q1:  Minimum flow rate at which the meter is required to give indication within 
the maximum permissible error tolerance. It is as mentioned in IS 779:1994 and 
is determined in terms of numerical value of meter designation in case of ISO 
4064_5:2014. Q1 value is derived from the ratio, i.e., Q1 = Q3/ratio. 

Q2: The transitional flow rate at which the maximum permissible error of the 
water meter changes in value. Q2 is 1.6 times of Q1. 

Q3:  Permanent flow rate as mentioned in ISO 4064-2014 for each size of the 
meter. 

Q4: The overload flow rate at which the meter is required to operate in a 
satisfactory manner for short periods of time without deterioration. Q4 is 
1.25 times of Q3. 

Dynamic Ratio – Q3/Q1  

1.9.2.1 Procedure for Conducting the Test 

Water meter is fixed on a test bench horizontally or vertically, or in any other position for which 
it is designed and with the direction of flow as indicated by the arrow on its body. By adjusting 
the position of the regulating valve on the upstream side, the rate of flow is adjusted. At the 
desired rate of flow, the difference in pressure gauge readings fitted on the upstream and 
downstream side of the water meter is noted. The flow is now stopped with regulating valve and 
the measuring chamber is emptied and zero water levels on the manometer attached to the 
measuring chamber are correctly adjusted. The initial reading of the water meter from its 
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recording dial is noted. Now the flow at the set rate is passed through the water meter and the 
discharge is collected in the measuring chamber. After passing the desired quantity of water 
through the meter, the flow is once again stopped. The discharge, as recorded by the 
measuring chamber, is noted. The final reading of the water meter is noted. The difference 
between the initial and final readings of water meter provides the discharge figure recorded 
by the water meter. Now the discharge recorded by measuring tank is treated as ideal. The 
discharge recorded by water meter is compared with this ideal discharge. If the quantity 
recorded by water meter is more than the ideal, the meter is called running fast or vice versa. 
The difference in the quantity recorded by the meter from the ideal quantity is considered as 
an error. This error is expressed in percentage. 

If the limits of error for the meter exceed as specified in the IS concerned, the meter is 
readjusted by the regulator if it is available in the meter. A change in position of the regulating 
screw will displace the error curve (calibration curve) in parallel to the former position. With 
the closing of the regulating orifice, the curve will shift upward while opening the same will 
lower the curve. If the curve does not get into an acceptable limit, the meter is not used. 
Some of the organisations are accepting accuracy limit for repaired water meter that is double 
the value of new water meters at respective zones, i.e., for upper zone accuracy is ±4% and 
for lower zone accuracy is ±10%. 

The meter testing is normally carried in the meter testing laboratory with the help of one of the 
following methods. 

1. Gravimetric 
2. Volumetric 
3. Prover 
4. Master or reference meter 
5. Tow tank – current meter calibration 

1.9.2.2 Point Calibration Test 

All the meters manufactured shall be tested/calibrated for accuracy at Q1, Q2, and Q3 flow rates 
and shall meet the acceptance criteria of errors less than the MPE, as per ISO 4064 standard. 

Calibration consists of comparing the meter reading with the reading obtained from a standard 
of higher accuracy than the test meter and with established uncertainty. The standard may be a 
reference master meter or a complete test bench which are traceable back to more fundamental 
measures of mass, time, and volume. Test report format is as under: 

Meter Serial 
Number 

3 Point Accuracy Test 

Date of testing Q1 (%) Q2 (%) Q3 (%) 

1.9.2.3 Lot Acceptance Test: Meter Testing from first lot of meters 

Sample meters shall be sent to approved laboratory from the first lot of meters based on the 
sampling plan given at Table 13.4 for conducting the below tests. 

i. Accuracy test at Q1, Q2, 0.35(Q2 +Q3), 0.7(Q2 + Q3), Q3 and Q4 as per ISO 4064 
standard 
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ii. Pressure loss test 
iii. Static pressure test  
iv. AMR communication test with the meter 
v. IP68 test on two sample meters 
vi. Life cycle test on three sample meters   
 

Table 13.4: IS 779 Sampling plan for Sample Size and Criteria for Acceptance 

Size of the lot 
Size of 
First 

Sample 

Acceptanc
e Number 

Rejectio
n 

Number 

Size of 
Secon

d 
Sample 

Size of 
Cumulativ
e Sample 

Cumulative 
Acceptanc
e Number 

Up to 50 5 0 1 - - - 
51–150 13 0 2 13 26 1 
151–280 20 0 3 20 40 3 
281–500 32 1 3 32 64 4 
501–1200 50 2 5 50 100 6 
1201–3200 80 3 6 80 160 9 
3201–10000 125 5 9 125 250 12 
10001–35000 200 7 11 200 400 18 

35001 and 
over 315 11 16 315 630 26 

 

1.9.2.4 Certificates to be provided with the meters during QAP Approval 

All the below certificates shall be submitted during QAP approval process.  

i. OIML R 49/ MID (Module B+D or Module H1) Certificate 
ii. MAP and the endurance certificate from approved laboratory for each size  
iii. IP-68 Certificate from FCRI for the model of meters 
iv. Certificate of Approval of Model as per Legal Metrology Act 
v. ISO 17025:2005 certificate 

1.9.2.5 Setting up a Test facility 

The utility should set up a test facility in their premises to test accuracy, pressure loss, and 
static pressure of water meters to attend customer grievance.  

1.10 Repairs, Maintenance and Troubleshooting of Water Meters 

1.10.1 Introduction 

The water meters are mechanical devices which normally deteriorate in performance over time. 
The fact that a meter does not show outward signs of any damage and has a register that 
appears to be turning does not mean that the meter is performing in a satisfactory way. It is 
necessary to ascertain preventive care for water meter after proper installation. 

The ultrasonic and electromagnetic water meter’s accuracy performance is assured for the life 
of the product. Turbine meter should be checked periodically for bearing wear since presence of 
air or particles in the water may damage the moving parts over time. 
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1.10.2 Preventive Maintenance 

i. Proper handling, storage, and transportation of water meters 
ii. To clean the dirt box or strainer wherever installed 
iii. To replace the gaskets, if any 
iv. To clean the chamber in which the meter is installed and keep free from flooding and 

seepage 
v. To remove the meter for further internal repair/replacement if it does not show the 

correct reading pattern 

1.10.2.1 Breakdown Maintenance  

The only basic breakdowns observed during the periodical inspection are replacement of broken 
glass, lid, and fallen wiper, wherever provided. If a meter found not working, then it shall be 
removed immediately and sent to the meter service workshop. In meter workshops, the repair 
process typically involves several key steps. 

i. Disassemble water meters including strainer, measuring unit, regulator, registering the 
device, etc. 

ii. Clean all disassembled spare parts in detergent solution in warm water. 
iii. Inspect the cleaned parts and replace worn parts and gaskets if any. 
iv. Inspect the meter body spur threads and cover threads. 
v. Inspect the sealing surface on the meter body and paint the meter body, if necessary. 
vi. Inspect the vane wheel shaft pinion, bearing and pivot. 
vii. Inspect the vane wheel chamber. 
viii. Reassemble the water meter properly after reconditioning. 
ix. Calibrate and test the repaired water meter for leakage and accuracy as per IS 6784: 1996 

(Reaffirmed 2017). 
x. Make an entry in the life register of that water meter for keeping history records. 

The Table 13.5 gives remedies to common issues in a meter. 

Table 13.5: Troubleshooting of water meter 
S. 

No. Trouble Cause Remedy 

1.  Meter reads in reverse 
direction 

Might have been 
installed in the reverse 
direction. 

Check the arrow on the meter 
body and install the meter 
properly, if necessary. 

2.  Meter not recording Impeller to register link 
broken. 

Remove the meter for servicing 
and repairs. 

3.  Continuously moving 
pointer/digit rotates but 
no change in the 
indicator 

Pointer and drum link 
missing. 
Drum defect. 

Remove the meter for servicing 
and repairs. 
Remove the meter for servicing 
and repairs. 

4.  Dial/glass foggy Climatic condition. Wait for climate change if it is the 
rainy season 
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S. 
No. Trouble Cause Remedy 

5.  Meter suspected to be 
slow or fast 

Inlet flow disturbance, 
missing internally 
defective, deteriorated 
magnets in case of 
magnetic meter. 

Clean the external filter/dirt box, 
where provided, and the inbuilt 
strainer. 
Ensure full open condition of the 
upstream valve. If doubt persists, 
remove meter for testing, 
servicing and repair. 

6.  Bush/gland leakage Gland deformity. Remove meter for testing and 
servicing. 

7.  Regulator, head, body 
leakage 

Regular washer 
damaged, loose screw. 

Remove the meter and repair. 

8.  Physical damage to 
meter including broken 
seal 

Improper installation. Remove meter for testing, 
servicing, and repair, physical 
protection arrangement be made. 

9.  No water available 
past the water meter 
even though the inlet 
side is charged 

Semi positive/positive 
displacement meter with 
jammed piston. 

Meter is acting as a stop valve. 
Remove it for inspection, 
servicing, and repair. 

 
In the case of smaller-sized water meters, it is advisable to check cost-benefit ratio before getting 
them repaired. 
 

1.10.2.2 Prevention of Tampering of Water Meters 

In order to prevent tampering, the following precautions should be taken: 

i. The water meters shall be properly installed in the chamber or in C.I. covers equipped 
with locks and keys to avoid tampering. 

ii. The water meters must be sealed properly. 
iii. The water meter shall not allow reversible flow; it should register flow in forward 

directions only. 
iv. The water meter dials should be easily readable without confusions. 
v. The lids and glass of water meters must be made up of tough materials as per IS 779: 

1994 and shall be replaced when necessary. 
vi. Wiper or dial, as far as possible, is avoided. 
vii. In the case of magnetically coupled meters, the proper material to shield magnets must 

be provided to avoid the tampering of such meter by outside magnets in the vicinity of 
the meter. 

viii. Periodic inspection/checking at the site is essential to ensure the proper working of the 
meter. 

ix. Special sealing arrangements may be necessary and provided for bulk meters whereby 
unauthorised removal of the meter from the connection can be detected. 

Despite the above, to tackle the problems of tampering, suitable penalty provisions/clauses shall 
be there in the rules or the water supply agreement with the consumer. This will also discourage 
consumer tendencies of neglecting water meter safety. 
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1.10.3 Trend of Replacement of Water Meters 

At present, there is no specific Indian certification process of validating the accuracy of water 
meters or flowmeter. In general, if a water meter goes out of order due to any physical damage 
or non-operation of the registration device and is beyond economical repair, it should be replaced 
with immediate effect. In the Indian context, the performance of water meter or flowmeter 
depends upon: 

i. The quality of water meter produced by the manufacturer, and it differs from manufacturer to 
manufacturer; 

ii. The design of pipeline and fittings in line with the meter; 
iii. The workmanship and care when handling and installing the meter; 
iv. The pattern of water passing through the meter; 
v. The type of supply of water, whether it is continuous or intermittent; 
vi. The meter maintenance, testing; 
vii. The proper selection of meter; and 
viii.  Installation procedure as per {ISO 4064:2014 Part 5} to be followed. 

The performance of a water meter is required to be watched continuously with suitable history 
sheets. Any abnormality noticed needs immediate action. Timely removal of faulty meter, 
especially mechanical ones, prevents cascading and cumulative damages. 

Looking at the number of transactions involved, bulk meters shall be given priority in 
replacements. Based on the experience gained for a specification work, a well-planned 
programme for periodical meter testing, servicing, repairs, and replacement, wherever 
necessary, shall be designed. 

1.11 Meter Reading Systems 

1.11.1 Manual Meter Reading System: 

Many of the mechanical meters do not have remote reading capability. The meter readers have 
to visit the consumer premises one by one, walk to the meter, and note down the registered 
readings manually. These readings are recorded manually in books or on cards and later fed 
manually to a customer accounting or billing system. In some cases, meter readers use handheld 
data entry terminals to record meter readings. Data from these devices are transferred 
electronically to a billing system. In other cases, the key entry has been replaced by mark-sense 
card readers or optical scanners. 

The environment of meter reading usually is not favourable to the meter reader as most of the 
water meters are installed in the underground chamber; these chambers are filled, in many 
cases, with water, reptiles, or insects. Access to these meters is often obstructed when they are 
installed on consumers’ premises. Sometimes, manual work is involved in opening the chamber 
covers. Some consumers connect their electrical earth terminal to water utility pipe which 
endangers the safety of the meter reader. If during the meter reading visit, the consumer 
premises are not accessible, the meter reader will have to visit it again, which increases the cost 
of meter reading. Alternatively, an “estimated” reading is used for billing, which can result in 
customer dissatisfaction due to high or low estimates. 

1.11.2 Automatic Meter Reading (AMR) System 

In AMR system, a meter reader carries a handheld device with a built-in or attached radio 
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transceiver to collect meter readings from an AMR-capable water meter, generally called “smart 
meters”. In this, the meter readings are automatically collected without manual intervention. This 
metering data is then transferred to a central computer either through cellular network or through 
USB cable for analysis and billing purpose. Readings from AMR can be obtained by a simple 
walk-by or drive-by method, where the meter reader either walks or drives down the street while 
automatically downloading the meter data. Figure 13.14 represents automatic meter reading 
(AMR). 

 
Figure 13.14: Representation of Automatic Meter Reading (AMR) 

In AMR system, the meter readers read the meters either on monthly or bi-monthly basis as per 
the utility billing schedule. AMR system is much safer for meter readers since readers are not 
required to enter consumer properties, which in turn reduces the likelihood of injury. Due to the 
infrequent schedule of collecting data, any problems in the meter may go unnoticed for a 
significant period of time.  

Benefits ascribed to the installation of an AMR system: 

i. Increased revenue from previously unaccounted water; 
ii. Accurate meter reading, no human error, and efficient billing; 
iii. Reduced meter reading costs including both regular cycle reading and special 

reads;  
iv. Improved safety of meter readers; 
v. Increased customer service; 
vi. Identifying and locating losses (customer and system);  
vii. Theft detection;  
viii. Improved cash flow; 
ix. Conservation/Efficiency improvements;  
x. Readings from data log containing register reads as frequently as every 15 

minutes; 
xi. Drastic reduction of estimated readings. 

1.11.3 Advanced Metering Interface (AMI) 

Many utilities have used the AMR system as a stepping-stone between standard metering and 
AMI systems. Some utilities made changes as technology became available, while other utilities 
made system decisions for financial reasons, and a few other utilities wanted to try out the 
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technology as pilot before committing to an AMI system. However, if the goal is to eventually 
have a full AMI system, then it is smart to explore the cost-effectiveness of growing from AMR to 
AMI.  

 

 

 

 

 

 

 

 

Figure 13.15: Advanced Metering Interface (AMI) 

AMI comprises of smart meters and adds two-way communication between the meter and utility, 
and between the meter and consumer. This implies that in addition to providing readings, the 
meter can also receive (and often act on) instructions sent from the utility or consumer. Figure 
13.15 and Figure 13.16 shows advanced metering interface (AMI). 

AMI is more complex than AMR and requires a large physical communication network. AMI 
performs the function of data collection similar to an AMR system; however, instead of holding 
the collected data until a meter reader can collect it, AMI relays the data to the owner of the 
meter in real-time. Because AMI can relay data in real-time and has a physical network, it has 
additional features. 

 
Figure 13.16: Representation of Advanced Metering Interface (AMI) 

An AMI system can perform the functions of an AMR system as well as:  

i. Daily, hourly, or 15-minute read increments without reading staff; 
ii. Improved customer service;  
iii. Customer web portals;  
iv. Quick and accurate replies to inquiries;  
v. Faster resolution of billing disputes;  
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vi. Select billing date;  
vii. Real-time diagnostic operation and maintenance reports;  
viii. Targeted data collection and report generation;  
ix. Operational updates for the collector, repeaters, and endpoints; 
x. Faster leak detection in water network with analytical module. 

Data is transmitted in AMI systems in the following ways: one-way, two-way, and quasi two-way. 
The most appropriate option will largely depend on how much data is collected and the 
requirement of the utility. 

1.11.4 Methods of AMI Data Transmission  

1.11.4.1 Radio Technologies:  

Because of its reliability and cost-effectiveness, radio frequency (RF) is the most common 
communication technology for AMI/AMR systems. Antennas or transmitters are attached to the 
meter or register, and data is transmitted from the meters and the data collectors by RF. 

1.11.4.2 Non-Radio Technologies:  

Non-radio technologies for data transmission include power lines, cable, cellular, satellite, 
telephone, GSM/GPRS, LoRaWAN , LAN, NBIOT, IIOT, optical fibre cable, etc. 

1.11.4.3 Meter Data Management:  

Meter Data Management (MDM) is a common platform where any smart meter can directly 
communicate and report meter reading data, alarms, tamper alerts, etc. to the user. The MDM 
is a cloud-based application capable of communicating with smart meters via different 
communication protocols. In the case of non-communicating meters, users can use android 
applications to collect data and send it via a mobile network to MDM for analysis, visualisation, 
and accuracy checks. 

1.12 Model Compliance Sheet for Meter Tenders – AMR/AMI  

The Model Compliance for AMR/AMI Meters is given as per the below Table 13.6 

Table 13.6: Model Compliance Sheet for Meter Tenders – AMR/AMI 

Sr. No. Particulars Compliance 
(YES/NO) 

Documentary proof 
Page no. 

1 Meter Measurement technology 
(Mechanical or Electromagnetic or 
Ultrasonic), IP68, facility for report 
communication interface  

 
YES/NO 

 

2 Meter   approvals and certification  
• OIML R 49 and or ISO 4064  
• MID Module B + D for  International 

/imported meters  
• Legal metrology 
 
Manufacturing plant – Quality 
Certificate 
• ISO 9001 

 
YES/NO 
 
YES/NO 
YES/NO 
 
 
 
YES/NO 
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Sr. No. Particulars Compliance 
(YES/NO) 

Documentary proof 
Page no. 

3 Performance and Endurance 
Certificate from FCRI is submitted for 
each size of meter  

YES/NO 
 

 

 

4 Operating range ratio – Q3/Q1 -R 160 
minimum for mechanical and R 400 
minimum for smart meters  

YES/NO  

5 Meter Warranty from Manufacturer – 5 
Years for AMR with mechanical meters 
or 10 years for Static Meters. 

YES/NO  

6 Meter inbuilt battery (more than 5 
years for mechanical meters and with 
more than 10 year battery life for static 
meters) 

YES/NO  

7 Is Manufacturer Authorisation Form 
(MAF) from meter manufacturer 
submitted along with the bid  

YES/NO  

8 Meter Manufacturer India Presence  
• India Local entity  
• Foreign entity  
• Local Service Support from OEM 

 
• YES/NO 
• YES/NO 
• YES/NO  

 

9 Meter and Communication System 
(AMI) solution from same meter 
manufacturer or AMI system fixed 
network/LPWAN/NB-IoT 

YES/NO  

10 AMI system of meter manufacture/ 
reading device/meter reading 
software/ gateways/ concentrator/ 
repeaters/ radio frequency / protocols/ 
battery life/ LPWAN/IoT is under 
warranty for 10 years O&M  

YES/NO  

11 Is the Billing system offered capable of 
integration with AMR/AMI meters, 
water billing, supports collection, 
regularisation, grievance handling, 
Consumer information and integrate 
with meter and data management, 
GIS, Payment Gateway, MIS reports, 
customer portal, that will allow the 
Concessionaire/contractor to tailor the 
product to the specific working 
environment of the Municipality  

YES/NO  

12 Is Smart Water Meter 
mechanical/electromagnetic/ultrasonic 
with certifications as required with 
facility for remote communication 

YES/NO  
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Sr. No. Particulars Compliance 
(YES/NO) 

Documentary proof 
Page no. 

interface, battery-operated and 
warranty for 5 years for mechanical 
and 10 years for Electromagnetic/ 
Ultrasonic water meter proposed by 
the concessionaire / contractor. The 
mechanical/electromagnetic/ultrasonic 
water meter should maintain its 
accuracy +/-% over its lifetime and the 
measuring units should be m3 for 
volume and m3/h or l/h for flow rate  

13 Is the smart Water Meter 
mechanical/electromagnetic/ultrasonic 
Manufacturer proposed by the 
concessionaire/contractor has 
supplied in India or abroad at least 
50,000 Static AMR/AMI Meters in one 
(1) lot of any sizes in last seven years 

YES/NO  

14 Is the Smart Water Meter 
mechanical/electromagnetic/ultrasonic 
Manufacturer proposed by the 
concessionaire have manufacturing 
capacity to supply 1 lac meters in two 
years or as per needs of ULB. 

YES/NO  

18 Is the concessionaire/contractor in 
agreement to the condition precedent 
scope in six months of GIS based 
consumer survey, commercial data 
validation, asset study, network study 
for gateways installation, ward wise 
consumer regularisation and new 
application execution and come out 
with projection of total water that can 
be supplied to potential water volume 
that can be sold 

YES/NO  

19. Is the concessionaire/contractor in 
agreement to set up a customer 
relationships management centre with 
test bench and participate with 
Municipality in the citizen engagement 
programme  

YES/NO  

20. Is the Concessionaire/contractor in 
agreement to the performance-based 
KPIs during the O&M period of 5 years 
for mechanical and 10 years for 

YES/NO   
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Sr. No. Particulars Compliance 
(YES/NO) 

Documentary proof 
Page no. 

Electromagnetic/ Ultrasonic water 
meter 

21 For Mechanical/ electromagnetic/ 
ultrasonic meters weather proof 
mountable cabinet is provided for the 
electronics that should not cause 
obstruction to the RF/GSM/GPRS 
signal  

 
YES/NO  

 

22 Meter proposed by 
concessionaire/contractor should 
provide three-point calibration with 
calibration certificate available for each 
unit. Agreeable for inspection by 
Municipality/ ULB  before despatch  

 
 

YES/NO 

 

23 Meter proposed by the 
concessionaire/contractor should be 
tamper proof and should have 
advanced diagnostics with 
indicators/alarm on display for 
tampering, reverse flow, and leakage  

 
YES/NO 

 

24 All the supplied smart water meters, 
their peripherals and equipment’s must 
have a written warranty from the 
manufacturers covering not less than 5 
years for mechanical and 10 years for 
Electromagnetic/ Ultrasonic water 
meter from date of commissioning 

       YES/NO  
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The characteristics of different types of meters with communication technologies are given in 
below Table 13.7. 

Table 13.7: The characteristics of different types of meters with communication 
technologies 

 

Characte
ristics 

Non 
AMR- 
Mechani
cal 
Meters 

AMR 
Meters- 
Mechani
cal 

Advanced 
AMR- 
Mechanic
al 

Ultrasonic 
AMR 
Water 
Meters 

Electromagnetic 
Water Meters – 
AMR  

NB-IOT 
Ultrasonic 
Water 
meters 

Cost X 3X  6.5X  10X  10X 10X 

Product 
Lifetime  

Upto 5 
years 

 upto 5 
years  

7-8 Years 10-12 
Years  

10 -15 years  10-15 
Years  

Battery 
Life 
(Based 
on One 
Communi
cation per 
Month) 

NA  4-5 Years 7-8 Years 10-12 
Years 

10-12 Years 10-12 
Years 

Battery 
Life 
(Based 
on One 
Communi
cation per 
Day) 

NA 4-5 Years 10 Years 10-12 
Years 

 12-15 Years 12-15 
Years 

Battery 
Life 
(Based 
on One 
Communi
cation per 
hour) 

NA 3 Years 5 Years 10-12 
Years 

12-15 Years 12-15 
Years 

Consump
tion Index 
Storage 
Frequenc
y 

NA Daily and 
hourly 
Index 
available 
while 
fetching 
data 
through 
AMR 

Daily and 
Hourly 
Index 
available 

Daily Index 
and Hourly 
Index 
available  

Daily and Hourly 
Index available  

Daily and 
Hourly 
Index 
available 

Consump
tion index 
recording 
capability 

NA Daily and 
hourly 
Index 
available  

Daily and 
hourly 
Index 
available 

Daily and 
Hourly 
Index 
available  

Daily and Hourly 
Index available  

Daily and 
hourly 
Index 
available  
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Interoper
ability 
(Capabilit
y to 
convert 
AMR to 
AMI and 
vice 
versa) 

NA Not 
possible 

Yes  Yes  Yes  Yes 

Accuracy 
(R=Q3/Q
1) As per 
MID 
certificati
on 
(Accurac
y for all 
meter 
type will 
change in 
Intermitte
nt Water 
Supply) 

Upto 
R50 

Upto R 
80 

Upto R160 Upto R800 Upto R800 Upto  R800  

Minimum  
flow rate  

 30 
liters/hou
r 

30 
liters/hour 

 15 
liters/hour 

3 
liters/hour 

 3 liters/hour  3 
liters/hour 

Nominal 
Flow rate  

1600 
liters/hou
r   

2500 
liters/hour 

2500 
liters/hour 

2500 
liters/hour 

2500 liters/hour 2500 
liters/hour 

AMR 
Dataset 
capability 
to do 
online 
high 
resolution 
water 
balance 
and leak 
estimatio

NA  Hourly 
Water 
Balance 
Possible , 
Leak 
estimatio
n not 
possible 

Hourly 
Water 
Balance 
Possible 
and Leak 
Estimation 
Possible 
without 
affecting 
battery life 

Hourly 
Water 
Balance 
Possible 
and Leak 
Estimation 
Possible   
without 
affecting 
battery life 

Hourly Water 
Balance Possible 
and Leak 
Estimation 
Possible  without 
affecting battery 
life 

Hourly 
Water 
Balance 
Possible 
and Leak 
Estimation 
Possible 
without 
affecting 
battery life 
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1.13 Flowmeters 

The flowmeter is the device used for the measurement of liquids in closed conduits. This device 
differs on the type of liquid conductive or non-conductive, and also have the other related aspects 
of the principle of operation. In water supply, mechanical, electromagnetic, or ultrasonic types of 
flowmeters are used. However, those are segregated depending on various points, i.e., working 
principle, conductivity of liquid and its quality, the basic and overall accuracy of the flowmeter, 
calibration possibility, reading are taken from field or online, etc. The supply and delivery 
manufacturer should have ISO quality standard (IS 9001:2015) certification and flowmeter 
testing confirming to ISO 17025: 2005 (Reaffirmed 2017). There are installation standards that 
need to be adopted for different flowmeters. Figure 13.17 shows electromagnetic flowmeter, 
Figure 13.18 shows ultrasonic insertion flowmeter, and Figure 13.19 shows ultrasonic clamp-on 
flowmeter. 

 
 

 
 

Figure 13.17: Electromagnetic 
flowmeter 

 
 

Figure 13.18: Ultrasonic 
Insertion flowmeter 

 
 

Figure 13.19: Ultrasonic 
Clamp-on flowmeter 

1.13.1 Methods for Metering Flow  

Various methods are available for the metering flow rate and total flow. Each method has its own 
specific characteristics, which are directed towards individual installation requirements. In the 
water industry, flow rate meter is termed as the flowmeter and the total flowmeter is termed as 
the water meter. A wide range of standard terms is used to describe the essential performance 
characteristics of instruments and sensors. Some of these terms are as follows. 

1.13.1.1 Accuracy 

It is defined as the difference between the reading of an instrument and the true value of the 
measured variable expressed as a percentage of either full scale or true value of the measured 
variable, i.e., either in terms of full scale or flow rate of the flowmeter. As far as possible, the 
accuracy should be selected in terms of percentage of flow rate as it remains constant within the 
rangeability irrespective of variation in flow rate. 

1.13.1.2 Range 

The difference between the maximum and minimum values of the physical output over which an 
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instrument is designed to operate normally. 

1.13.1.3 Rangeability/Turndown Ratio 

Describes the relationship between the range and the minimum quantity that can be measured. 

1.13.1.4 Linearity 

The degree to which the calibration curve of a device matches a straight line. 

1.13.1.5 Resolution 

The error associated with the ability to resolve the output signal to the smallest measurable unit. 

1.13.1.6 Repeatability 

The quantity which characterises the ability of a measuring instrument to give identical 
indications or responses for repeated applications of the same value of the quantity measured 
under stated conditions of use. 

1.13.2 Types of Flowmeters 

In water works, normally, the following types of flowmeters are used. These are classified with 
their advantages and disadvantages as described in the Table 13.8.  

Table 13.8: Types of Flowmeters 
S. No. Types of 

Flowmeter 
Advantages Disadvantages 

A Differential Pressure/Head Flowmeter 
1. Orifice 

Flowmeter 
 

i. It can be used for all fluids except for 
some exceptions 

ii. No moving parts 
iii. Flow rate, indication, integration is 

easily obtained 
iv. It can be fitted in any configuration 

of the pipeline 
v. Suitable for any pipe diameter 
vi. The signal can be transmitted to 

long distance 
vii. Good accuracy 
viii. Suitable for extreme temperature 

and pressure 
ix. Calculation possibilities for unusual 

situations 

i. Rangeability 4:1 
ii. Energy cost in terms of 

head loss 
iii. Ideal conditions are 

required for good 
accuracy 

iv. Suitable for a particular 
range of Reynolds 
number 

v. Accuracy in terms of 
span 

vi. Minimum slope for 
tapping piping has to be 
maintained, i.e., 1:10 

vii. Very long conditioning 
section required 

viii. Intensive maintenance 
required 

ix. Edge sharpness of the 
orifice must be assured 

x. It requires isolation of 
pipeline during 
installation 
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S. No. Types of 
Flowmeter 

Advantages Disadvantages 

2. Venturi Meter 
 

Advantages are similar to orifice 
flowmeter, and less pressure loss and 
hence less energy cost. 

Advantages are similar to 
orifice flowmeter mentioned 
at Sr. No. i, iii, iv, v, vi, and 
x in addition to the high 
capital cost 

3. Pitot Tube i. As mentioned under orifice flowmeter 
except at Sr. No. vii.  

ii. It does not require isolation of 
pipeline for installation and 
comparatively capital cost of the 
flowmeter is less. 

iii. Head loss is also less. 

As mentioned under orifice 
flowmeter at Sr. No. i, iii, v, 
vi, vii with addition of 
inferiority in accuracy as it 
being point velocity 
measurement 

4. Annubar 
(Average 
Pitot Tube) 
 

Similar as mentioned under pitot tube in 
addition to higher accuracy 

 
 

Similar as mentioned under 
pitot tube except for 
inferiority in accuracy, i.e., 
accuracy improves due to 
averaging of multi-ported 
pressures. 

B Linear Flowmeter  
1(a) Turbine 

Wheel 
Flowmeter 
(Full Bore or 
Inline) 
 

i. Excellent accuracy, linearity, and 
repeatability 

ii. Usable at extreme temperature and 
pressure 

 

i. Suitable for only for low 
viscosity 

ii. Moving parts and 
hence, wear 

iii. Sensitive to 
contamination 

iv. Flow profile sensitive 
and needs conditioning 
section 

v. Affected by 
overloading, the danger 
of overspeeding 

vi. Sensitive to vibration 
vii. Isolation of pipeline is 

required for installation. 
1(b) Turbine 

Wheel 
Flowmeter 
(Insertion 
Type)  
 

i. Isolation of pipeline is not required 
ii. Low cost 

 

i. Inferior accuracy 
because of point 
velocity measurement 

ii. Suspended impurities 
can clog it  

iii. In addition to the above, 
the disadvantages 
mentioned under the 
turbine wheel 
flowmeter (full bore) are 
also applicable 
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S. No. Types of 
Flowmeter 

Advantages Disadvantages 

2 Variable Area Flowmeter (Rotameter) 
 Variable 

Area 
Flowmeter 
(Rotameter) 
 

i. Inexpensive 
ii. No power supply required for local 

indication 
iii. No conditioning section 
iv. Easy maintenance 

 

i. It requires vertical 
installation 

ii. Affected by the density 
and temperature of the 
fluid 

iii. Affected by vibration 
and pulsation 

3 Vortex Flowmeter 
3(a) Full Bore or 

Inline Type 
i. No moving part 
ii. Robust construction 
iii. Unaffected by temperature, 

pressure, and density changes 
 

i. Conditioning of long 
approached section 

ii. Span limitation due to 
viscosity 

iii. Shedding rate is 
nonlinear between 
2000 and 10000 
Reynolds’s number 

iv. Available up to 400 mm 
size due to constraints 
of sensitivity 

v. Isolation of pipeline is 
required for installation 

3(b) Insertion 
Vortex 
Flowmeter  
 

i. Isolation of pipeline for installation is 
not required 

ii. Less costly than that of full bore 
iii. In addition to the above, the 

advantages mentioned under full 
bore vortex flowmeter are also 
applicable. 

i. Inferior accuracy due to 
point velocity 
measurement 

ii. In addition to the above, 
the disadvantages 
mentioned under full 
bore vortex meter are 
applicable except at Sr. 
No. V. 

4  Magnetic Flowmeter 
4(a) Full Bore 

(Inline) 
Flowmeter 
 

i. Unobstructed flow passage 
ii. No moving parts 
iii. No additional pressure drop 
iv. Unaffected by changes in 

temperature, density, viscosity, 
electrical conductivity 

v. Flow range setting can be 
optimised 

vi. Suitable for water containing 
suspended solids 

vii. Short conditioning section is 
required as it is insensitive to flow 
profile 

i. Air or gas inclusion 
causes the error 

ii. Minimum required 
conductivity of fluid 0.5 
ms/cm. 

iii. Isolation of pipeline is 
required for installation 

iv. Vacuum creation may 
detach inner liner 
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S. No. Types of 
Flowmeter 

Advantages Disadvantages 

viii. Measures flow both the directions 
ix. Unaffected by contamination and 

deposit 
x. Minimum maintenance 
xi. Good linearity 
xii. The smaller diameter flowmeter 

can be used on a bigger diameter 
pipe with the help of reducers 
having angle not more than 16 
degrees 

4(b) Insertion 
Magnetic 
Flowmeter  
 

i. Less costly than that of full bore 
ii. No isolation of pipeline for 

installation 
iii. Advantages mentioned under Sr. 

Nos. ii, iv, v, vi, viii, ix, x, xi of full 
bore (inline) magnetic flowmeter is 
applicable 

i. Inferior accuracy due to 
point velocity 
measurement 

ii. Long conditioning 
section is required 

iii. Sensitive to vibration 
iv. Periodic cleaning of the 

electrode is required 
v.  

 
5 Ultrasonic Flowmeter 
5(a) Doppler Type 

Ultrasonic 
Flowmeter  
 

i. Unobstructed flow passage 
ii. No moving parts 
iii. No pressure drop 
iv. Measures flow in both directions 
v. Installations of individual elements 

in existing pipe lines possible 
vi. Minimum maintenance 
vii. Economical for large diameter pipe 
viii. Suitable for turbid water 

i. Not suitable for clear 
water 

ii. Accuracy is inferior 
iii. It requires a long 

conditioning section 
 

5(b) Transit 
Time (Time 
of Flight) 
Ultrasonic 
Flowmeter 

i. Advantages mentioned under Sr. 
nos. i, ii, iii, iv, v, vi, vii of Doppler 
type are applicable 

ii. Accuracy is improved in multipath 
iii. Accuracy is superior in insertion 

(wetted type) than that of clamp 
type. 

i. It requires long 
conditioning section 

ii. Not suitable for turbid 
water or carrying 
air/gas bubbles. 

 

 

1.13.2.1 Ultrasonic Flowmeters 

Ultrasonic flowmeters utilise the properties and behaviour of sound waves passing through 
moving water. The ultrasonic flowmeters are of two types depending on different working 
mechanisms, viz., transit time meters and Doppler meters. 

1.13.2.2 Transit Time Ultrasonic Flowmeters 
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Transit time ultrasonic flowmeters are based on the phenomenon that sound waves slow down 
when moving through the water against the flow, and speed up when they move with the flow. A 
transit time ultrasonic flowmeter has two sound transducers mounted at opposite sides of the 
pipe at an angle to the flow. Each of these sound transducers will in turn transmit an ultrasound 
signal to the other transducer. The differences in the transit times of the signals determine the 
flow velocity and flow rate.  

The accuracy of the transit time ultrasonic flowmeters depends on the ability of the meter to 
accurately measure the time taken by the ultrasound signal to travel between the sound 
transducers. Larger pipes have longer path lengths, and thus, the speed of the signal and the 
flow rate can be measured with higher accuracy. Transit time meters work better in clean fluids 
and thus are ideal for drinking water pipes. They measure the average velocity of fluid but are 
sensitive to the velocity profile in a pipe. In some cases, multi-beam devices are used to improve 
meter accuracy. 

Permanently installed transit time meters are often called wet transducer meters since their 
sound transducers are in direct contact with the fluid. These meters are very reliable. Ultrasonic 
flowmeters typically have relative errors between 0.25% and 1%. They can be used on pipes 
ranging from 10 mm to greater than 2 m in diameter, although they are not often used on small 
diameter water pipes. The ideal flow velocity range for good accuracy is 0.5 to 10 m/s.  

The inline type meter, with IP 68 protection class, is constructed as a vacuum chamber of 
moulded composite material or suitable metal body. Thus, the electronics are fully protected 
against penetration of water. Water consumption is measured electronically, as a volume, using 
the ultrasound signal. Through two ultrasonic transducers, an audio signal is sent with and 
against the flow direction. The ultrasonic signal travelling with the flow will be the first to reach 
the opposite transducer, while the signal running against the flow will be received a little later. 
The time difference between the two signals can be converted into flow velocity. The measuring 
principle is called 'bidirectional ultrasound technique based on the transit time method', which is 
a proven, long-term, stable, and accurate measuring principle. 

Clamp-on transit time meters use sound transducers that are clamped externally onto the walls 
of a pipe to provide portable non-intrusive flow measurement. Practically, they can be used on 
any pipe material including metals, plastics, fibre, cement and lined or coated pipes. A 
disadvantage of ultrasonic flowmeter is that the ultrasonic pulses must traverse pipe walls and 
coatings, and therefore the thicknesses and acoustic properties of these elements must be 
known. Deposits on the inside pipe surface can affect signal strength and performance. 
Additionally, air in the liquid, turbulence, deposits on the sensors, and water hammer (pressure 
transients) affects its performance.  

Modern clamp-on meters incorporate microprocessors that allow mounting positions and 
calibration factors to be calculated for each application and can provide accuracies of 0.5% to 
2%. The advantages of transit time flowmeters include high accuracy and reliability, which makes 
them cost-effective for use in large pipes. The clamp-on version of the meter is easy to install 
without the need to shut down the pipe. However, transit time flowmeters are sensitive to 
distortions in the velocity profile of a pipe, require an electricity supply, and are not suitable for 
dirty waters. 

1.13.2.3 Doppler Ultrasonic Flowmeters 

Doppler ultrasonic water meters function based on the Doppler Effect, which is the measure of 
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the change in the frequency of a sound wave when it is reflected back from a moving object. 
Doppler ultrasonic flowmeters create a soundwave in a moving fluid which, upon contact with 
dirt particles or air bubbles, reflects back towards the origin of the signal. The reflected ultrasound 
waves are detected by a receiver, and the change in the wave frequency is measured. This shift 
can then be related to the velocity and thus flow rate of the water. Doppler ultrasonic flowmeter 
is shown in Figure 13.20. 

They can only be used for water that contains particles or 
air bubbles, and thus they are more suitable for dirty water 
applications such as raw water. A drawback of Doppler 
meter is that fluid particles in the water sometimes move 
slower than the water itself, or are concentrated in parts of 
the pipe with lower velocities (e.g., close to the sides or 
bottom of the pipe), which can result in a measurement 
error of 10% or more. They are also sensitive to 
disturbances in the velocity profile and require an electrical 
supply. While they are not suitable as billing meters, they 
can be cost-effective as flow monitors if measurement 
accuracy is not critical. 

1.13.2.4 Sensor Based Flowmeter 

Remote flowmeter, for use on gravity fed and pressurised piped water systems, is designed to 
monitor functionality and performances of water supply networks. The pipe flowmeter utilises the 
ultrasonic flowmeter, microprocessor, and a body trace chip to monitor water usage on piped 
systems. The sensor has a plastic enclosure waterproof, anti-explosion, heat and cold resistant, 
and utilises food-compliant plastic.  

After installation on the water pipe, when the water tap is opened, the flow of water passing 
through the sensor results in the rotation of the internal turbine. The energy of the fluid passing 
through it moves a rotor that have magnets on his blades; the volume of the water is registered 
by monitoring the speed of the rotation of the magnets passing by a metal point. This information 
is then transformed in digital data by the microprocessor, and the data sent by the sim card 
embedded in the sensor. The sensor transmits hourly flow data that can be uploaded on cloud 
platforms. Dashboards have to be designed according to the user needs. This is an advance 
technology and may be applied in water supply systems. 

Meters shall also have an actual flow rate and totalised value for effective water management 
purposes. The accuracy shall be ±0.5% of reading for flowmeters. 

The supplier shall have full ISO 9000 series accreditation and fully traceable calibration methods. 
The suppliers shall also have a testing facility in India so that methodology and procedures can 
be verified. Each flowmeter shall be wet calibrated with a two-point calibration to verify 
performance in accordance with the specification and submit the report for the same. The testing 
facility shall be duly accredited in accordance with ISO/IEC 17025:2005 (Reaffirmed 2017) 
Standards. Bidders must upload/attach the certificate of ISO/IEC 17025 from flowmeter 
manufacturer as a mandatory requirement of this enquiry/tender which is duly accredited 
according to ISO/IEC 17025:2005 (Reaffirmed 2017) facilities in India. 

The sensors for flowmeters shall be as per DVGW/ISO standard lengths (ISO 13359:1998) so 
that interchangeability can be carried out for the applicable flowmeter sizes. The sensor shall 

 

Figure 13.20: Doppler 
Ultrasonic Flowmeter 
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also have built-in grounding and empty pipe detection electrodes of SS 316 for detecting partial 
flow conditions and efficient operation purposes. The liner material shall be polyurethane (PU) 
or hard rubber suitable for media/application/service. The appropriate certificate for drinking 
water approval shall be a part of it and the same shall be uploaded or attached while bidding as 
a mandatory requirement of this tender. The sensor and transmitter shall be capable of working 
in a tropical environment. The flowmeter body shall be available in flanged or with custom 
connectors as specified in the datasheets. 

The sensors shall be rated IP 68. The transmitter shall be rated IP 67 in line with local operating 
conditions. Installations shall be made with cables and/or conduits that guarantee the integrity of 
the system under all operational conditions. The transmitter/converter shall be the wall-mounted 
type with a two-line display for the indication of an actual flow rate and totalised value. A glass 
window within the protection enclosure with optical switches shall be provided for local reading 
purposes. The non-corrosive, polycarbonate housing material of the enclosure shall be sufficient 
to guarantee five years of operational life. Magnetic flowmeters should be supplied with built-in 
software features to analyse and continuously monitor the health of the sensor, display errors in 
text format. The transmitter should be capable of performing the verification programme on 
demand or on request without taking the meter off the line or without any additional external 
hardware/accessories.  

The transmitter shall be capable of being fully programmable. It shall have a set-up menu so that 
all relevant parameters may be user-set from the self-prompting driven menu. The transmitter 
shall have three totaliser units, one scalable pulse output, and one current, i.e., 4–20 mA HART 
output. The current output shall be galvanically isolated. It shall be fitted with a switched-mode 
power supply capability of 0–250V or 24 DC and 45–65Hz to cope with power transients without 
damage. The totaliser value shall be protected by EEPROM during a power outage and utilises 
an overflow counter. 

The transmitter shall be having the facility of indicating electrical conductivity measurement. It 
shall be possible to separate the sensor and transmitters up to 300 meters without the need for 
signal boosters or amplifiers. The pulsed DC type flow sensors shall normally be installed 
remotely from the transmitters and are to be subject to harsh environmental conditions. At some 
locations, underground chambers shall be used and, in such cases, the operation under fully 
submerged conditions may occur. Thus, in either case, a full IP68 design is necessary. The 
sensor shall, therefore, be made from SS 304 materials with flanges of up to PN10 rating from 
carbon steel as per EN 1092-1, suitably treated for the application. The sensor coil housing shall 
be powder-coated cast aluminium with NEMA 4X rating (IP 68) or painted steel. The paint shall 
be of durable anti-corrosion grade. The tube liner shall be suitable for media/application/service. 

The manufacturer shall have a full system of local offices in India and full-service capability in 
the metro cities throughout the country. Full contact details for key personnel, both national and 
local shall be furnished on request. The supplier shall provide evidence of at least five years of 
involvement in the manufacturing of meters worldwide. The water flowmeter 
manufacturer/supplier shall provide full data on each meter required, including optimising and 
sizing programmes calculation sheet. The proposed flowmeter model number by the 
manufacturer shall be available on their official website with a complete technical catalogue or 
operating manual for flowmeter (sensor /transmitter). The official latest meter sizing programme 
shall be available on the official website of the flowmeter supplier. The proposed model code 
shall be available and acceptable globally.  
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1.13.3 Installation and Maintenance of Flowmeters 

Every user expects a problem-free installation of the meter and thereafter only accurate reading. 
Regular monitoring is desirable in order to avoid failures.  

It is essential to install the flowmeter co-axially to the pipeline without protruding any packing or 
gasket into the water flow stream. In the case of ultrasonic flowmeter, the probes are welded on 
the pipeline which requires care to see that no projection is protruding in the pipeline. 
 

The meter is installed in the pipeline using flanged or threaded connections giving due 
consideration for conditioning sections. It should be seen that stress-free installation is carried 
out in pipeline. It is essential to install the flowmeter co-axially to the pipeline without protruding 
any packing or gasket into the water flow stream. In the case of ultrasonic meter, the probes are 
welded on the pipeline which requires care to see that no projection is protruding in the pipeline. 
In this case, onsite calibration is essential. Whenever converters are used with primary elements, 
it should be observed that the connection between them should be protected against lightning 
strikes and any other interference signal.  

The installation on the existing water supply requires shutting down the water supply. This 
necessitates shortest installation time. The installations are strictly carried out as per 
manufacturers’ recommendations.  

In the case of differential pressure type flowmeter, the impulse piping requires special care in 
respect of slope and protection. Similarly, long disturbance free straight sections should be 
provided for uniformity. Installation should be vibration free as moving parts in the flowmeter, 
wherever present, will get worn out in addition to the effect on overall accuracy of the flowmeter. 
Installation in ‘U’ shape is essential for intermittent water supply.  

Flowmeters should be provided with battery backup in order to retain integrator reading during 
failure of electric supply.  

1.13.3.1 Repairs, Maintenance, and Troubleshooting of Flowmeters 

Modern development in the flowmeter measurement is that in most of the equipment a self-
monitoring facility is provided with which the maintenance staff monitors the health of the 
equipment. A number of instruments are enunciating the error conditions.  

As far as orifice, Pitot tube, Venturi, and Annubar flowmeters are concerned, they require regular 
purging of impulse piping. Similarly, the transducers require periodical checking of zero and 
range setting. For the orifice, it is essential to check sharpness of the edge as in the case of its 
deterioration or damage the flowmeter reading may vary up to 20%.  

Ultrasonic flowmeters and magnetic flowmeters are self-monitoring provide information 
regarding deviation in accuracy or failure of probe or electrode. Whenever cleaning of probes or 
electrodes is required, those should be cleaned as per manufacturers’ recommendation.  

Turbine meter should be periodically checked for bearing wear since presence of air in the liquid 
may damage the bearing because of over speeding.  

Where deposits are to be expected in any flowmeter, the same should be regularly inspected 
and cleaned as per the experience gained during the course of time. As these deposits affect 
the accuracy of the measurement, vortex meter, magnetic flowmeter, and ultrasonic flowmeter 
may show erroneous reading in the presence of deposits. Average accuracies of various 
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flowmeters are given in Table 13.9. In an intermittent water supply, the corrosion rate of the pipe 
increases due to chlorine and air. The formation of incrustation and subsequent descaling affect 
flowmeter working especially differential pressure type and turbine meters.  

Table 13.9: Average Accuracies of Various Flowmeters 
Sr. No. Type of flowmeter Accuracy % 
1. Square edge orifice ±1S 
2. Venturi ±1S 
3. Pitot ±2S 
4. Annubar ±1S 
5. Turbine ±0.5R 
6. Rotameter ±2S 
7. Vortex ±1R 
8. Magnetic ±0.5R 
9. Doppler ±2S 
10. Transit time ±1R 

     Legends: S: in terms of full scale; R: in terms of flow rate. 

 

Table 13.10 gives broad areas of Application of Flowmeter for Liquid 

Table 13.10: Broad Areas of Application of Flowmeter for Liquid 
Sr. No. Type of flowmeter A B C D 

 1. Orifice 0 (+) 0 0 
 2. Venturi 0  0 0 
 3. Variable Area 0 0   
 4. Annubar 0  0 0 
 5. Turbine 0  0 (*) 
 6. Insertion turbine 0  0 0 
 7. Vortex 0    
 8. Insertion Vortex 0  0 0 
 9. Electro Magnetic 0 0 0 0 
10. Insertion Electro Magnetic 0  0 0 
11. Doppler 0  (+) (+) 
12. Transit time 0 (+) 0 0 

Legends: 0: Suitable, generally applicable; C: Large liquid flows (>1.7 × 104 L /min.); (+) is worth 
considering, sometimes applicable; (*) is worth considering, limited availability or tends to be 
expensive; D: Large water pipes (> 500 mm dia); A blank indicates unsuitable; liquids 
(temp.>2000C) not applicable; A: General liquid application (< 50 CP); B: Low liquid flows (<2 L 
/min) 

 
A flowmeter suspected to be malfunctioning is also tested for its accuracy of the measurement. 
The testing is done as per {IS 6784: 1996 (Reaffirmed 2017)}/ {ISO 4064-2014 Part III}. A faulty 
flowmeter, if found to be repairable, is repaired and tested and calibrated for its accuracy before 
installation. To establish a meter factor, the indicated volume of fluid that passes through a meter 
is compared to the true volume measured in a container of known size, or a master meter. 
Temperature and pressure correction are then applied.  
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The flowmeter manufacturer/supplier shall provide full data on each meter required, including 
optimising and sizing programmes calculation sheet. The proposed flowmeter model number by 
the manufacturer shall be available on their official website with a complete technical 
catalogue/operating manual for flowmeter (sensor/transmitter). The official latest meter sizing 
programme shall be available on the official website of the flowmeter supplier. The proposed 
model code shall be available and acceptable globally. 

The orifice, Pitot tube, Venturi, and Annubar flowmeters require regular purging of impulse piping. 
Similarly, the transducers require periodical checking of zero and range setting. 

Suggest changing to "In the case of deterioration or damage to the orifice edge, it is essential to 
check its sharpness, as it can lead to flowmeter reading variations of up to 20%. 

They are generally self-monitored and give information regarding deviation in accuracy or failure 
of probe or electrode. Whenever cleaning of probes or electrodes is required, those should be 
cleaned as per manufacturers’ recommendations.  

Where deposits are to be expected in any flowmeter, the same should be regularly inspected 
and cleaned as per the experience gained during the course of time. As these deposits affect 
the accuracy of the measurement, vortex meter, magnetic flowmeter, ultrasonic flowmeter, may 
show erroneous reading in the presence of deposits. In an intermittent water supply, the 
corrosion rate of the pipe increases due to chlorine and air. The formation of incrustation and 
subsequent descaling effect flowmeter working especially differential pressure type, turbine 
meters. 

1.13.3.2 Flowmeter Calibration 

There are two philosophies of flowmeter calibration. One is that it is better to have a fixed 
calibration system with all the associated technical back up and with the flowmeters being 
brought to the calibration system; the other favours calibrating in situ leaving the flowmeters in 
their installed condition and using a portable calibrator. The former will generally provide the 
more accurate calibration, but the latter has the advantage of accounting for site-specific effects, 
such as proximity to hydraulic disturbances. It is necessary to decide carefully which option to 
adopt. 

There is often no choice but to carry out in situ calibration where: 

• flow cannot be shut off; 
• site-specific conditions have to be accounted for; 
• the meter is so large that removal, transport, and testing costs would be prohibitive. 

The major constraint with the in situ calibration technique is that the high accuracy laboratory 
calibration cannot be matched in the field and accuracies of ±2% to ±5% is all that can be 
achieved, and such field tests are called confidence checks rather than absolute calibrations. 
Such checks are often the precursor to the removal of flowmeter for laboratory calibration or 
replacement. 

For field tests, the following methods can be used: 

i. Clamp-on devices 
ii. Thermodynamic method 
iii. Velocity-area methods (insertion meters) 
iv. Tracer methods 
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v. Flow simulators 

Normally, the manufacturers of the flowmeters provide laboratory calibration of the flowmeters 
in their works. Some of the Government agencies also provide laboratory calibration, vis., Fluid 
Control Research Institute (FCRI), Palakkad, Central Water and Power Research Station 
(CWPRS), Pune and Institute for Design of Electrical Measuring Instruments (IDEMI), Mumbai. 

Table 13.11 gives the performance factors of flowmeters and Table13.12 gives installation 
constraints of flowmeters. Table 13.13 gives fluid property constraints for flowmeters. Table 
13.14 gives economic factors of flowmeters. The installation methods for various types of 
flowmeters along with its maintenance and service is discussed in Table 13.15. 
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Table 13.11: Performance Factors of Flowmeters 

Sr.  
No. Type of the flowmeter 

 
Linearity % Repeatability (%) 

 
Rangeabilit

y 

Pressure drop at 
maximum flow Flow parameter  

measured 

1. Orifice 0.25% FS to 1% FS ±0.2% FS 3 or 4:1 3-4 R 
2. Venturi 0.25% FS to 1% FS ±0.2% FS 3 or 4:1 2 R 
3. Variable area ±1% FS to ±5% FS ±0.5% FS to ±1% FS 1% FS 10:1 3R 

4. Annubar 0.5% R to 1% R ±0.05% R to ±0.2% 
R 4 to 10:1       1/2 Vm 

5. Turbine ±0.15% R to ±1% R ±0.02% R to ±0.5% 
R 5 to 10:1 3 R 

6. Insertion Turbine ±0.25% R to ±5% R ±0.1% R to ±2% R 10 to 40:1 1-2 Vp 
7. Vortex ±1% R ±0.1% R to ±1% R 4 to 40:1 3 R 
8. Insertion Vortex ±2% R ±0.1% R 15 to 30:1 1 Vp 

9. Electro Magnetic ±0.2% R to ±1% R ±0.1% R to ±0.2% 
FS 10 to 100:1 1 R 

10. Insertion Elec. Mag. ±2.5% R to ±4% R ±0.1% R 10:1 1 Vp 
11. Doppler No data ±0.2% FS 5 to 25:1 1 Vm, R 
12. Transit time ±0.2% R to ±1% R ±0.2% R to ±1% FS 10 to 300:1 1 R 

Legends: R: Flowrate, Vp: Point velocity, NS: Not specified; T: Volume flow; % R: Percentage 
flowrate; 1: Low; Vm: Mean velocity; % FS: Percentage full scale; 5: High 

Table 13.12: Installation Constraints for Flowmeters 
Sr. 
No. Type Orientation Direction Quoted range of 

upstream lengths 
Quoted range of 

minimum downstream 
Pipe Diameter 

(mm) 
1. Orifice H, VU,VD,I U,B 5D/80D 2D/8D 6 to 2600 
2. Venturi H,VU,VD,I U 0.5D/29D 4D >6 
3. Variable area VU U 0D 0D 2 to 150 
4. Annubar H, VU,VD,I U,B 2D/25D 2D/4D >25 
5. Turbine H, VU,VD,I U,B 5D/20D 3D/10D 5 to 600 
6. Insertion turbine H, VU,VD,I U,B 10D/80D 5D/10D >75 
7. Vortex H, VU,VD,I U 1D/40D 5D 12 to 400 
8. Insertion Vortex H, VU,VD,I U 20D 5D >200 
9. Electromagnetic H, VU,VD,I U,B 0D/10D 0D/5D 2 to 3000 
10. Insertion magnetic H, VU,VD,I U,B 25D 5D >100 
11. Doppler H, VU,VD,I U,B 10D 5D >25 
12. Transit time H, VU,VD,I U,B 0D/50D 2D/5D >4 

Legends: H: Horizontal flow; U: Unidirectional flow; VU: Upward vertical flow; B: Bidirectional 
flow; VD: Downward vertical flow; D: Inner diameter of pipe; I: Inclined flow. 

Table 13.13: Fluid Property Constraints for Flowmeters 

Sr. 
No. Type 

Maximum 
pressure  

(bar) 

Temperature 
Range  

(°C) 

Minimum 
Reynold's  
number 

More than 
one phase  

(Gas or 
liquid) 

1. Orifice 400 <650 3 × 104 P 
2. Venturi 400 <650 105 P 
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Sr. 
No. Type 

Maximum 
pressure  

(bar) 

Temperature 
Range  

(°C) 

Minimum 
Reynold's  
number 

More than 
one phase  

(Gas or 
liquid) 

3. Variable area 700 -80 to + 400 No data N 
4. Annubar 400 <540 104 N 
5. Turbine 3500 -260 to +530 104 N 
6. Insertion Turbine 70 to 250 -50 to +430 104 N 
7. Vortex 260 -200 to +430 2 × 104 P 
8. Insertion Vortex 70 - 30 to +150 5 × 103 N 
9. Electromagnetic 300 -60 to +220 No limit S/P 
10. Elect. Insertion 20 +5 to +25 No data N 
11. Doppler Pipe pressure -20 to +80 5 × 103 S 
12. Transit time 200 -200 to +250 5 × 103 N/P 

Legends: S: Suitable; P: Possible; N: Not suitable 
 
 

Table 13.14: Economic Factors of Flowmeters 
Type Installation cost Calibration cost Operation cost Maintenance cost Spares cost 

Orifice 2-4 1 3 2 1 
Venturi 4 1-4 2 3 3 
Variable area 1-3 2 2 1 1 
Annubar 2 3 2 2 2 
Turbine 3 4 3 4 4 
Insertion Turbine 2 3 2 2 3 
Vortex 3 3 3 3 3 
Insertion Vortex 2 3 2 3 3 
Electromagnetic 3 3 1 3 3 
Insertion Ele. Mag. 2 3 2 3 2 
Doppler 1-3 1 1 3 2 
Transit time (time of flight) 1-3 3 1 3 2 

Legends: 1: Low; 5: High 
 

Table 13.15: Installation and Maintenance of Flowmeters 

Type Installation Pipeline ahead of  
meter 

Maintenance  
during operation Self-Monitoring Service 

Turbine meter Flanged connections 
electrical installation 

Conditioning section Maintenance free, 
monitor, possible 
foreign lubrication 

Not possible — 

Vortex meter Flanged connections or 
water installation, 
electrical 

Conditioning section 
installation 

Maintenance free Error 
monitoring 

Electronic monitor 
functions and test 
values 

Differential 
pressure 
Meters 

Primary in flanges, 
impulse piping, convertor  
power supply 

Long conditioning 
sections 

Regular monitoring Not possible Direct measurement at 
primary 

Variable area Flanged or threaded No restrictions Maintenance free Constant appearance — 
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Type Installation Pipeline ahead of  
meter 

Maintenance  
during operation Self-Monitoring Service 

meter connections 
Electromagne
tic flowmeter 

Flanged connections, 
electrical connections 

No conditioning 
section 

Maintenance free Monitoring with error 
announcements 

Electronic control 
functions and test  
simulator 

Ultrasonic 
meter 

Flanged connections or 
welding nipples, electrical 
installation. 

Long conditioning 
section 

Maintenance free Signals for signal loss  - 
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1.13.4 Problems Encountered in Flowmeter Performance 

There are many problems which are encountered during the life of the flowmeter. Some of the 
common performance-related issues/problems that are encountered during its operation due to 
some causes along with remedial action are discussed in Table 13.16. 

Table 13.16: Common Problems Encountered in Flowmeter Performance 
S. No. Problems Causes Flowmeter Remedial Action 

1. Erratic 
reading 

Operated below lower 
range having limited 
rangeability of flowmeter 

Differential 
pressure 
type 

Replace flowmeter 

Operated below lower 
range having limited 
rangeability of flowmeter 

Linear 
flowmeter 

Change range setting 

Less static pressure D.P. type Remove air trap 
Clogged impulse piping D.P. type Clear the choke up 
Air trapped in impulse 
piping 

D.P. type Remove air trap 

Frequent air trap in impulse 
piping 

D.P. type Change impulse piping 
slope to minimum 1:10, If 
still the problem persists 
change the flowmeter 

Damaged impulse piping D.P. type Rectify impulse piping 
2. Unsteady 

reading: 
(oscillating) 

β ratio of more than 0.65 D.P. type Redesign orifice 
Pulsating flow D.P. and 

Linear type 
Condition the flow 

3. Inaccurate 
reading 

Pipeline internally incrusted D.P. and 
Linear type 

Clean the internal surface 
of pipeline 

Scaling is formed at 
tapping points 

D.P. type Clean the tapping points 

Orifice edge gets blunt D.P. type Replace orifice plate 
Flowmeter downstream is 
opened within the range of 
50 times dia pipe length 

D.P. type Extend the downstream 
pipeline beyond 50 times 
dia length 

Unsymmetrical formation of 
vena contract due to the 
large diameter of the throat 
in relation to static pressure 

D.P. 
(orifice 
type) 

Redesign the orifice 

Mismatch between 
flowmeter and pipeline 

D.P. and 
Linear type 

Remove the mismatch 

Absence of sufficient 
conditioned approach 
pipeline 

D.P. and 
Linear type 

Provide sufficient 
conditional approach 
pipeline 

Foreign particles such as 
pieces of concrete, bricks, 
debris. etc. are gathered at 

D.P. 
(Orifice) 

Remove them 
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S. No. Problems Causes Flowmeter Remedial Action 
upstream of the orifice 
Flanged coupling used with 
flowmeter leaking 

D.P. and 
Linear type 

Rectify the leakage 

The pipeline may not be 
cylindrical within the range 
of 0.3% of the diameter of 
the pipe 

D.P. and 
Linear type 

Replace the pipe length 
of 2 times dia immediate 
upstream of the 
flowmeter 

Pipeline partially filled D.P. and 
Linear type 

Install valve downstream 
of the flowmeter for 
throttling 

 
1.13.4.1 Calibration of Pressure Measuring Instruments 

Pressure instrument calibration is the process of adjusting the instruments output signal to match 
a known range of pressure. All instruments tend to drift from their last setting. This is because 
springs stretch, electronic components undergo slight changes on the atomic level, and other 
working parts sag, bend, or lose their elasticity. 

The calibration procedure includes zero, span, and linearity adjustments. The pressure is varied 
with the help of a pneumatic calibrator so as to give desired pressures to the instrument. The 
settings are carried out on the instrument for zero and span adjustment on the basis of applied 
pressures. For carrying out linearity, setting various pressures between zero and maximum 
range of the instruments are applied and adjusted the output of the measuring instrument with 
the help of controls provided in the instrument. 

In the case of pressure gauges, the calibration is carried out by means of dead weight tester. In 
the absence of a pneumatic calibrator, the air can be supplied to the instrument with proper 
pressure regulator, and pressure is measured with the help of a manometer so as to calibrate 
the instrument. The calibration should be checked every 3, 6, or 12 months depending upon the 
use and accuracy expected, as per the manufacturer’s recommendation and latest ISO 
standards. Maintenance of pressure instruments is essential for their proper working and 
accurate reading. It also improves the life and reliability of the instruments. 

1.13.4.2 Preventive Maintenance 

The manufacturer of the instrument gives the instructions in the manual supplied along with the 
instruments. These instructions explain how to maintain the instrument. Generally, these consist 
of the following categories: 

1. Visual Inspection: 
Any damage to piping or wiring of the instrument observed should be immediately rectified. It 
avoids the entry of foreign bodies into the system and further damage to the instrument. 

2. Venting or Blow down 
Liquid lines are generally clogged subsequently if those are not vented periodically. Similarly, 
air or gas in the liquid columns gives wrong readings. In order to avoid such incidents, it is 
essential to blow down the instrument piping periodically on the basis of experience gained in 
the field. 

3. Cleaning and Lubrication 
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Instruments with mechanical linkages undergo wear and misalignment. Dirt may clog the 
linkages, causing the mechanism to become less flexible. If not attended these kinds of faults, 
the instrument may breakdown subsequently. This clogging can be removed by cleaning, and 
the working of the instrument can be improved by lubrication as per manufacturer's 
recommendations. Dust can be removed from the panels as well as from the instruments with 
the help of an air blower. If auto test facility is provided on the instrument by the manufacturer, 
the same can be used to check the performance of the instrument daily. If any kind of fault 
occurs, in such instrument, the same is identified and displayed by the instrument itself. A 
typical troubleshooting chart for pressure and level measuring instrument (electronic 
transmitter type) is given in Table 13.17 and typical specification for online measurement of 
pressure is given in Table 13.18. 

Table 13.17: A Typical Troubleshooting Chart for Pressure and Level Measuring 
Instrument (Electronic Transmitter Type) 

Fault Possible Causes Corrective Action 
Low output or zero 
output or High 
output or Erratic 
output 

Power Supply Check the output of power supply 
Check for short and multiple grounds 
Check polarity of connections 
Check loop impedance 

Pressure tapping Check the pressure connection 
Check for leakage or blockage 
Check for entrapped air or gas in the line 

Transmitter Check for shorts in sensor leads 
Check connector to transmitter 
Check for amplifier assembly by replacing it with 
the spare one 

Sensing element Check the sensing element for its working by 
gently tapping it 

Tapping by hand 
gently the 
mechanism sensor 
does not respond 

Mechanical Check mechanical linkage 
Check for dirt finding 
Excessive wear, misalignment 
For dirt clean and lubricate as per manufactures 
recommendations 
Realign mechanical parts if necessary 
For wear replace the worn-out components 

Electrical 
 

Replace electrical/electronic subassemblies and 
perform calibration 

 

Table 13.18: Typical Specification for Online Measurement of Pressure 

Parameters Descriptions 
Specifications Pressure Range   0 to 10/20/50/100 Kg/cm2 g  
Process 
Temperature 
Range 

-20 to + 125 °C 

Output Signal 4 to 20 mA with superimposed digital communication protocol HART, 



 
Chapter 13 

Part A- Engineering  Water Meters 

54 

 

Parameters Descriptions 
2-wire 

Signal Range  4 to 20 mA HART 
Signal on Alarm 
 

As per NAMUR NE 43 
• 4 to 20 mA HART 
Options: Max. alarm: can be set from 21 to 23 mA (factory setting: 22 
mA) 

a) Hold measured value: last measured value is held 
b) Min. alarm: 3.6 mA 

Resolution 
 

Current output: 1 microAmp 
Display: can be set (setting at the factory: presentation of the 
maximum accuracy of the transmitter) 

Response Time <250 ms 
Damping 
 

Via local display, handheld terminal or PC with the operating 
programme, continuous from 0 to 999 s 
Additionally, for HART: via DIP switch on the electronic insert, switch 
position "on" = value set in the 2 Sec As default 

Supply Voltage 11.5 to 45 V DC 
Residual Ripple 
 

No influence on 4 to 20 mA signal up to ±5% residual ripple within the 
permitted voltage range [according to 
HART hardware specification HCF_SPEC-54  
(DIN IEC 60381-1)] 

Influence of Power 
Supply 

< 0.0006% of URL/1 V 

Reference 
Accuracy 

±0.075% of the set Span 

Climate Class 
 

Class 4K4H (air temperature: –20 to 55 °C/–4 to +131 °F, relative 
humidity: 4 to 100%) satisfied as per 
DIN EN 60721-3-4 – Seal Capsuled electronics. 

Housing Die Cast Alu. Housing  
Diaphragm Material Ceramic Dry measuring cell, Capacitive measuring cell  
Display Operation 3 Key Push button for configuration without HART COMMUNICATOR. 

A 4-line liquid crystal display (LCD) is used for display and operation 
Long-Term Stability ±0.25% URL/year for 1 year, 5 year  
Turn Down 100:1 

 

1.13.4.3 Radar Level Transmitters 

They provide a non-contact type of level measurement in case of liquids in a metal tank. They 
make use of EM, i.e., electromagnetic waves usually in the microwave X-band range which is 
approximately 10 GHz. Hence, they can be also known as microwave level measurement 
devices. However, there are some differences between radar and microwave types. They are: 

i. Power levels in the case of radar systems are about 0.01 mW/cm2, whereas in the case of 
microwave systems, these levels range from 0.1 to 5 mW/cm2. 

ii. Microwaves can work at higher energy levels; hence, they are competent enough to endure 
extra coating as compared to radar level detectors. 
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A radar level detector includes: 

i. A transmitter with an inbuilt solid-state oscillator 
ii. A radar antenna 
iii. A receiver along with a signal processor and an operator interface 

The operation of all radar level detectors involves sending microwave beams emitted by a sensor 
to the surface of the liquid in a tank. The electromagnetic waves, after hitting the fluid's surface, 
return back to the sensor which is mounted at the top of the tank or vessel. The time taken by 
the signal to return, i.e., Time of Flight (TOF) is then determined to measure the level of fluid in 
the tank. The specifications of Radar Level Transmitter is given Table 13.19. 

Table 13.19: Radar Level Transmitter 

Radar – Microwave type 
level transmitter 

Service: Raw Water 
(Non-Contact Type) 

Transmitter 
Type Microwave level measurement 
Principle Pulse Time of Flight 
Output 4–20 mA HART Current 
Housing Die Cast Aluminium 
Electromagnetic 
compatibility 

Interference Immunity to EN 61326, Annex A (Industrial) and 
NAMUR 

Ingress protection IP65/IP 66/IP 67 
Accuracy ±3 mm 
Area classification Non-Hazardous 
Display 
 

4-line LCD Display. Menu guided operation. Display of 
Envelope Curve. 

Configuration Using the keypad on display 
Sensor 
Range Liquids 0 to 5 m and 0 to 10 m depending on Tank size 
Temperature range -40 °C ... +80 °C 
Max pressure 3 bar abs 
Materials Sensor: PVDF Seal: EPDM 
Antenna seal FKM Viton 
Process connection Threaded or universal flange dependent on model selection 
Degree of protection IP65 

 

1.13.5 Telemetry and SCADA Systems  

1.13.5.1 Manual Monitoring 

Normally, the managers of O&M of water utilities monitored levels in service reservoirs, 
pressures, and flows in a distribution system and on the operation of pumps such as hours of 
pumping and failure of pumps and monitored water quality by measuring residual chlorine. The 
manager usually used the telephone line or wireless like VSAT or GPRS/GSM unit to gather the 
data, used his discretion gained with experience, and took decisions to ensure that the system 
is operating with the required efficiency. Manual collection of data and analysis is an outdated 
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practice and may not be helpful in large undertakings if water utilities have to aim at enhanced 
customer service by improving water quality and service level with reduced costs. This is possible 
if the management acquires operational data at a very high cost.  

1.13.5.2 Telemetry 

The inspection, monitoring, and control of O&M of a water utility can be automated partially 
through telemetry. Telemetry enables regular monitoring of the above data on a real-time basis 
and the data is provided to anyone in the organisation who can review the data and make a 
decision. In a telemetry system, probes/sensors will be used which will sense and generate 
signals for the level, pressure, flow, and water quality like pH, turbidity, residual chlorines in a 
given unit, and transmit the signals by radio/by telephone, VSAT, GSM/GPRS. Normally, radio 
link is used and telephone line with the modem is used as spare communication. Microwave 
satellite or fibre-optic transmission systems are also used for data transmission. The water 
pumping stations may communicate via a cable buried with the pipe. However, there may be 
locations where the main power may not be available and, hence, solar panels with a battery 
charger are used to power the remote terminal unit (RTU) and the radio, VSAT, GSM/GPRS. In 
urban areas, RTUs can communicate on cell phones and or packed radio networks. For remote 
locations satellite technology is also available. 

 

i. Data for Collection by Telemetry 
The data includes levels in service reservoirs, pressures and flows in a distribution system, 
flows/quantity and water quality like pH, turbidity, residual chlorines of delivery into a service 
reservoir and data on the operation of pumps such as voltage, amperes, energy consumed, 
operating times and downtimes of pumps and chlorine residuals. In a telemetry system, up-to-
the-minute real-time information is gathered from a remote terminal unit located at the water 
treatment plant, reservoir, flowmeter, pumping station, etc., and transmitted to a central control 
station where the information is updated, displayed and stored manually or automatically. 

ii. Processing Data from Telemetry 
The meter readings from reservoirs are useful information for managing the distribution system 
and help in preventing overflow from reservoirs. However, the effectiveness of telemetry in 
pumping operations is dependent on the reliability of instrumentation for measuring flows, 
pressures, KWh meters, etc. Standard practice is to calculate pump efficiency and water audit 
calculations on a monthly basis. Telemetry can also be used to supervise a water hammer 
protection system wherein the pump failures are linked to initiate measures to prevent the 
occurrence of water hammer. 

1.14 SCADA Systems 

Instead of manual review of data collected by telemetry and initiating action manually, if telemetry 
is extended to include actions based on the data for remote control of pumps and other 
equipment, then such a system is known as supervisory control and data acquisition (SCADA). 
SCADA is a computer-aided system that collects, stores, and analyses the data on all aspects 
of O&M. It gives a better understanding of what is happening in terms of water quantity or water 
quality which is sourced and supplied. SCADA can do any activity like on/off any equipment or 
start /stop. 
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The operating personnel can retrieve the data and control their operations and sometimes the 
system itself is programmed to control the operations on the basis of the acquired data. SCADA 
enhances the efficiency of the O&M personnel who are better informed about the system and 
hence are in full control of the operations. Whether in a telemetry system or a SCADA system, 
up-to-the-minute real-time information is gathered from the remote terminal unit located at the 
water treatment plant, reservoir, flowmeter, pumping station, etc., and transmitted to a central 
control station where the information is updated, displayed, and stored manually or automatically. 
In a SCADA system, the information is linked to a supervisory system for local display, alarm 
annunciation, etc., which may be linked to remote control of pumping operations or operation of 
valves, etc. 

1.14.1 Data Collected in SCADA/Smart Metering System 

SCADA systems will have probes/sensors which will sense and generate signals for the level, 
pressure, and flow in a given unit, and transmit the signals for storage and analysis on the 
computer. The signals are transmitted by radio, by telephone, microwave satellite, or fibre-optic 
transmission systems. SCADA systems can include the network diagrams of the distribution 
system of which detailed sketches of a particular area can be viewed by the operator if necessary 
to observe the current operating data such as flow, pressure, level, or residual chlorine.  

SCADA systems in water distribution are programmed for the collection and processing of the 
following information. 

i. To monitor levels in service reservoirs, pressures and flows in a distribution system; 
ii. To monitor and store data on levels in SRs, or flows/quantity of delivered into SR or pressures 

of the distribution system and generate alarms for threshold values of levels, flows and 
pressures to initiate operation of valves and pumps; 

iii. To monitor and store data on the operation of pumps such as voltage, amperes, energy 
consumed, operating times and down times of pumps; 

iv. To measure and record chlorine residuals and generate alarms at thresh hold values of 
residual chlorine in the distribution systems. 

1.14.2 Analysis of Data from SCADA/Smart Metering 

SCADA systems can be designed to analyse the data and provide daily, weekly, monthly, and/or 
annual reports or schedules. It also helps in monitoring the inventories on spare parts and plan 
requirement of spares. Responses for different scenarios such as seasonal changes or any 
emergencies can be programmed into SCADA. The information stored in the SCADA can be 
easily retrieved and analysed. Typical information that could be generated in the system includes 
consumption patterns linked to the weather conditions, plots on pressures against flows, 
electrical energy consumption linked to consumer demands, record on system leaks, record on 
pump failures, areas with fewer chlorine residuals, etc. A typical SCADA system architecture and 
dashboard in shown in figure 13.21 & 13.22. 
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Figure 13.21: SCADA System Architecture 

 
Figure 13.202: SCADA System Dashboard 

1.14.3 Limitations of SCADA/Smart Metering/Communication 

Before installing a SCADA, the utility staff should visit facilities with SCADA and discuss with the 
utility managers and then decide the scope of SCADA to be provided in their utility. The objective 
of SCADA should be to make the job of operator easier, more efficient, and safer to make their 
facilities performance more reliable and cost-effective. There is no doubt that SCADA enables 
better capacity utilisation and help in improved service levels at low operating cost. SCADA 
designing calls for careful planning and requires a phased implementation, particularly 
dependent on appropriate training of utility staff and their willingness to adopt the new 
technology. 

The availability of power supply is very essential to the efficient functioning of the system. 
Wherever possible, the RTU for flowmeter or pressure sensor and water quality like pH, turbidity, 
residual chlorine is provided power from electricity mains via a battery that acts as a buffer in 
case of mains failure. There may be metering locations for flow and pressure sensors without 
any source of power close by. In such cases, solar power may be one alternative. Initially 
installations at such locations may operate well but they are always subject to poor after-sales 
service by vendors, vandalism, and theft. 

Ultimate improvement in the water supply distribution system cannot be achieved through the 
advanced application of technology like SCADA. The utility staff should have reached a 
reasonable level of managerial capabilities even with conventional methods of monitoring and 
control by adopting a holistic approach when the SCADA may further enhance their capabilities; 
SCADA by itself is not the answer for poor or inefficient management. 

1.15 Conclusion 

The present field measurement market, which caters to the water quantity and quality, is open 
and there are many new technologies available based on the requirement of the purchaser. If 
the right instrumentation for measurement and control like a water meter, flowmeter, etc., are 
selected and installed properly, the maintenance cost, manpower cost, etc., will get reduced 
drastically and accuracy also will be maintained.  

It is also pertinent to mention that there is no clear data available in the country regarding the 
quantity of water drawn or abstracted from the source or treated in a treatment plant or consumed 
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by consumers. As the precious water resources are getting scarce and depleted day by day, it 
is essential to adopt technologies for ensuring proper measurement, maintaining quality, and 
conservation. By adapting the necessary field instrumentation devices, water balance, NRW, 
etc., can be known and necessary steps may be taken for better management of water. The 
correct and accurate measurement of inputs and outputs need to be given due weightage and 
importance in all water utilities for effective and productive utilisation of precious potable water 
resources by way of water audit and energy audit.  

There is a need for judicious use and conservation of limited availability of water, hence it is 
important that a demand management programme is introduced in each ULB by expanding the 
consumer water metering programme. It is essential for every ULB/Water Board to have a 
metering policy similar to the example set by Chennai Metro Water and Sewerage Board. This 
water meter policy provides the objective, roles and responsibilities of all stakeholders and the 
technical standards for the water metering programme. The consumers are classified as 
domestic, partly commercial, commercial, industrial, institutional, and municipal bulk supply, 
based on the nature of water usage activity of the consumer. The policy should cover types of 
consumers for metering, selection of meter, its specification and installation guidelines, and in 
addition, should cover the tariff, billing and collection, and grievance redressal procedures related 
to metering. Further, the responsibilities of the ULB/Water Board and consumers regarding 
metering can be described. The consumer meters shall be owned by the Board and fixed rental 
charges to be levied on the consumers along with the water charges.  The rental charges shall 
be used for the specific purpose of routine and periodical maintenance of the meters and regular 
meter replacement programme by the ULB/Water Board. The day-to-day safety and upkeep of 
the meters shall be the responsibility of the consumer. If any wilful tampering or damage of the 
meters occurs other than natural wear and tear, the ULB/Water Board will undertake replacement 
of such defective meter and the cost of such exceptional repair or replacement of meter shall be 
recovered from the consumer with advance notice. Having a metering policy will also enable the 
ULB/Water Board to have back-to-back long-term warranty with various meter manufacturers. 

To make the ULB/Water Board sustainable, a tariff for water supply has to be fixed for each 
category of consumers for metered and unmetered premises. Preferably, the tariff has to be 
designed in such a way that a long-term tariff for water supply is fixed for different category of 
consumers based on volumetric tariff with lowest tariff for domestic, full cost recovery for 
commercial, industries and should include institutional, municipal bulk supply, and mobile water 
supply. 

In summary, the key objectives of the tariff and metering policy would be to  

a) promote water conservation by encouraging efficient water use; 
b) reduce non-revenue water (NRW) and increase cost recovery; 
c) ensure fairness and equity to all Consumers in charging for water services; 
d) achieve 100% of metering to all households including all high rise and commercial 

connections;  
e) set out roles and responsibilities of both ULB/Water Board and consumer in relation to the 

installation of metered connections, maintenance of the water meters.  

One of the key advantages of implementing a metering system to improve efficiencies of a 
ULB/Water Board is that it lends itself for a Public-Private Partnership (PPP) under the Hybrid 
Annuity Model (HAM) suggested under AMRUT 2.0 guideline where viability gap funding is 
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available. The HAM can be structured to a performance-based contract with partial funding by 
private concessionaire, wherein a long-term performance-based O&M can be structured 
comprising of fixed and variable payments linked to performance such as efficiency of redressal 
of customer complaints, meter reading, billing and distribution efficiency, response time to new 
water supply connections, and functioning of water meters.  
 

General specifications to be followed for water meters to sustain 24×7 water supply 
system: 

• In case of static meters, the water meters should be Ultrasonic or Electromagnetic with 
shelf life of atleast 10 years, the battery life of these should not be less than 10 years. 

• In case of mechanical multijet meters or mechanical multijet AMR, the minimum shelf life 
shall be of 5 years and the battery life should not be less than 5 years.  

• The suppliers shall be made responsible for O&M for 10 years in respect of static meters 
and 5 years in respect of mechanical meters including for repair and replacement of 
meters.  

• Water meters should have FCRI and OIML/MID certification and approval for legal 
metrology. Such certificate should be issued in the name of the manufacturer supplying 
the meters.  

• Water meter should be approved/certified by FCRI for ISO 4064-1 and ISO 4064-3 of 
2014.  

• Water meter should be IP68. In case of electro-magnetic and Ultrasonic meters it should 
be R 400 and above. In case of mechanical meters with smart communication AMR/AMI 
it can be R160 due to limitations.  

• Smart meters/ static meters should enable NB-IoT/LoRaWAN/Walkthrough/Drive through 
for data reading.  

• Water meter should provide one reading per day and should have internal memory to 
store meter reading for 90 days. 

• Performance tests related to influence factors and disturbances is mandatory for 
electromagnetic / ultrasonic static meters and all type of meter manufacturers need to 
provide conformity assessment with respect to quality assurance of production process 
with technical documentation and also type design approval with endurance certificate 
as conducted by FCRI for module approval program (MAP) is mandatory for long life 
product.   
 

If the ULB is proposing for smart water meters in water supply systems, the following standards 
(Table 13.20) shall be followed: 

Table 13.20 Applicable Standards for Water Meters and Flowmeters 

S.No. Standard/Reference Title/Description 
General 

1 BS: 7405:1991 confirmed 
year: 2017 

Selection and application of flowmeters for the 
measurement of fluid flow in closed conduits 

2 BS: 5792:1980 
Replaced by:  BS EN ISO 
20456:2019 

Specification for Electro Magnetic flowmeters 
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S.No. Standard/Reference Title/Description 
3 BS EN ISO: 6817:1997 

Replaced by: BS EN ISO 
20456:2019 

Measurement of conductive liquid flow in closed 
conduits – Method using Electromagnetic flowmeters 

4 ISO Recommendation:  R-
541: 1967(E) 
Replaced by: ISO 5167-
1:2003 

Measurement of fluid flow by means of orifice plates 
and nozzles 

5 ISO 9104:1991/ 
Revised by: ISO 20456:2017  
BS 7526: 1991 

Measurement of fluid flow in closed conduits — 
Method of evaluating the performance of 
electromagnetic flowmeters for liquids 

6 BS: 6199: 1991/ 
ISO 9368:1990 
Confirmed Year:1998 

Measurement of liquid flow in closed conduits by using 
weighing and volumetric methods 

7 IS: 4477 Part-2: 1975 
Reaffirmed Year: 2016 

Methods of measurement of fluid flow by means of 
Venturi meters: Part-2 Compressible Liquids 

8 IS 2951 Part I: 1965  
Reaffirmed Year: 2017 

Recommendations for estimation of flow of liquids in 
closed conduits  
Part I: Head loss in straight pipes due to frictional 
resistance   

9 IS 14615 Part I: 1999: 2018 Measurement of fluid flow by means of pressure 
differential devices — Part I: Orifice plates, nozzles 
and venturi tubes inserted in circular cross-section 
conduits running full 

10 IS 9115: 1979  
Reaffirmed Year: 2017 

Method for estimation of incompressible fluid flow in 
closed conduits by Bend meters 

11 IS 779: 1994 
Reaffirmed Year: 2015 

Water meters (Domestic type) – Specification (Sixth 
revision) 

12 IS 2373: 1981 
Reaffirmed Year: 2017 

Specifications for water meters (Bulk type) 
(Third revision) 

13 IS 6784: 1996 
Reaffirmed Year: 2017 

Methods for Performance Testing of Water Meters 

14 BS 5728 Measurement of flow of cold potable water in closed 
conduits 
Part I (1979): Specification for single meters  
Part II (1980): Specification for installation 
requirements for single meters 
Part III (1997): Methods for determining principal 
characteristics of single meters 

15 ISO: 4064:2014 
Confirmed Year: 2019 

Water meters for cold potable water and hot water  
Part-1: Metrological and technical requirements 
Part-2: Test methods and equipment  
Part-5: Installation requirements 

16 AWWA Manual 6 Water Meters – Selection, Installation, Testing and 
Maintenance 

17 IS 17482:2020 Drinking Water Supply Management System — 
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S.No. Standard/Reference Title/Description 
Requirements for Piped Drinking Water Supply 
Service 

Closed Pipe Flow Measurements 
1 ISO 1088: 2007 

Confirmed Year: 2020 
Velocity-area methods using current-meters — 
Collection and processing of data for determination of 
uncertainties in flow measurement 

2 ISO 3354: 2008 
Confirmed Year:  2017 

Velocity-area method using current-meters in full 
conduits and under regular flow conditions 

3 ISO 4006: 1991 
Confirmed Year:  2019 

Measurement of fluid flow in closed conduits — 
Vocabulary and symbols 

4 ISO 4064-1: 2005 
Replaced by:  
ISO 4064-1:2014 

Measurement of water flow in fully charged closed 
conduits — Meters for cold potable water and hot 
water — Part 1: Specifications 

5 ISO 4064-2: 2014 
Confirmed Year: 2019 

Water meters for cold potable water and hot water — 
Part 2: Test methods 

6 ISO 4064-5: 2014 
Confirmed Year: 2019 

Water meters for cold potable water and hot water — 
Part 5: Installation requirements 

7 ISO 4185: 1980 
Confirmed Year: 2019 

Measurement of liquid flow in closed conduits — 
Weighing method 

8 ISO 5167-1: 2003 
Confirmed Year: 2014 
Status: Current 

Flow Measurement via Differential Pressure Methods: 
General 

9 ISO 5167-2: 2003 
Confirmed Year: 2014 

Flow Measurement via Differential Pressure Methods: 
Orifices 

10 ISO 5167-3: 2003 
Confirmed Year: 2014 

Flow Measurement via Differential Pressure Methods: 
Nozzles 

11 ISO 5167-4: 2003 
Confirmed Year: 2014 

Flow Measurement via Differential Pressure Methods: 
Venturis 

12 ISO 5168: 2005 
Reaffirmed 2015 

Measurement of fluid flow — Procedures for the 
evaluation of uncertainties 

13 ISO 6416: 2004 
Revised by  
ISO 6416:2017 

Measurement of discharge by ultrasonic (acoustic) 
method 

14 ISO/TR 9464: 2008 
Confirmed Year: 2019 

Guidelines for the use of ISO 5167 

15 ISO 6817: 1992 
Replaced by:  
ISO 20456:2017 

Closed Pipe Flow Measurements: Electromagnetic 
Flowmeters 

16 ISO 8316: 1987 
Confirmed Year: 2019 

Flow Measurement by Volumetric Tank Collection 
Method 

17 ISO 9104: 1991 
Replaced by:  
ISO 20456:2017  

Methods of evaluating the performance of 
electromagnetic flowmeters for liquids 
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S.No. Standard/Reference Title/Description 
18 ISO/TR 9824: 2007 Measurement of Free Surface Flow in Closed 

Conduits 
19 ISO 11631: 1998 

Confirmed Year: 2014 
Methods for Specifying Flowmeter Performance  

20 ISO/NP 12242: 2012 Measurement of fluid flow in closed conduits — 
Ultrasonic transit time meters for liquid 

21 ISO 13359: 1998 
Replaced by:  
ISO 20456:2017 

Flanged Electromagnetic Flowmeters: Overall length 

22 ISO/TS 25377: 2007 
Confirmed Year: 2013  

Hydrometric Uncertainty Guidance (HUG) 
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        AUTOMATION OF WATER SUPPLY SYSTEMS 

1.16 Introduction 

Water supply is a basic necessity for people; the gap between demand and supply is growing 
day by day. This imposes the need to practise optimum utilisation of water through the use of 
information technology at source, treatment, transmission, and distribution till it reaches the 
consumer’s end. This implies continuous supervision of the water supply process in order to 
allow any problem that could appear to be isolated, analysed, and resolved, and at the same 
time, to maintain normal functioning parameters to the best possible level. Proper solutions imply 
effective point/stage wise monitoring with automation architectures including a supervision and 
control system for the real time sensing of various parameters, programmable logic controllers-
based control system with basic functions (communication, adjusting, measuring, etc.) libraries, 
communication systems, standard interfaces or dedicated ones connected with sensors, 
electrical drive elements, measuring devices, etc.  

The informatics systems present the possibility of monitoring, analysing and processing the data, 
leading to an optimum functioning of the stage as well as the entire water supply system. This 
chapter presents a philosophy of automation system for the monitoring, control, and predictive 
analysis of the process parameters in the water supply system for efficient energy usage, 
reduction of water losses and optimum administration of the water supply system. 

1.17 Purpose and Objective 

Application of new technology and ‘smart (real-time process parameter measurement)’ devices 
is well-established in all type of works for sustainable services, including water supply networks. 
Remote and online monitoring is one of the easiest ways to control flow and pressure among 
other water-related process parameters in water supply networks. In order to reduce losses in 
the network, online monitoring and controlling is more than a necessity. Water loss reduction is 
one of the biggest challenges today in the water supply system.  

The automatic and electronic devices will help monitor and control leakages in the water supply 
systems. The application of these new technologies in water supply system eliminates not only 
water wastage but also provides continuous water flow at predetermined pressure range. The 
methodology involves automation with minimum human intervention leading to effective and 
efficient network distribution, cost effectiveness and maintaining safe drinking water quality 
parameters.  

The sensor-based monitoring is not only to monitor key performance indicators viz., flow, 
pressure, leaks, residual chlorine, etc., but also to ensure early detection of faults/deviations from 
set routines, enable quick response, minimise service delivery outage, minimise water loss, 
optimise efficiency, and monitor the quantity and quality on sustainable basis. The additional 
advantage of this data would be to analyse the demand pattern of the user groups over time and 
use this information for demand management at appropriate level, minimise non-revenue water, 
ensure proper management and effective operation, and maintenance of water supply systems 
in the ULBs. 
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A combination of sensors, automation systems, and a cloud-based Internet of Things (IoT) 
system will be the most appropriate to provide a comprehensive and robust smart online water 
management system. 

1.18 Instruments and Control Systems 

Instrumentation and control refer to the analysis, measurement, and control of process variables 
using process control instruments and software tools through an automatic control system. Some 
of the more common process variables measured in a water distribution system includes flow, 
pressure, level, chemical dosage, water quality, energy, and temperature. Instrumentation 
should be selected, installed, commissioned, and maintained properly ensuring the data that it 
can give is invaluable to the water management authority/body.  

The control system may be manual or automatic or a combination thereof. Regardless, the 
system should be designed to promote energy efficiency, conserve water, and reduce waste 
while meeting the treated water quality standards and demands under all anticipated conditions.  

14.3.1 Methods of Control 

The key characteristic of control is to interfere, to influence, or to modify the process. This control 
function or the interference to the process is introduced by an organisation of parts (including 
operators in manual control) that, when connected together, is called the control system. 
Depending on whether a human body (the operator) is physically involved in the control system, 
they are divided into manual control and automatic control (SCADA). Due to its efficiency, 
accuracy, and reliability, automatic control is widely used.  

i. Manual 
Manual Control system is an open loop control system. This type of system needs an external 
effort to adjust and correct the errors. Manual control system is less reliable. Manual controls are 
applicable when judgment and discretion are required. Additional risks arise with the use of 
manual controls as they can be more easily overridden, susceptible to human error, and are 
inherently less consistent than automated controls. 

ii. SCADA 
Supervisory control and data acquisition or SCADA is a type of process control system 
architecture that uses computers, networked data communications, and graphical human-
machine interfaces (HMIs) to enable a high-level process supervisory management and control. 

SCADA is a collection of hardware and software components. Plant floor devices such as pumps, 
valves, and transmitters transfer real-time data to processors such as remote terminal units 
(RTUs) or programmable logic controllers (PLCs). That data is then disseminated to various 
devices within the network such as HMI terminals, servers, and computers. Images of these 
processes are presented to operators for various types of interaction.  

Generally, SCADA is done by relying on simple indicators such as lamps, analogue meters, or 
alarms. Along with the development of computer technology, the computer becomes an 
important component used in designing SCADA. However, an IoT system is more suitable for 
web-based monitoring and control for several reasons. These reasons are elaborated in the next 
sections. 

https://www.electrical4u.com/control-system-closed-loop-open-loop-control-system/
https://realpars.com/rtu/
https://realpars.com/plc-hardware/
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In SCADA system, HMI is used as a display of connecting SCADA system between man and 
machine. HMI displays data to the operator and provides the input medium used to control the 
process by the operator. Without using HMI, the process of supervision and control will be more 
difficult and require more time. 

The hardware components consist of pumps and motors, valves, switches, and transmitters. 
These components will communicate with a processor which, in turn, will allow the components 
to be viewed, graphically, on the SCADA system. 

1.19 Internet of Things (IoT) System 

Huge advancements in computing, storage, networking, and sensor technologies over the last 
decade or so has given rise to IoT.  

At high level, IoT is a network of interrelated intelligent devices, computers, machines, and 
objects that are capable of transferring data without requiring human-to-human or human-to-
computer interaction. The application of IoT in water distribution refers more specifically to 
interconnected control systems, sensors, instruments, industrial assets, computers, and people. 
IoT enables intelligent operations using advanced data analytics, resulting in transformational 
business outcomes. The scale and span of IoT can be massive, easily resulting in deployments 
reaching into the thousands, if not tens of thousands of individual endpoints. When properly 
utilised and optimised, it can be one of the largest enablers for smart systems. 

1.19.1 IoT Architecture 

As depicted in Figure 14.1, there are three tiers in an IoT system – Edge, Platform and Enterprise 
Application.  

 

Figure 14.1: Industrial Internet Reference Architecture 
Source: https://medium.com/@wiprodigital 
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1.19.1.1 Edge tier 

Consists of IoT devices and the IoT gateway. The architectural characteristics of this tier, 
including its breadth of distribution and location, depend on the specific use cases of the 
enterprise. It is common for IoT devices to communicate using a relatively short range and 
specialised proximity network, due to power and processing limitations. The IoT gateway 
contains a data store for IoT device data, one or more services to analyse data streaming from 
the IoT devices or from the data store, and control applications. The IoT gateway provides 
endpoints for device connectivity, facilitating bidirectional communication with the enterprise 
systems. It also implements edge intelligence with different levels of processing capabilities. 

 
1.19.1.2 Platform tier 

This typically resides in cloud or some sort of internet/intranet and uses web server or similar 
infrastructure. It provides foundational services to Edge tier and Enterprise tier. Some services 
provided by platform are data processing and storage, stream analytics engine, alarm and alerts 
module, AI/ML engine, among others. 

1.19.1.3 Enterprise/Application tier  

This tier resides on top of the platform and shares platform services and data storage. It has the 
application for a specific requirement, e.g. CMS. It provides user interface and application 
specific analytics, dashboards, reports. It runs real-time analytics on the data and gives 
actionable alerts to users. Industrial control systems like SCADA and DCS are suitable for time-
critical (microseconds latency) primary control of a process. In water distribution domain, WTP 
is an example of such a process. For other components like pumping station, ESR, FCV, time-
critical control is not required. Control logic of such components may be based on data from 
other parts of the network in addition to the component being controlled. Thus, an IoT system 
where data from all parts of network is processed is suitable for non-time-critical control. 

In short, IoT working on top of automation systems and integrated with technologies like AI/ML 
is an ideal digital platform for distributed water management system. To ensure every drop of 
water gets meaningfully utilised, India must embark on the journey to digitalise water distribution. 
The beginning of the transition to a centrally monitored water supply distribution and 
management system is the most important. It involves: 

a. the monitoring and control requirements of the existing system; 
b. understanding how available instruments/technology along with control systems can be 

used to achieve a real-time monitoring and control; 
c. understanding the upgradations that needed in the existing water supply system; and 
d. working on a cost-effective final solution for the utility. 
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1.20 Automation at Various Components of Water Supply System 

 
Figure 14.2: Typical water supply scheme 

A typical water supply scheme is shown in Figure 14.2. The following components of a water 
supply system can be considered for the purpose of automation, real-time monitoring, and 
centralised control. 

1) Water pumping systems 
2) Water treatment plants (WTPs) 
3) ESR/MBR/GSR 
4) Key points in Distribution System 

SCADA is suitable for the control of a plant (e.g., WTP, ESR, etc.) but not for distribution systems. 
IoT platform with a water distribution application is more suitable compared to SCADA. In a 
distribution system each device, each node, and each facility needs to be stitched together, and 
these will be very large numbers.  

1.20.1 Water Pumping Systems 

As shown in Figure 14.2, pumping is generally required from source to WTP and again from 
WTP to clear water master balancing reservoir (MBR). 

The water pumping systems can and need to be monitored for the parameter such as water 
level, pressure, incoming and outgoing flow, energy consumed by the pumping systems, water 
quality parameters, among others. 

Monitoring and Control using SCADA 

(i) Monitoring: Monitoring location and parameters are shown in Table 14.1. 
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Table 14.1: Monitoring location and parameters 

Location Parameter Method Per 
River Source Level Ultrasonic/Radar 

Level Sensor  
Take Off Point  

Pump House Level Ultrasonic/Radar 
Level Sensor 

Underground Reservoir 

Flow Electromagnetic 
Flowmeter 

Individual Delivery of the 
Pump  

Flow Electromagnetic 
Flowmeter 

Common Header from 
the Pump House  

Energy Electronic Energy 
Meter 

Common LT/HT Line to 
the Pump House 

Energy Electronic Energy 
Meter 

LT/HT Line feeding the 
individual Pumps at 
Pump House  

 

(ii) Control: Control location and parameters are shown in Table 14.2. 

Table 14.2: Control location and parameters 

Location Parameter Method Per 
River Source Flow  Electric Actuated 

Gate/Valves 
Off Take Point  

Pump House Priming System Electric Actuated 
Valves/Solenoid 
valves 

Pump at Inlet line 

Flow Electric Actuated 
Gate/Valves 
 

Individual Delivery of the 
Pump  

Flow Electric Actuated 
Gate/Valves 

Common Header from the 
Pump House  

‘Per’: suggests the location of installation,  
All parameters must be available as 4–20 mA inputs to the monitoring and control system in real 
time for proper management of system. 
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1.20.2 Water Treatment Plants (WTP) 

All water supply system will involve raw water being picked up from a source (river/check 
dam/canal, etc.). The source is generally a distance away from the town or the city which is being 
fed by the water supply system. C&I scheme for a WTP is shown in figure 14.3. 

Figure 14.3: C&I scheme for WTP 

The following table provides a list of parameters that can be considered for the purpose of real 
time and SCADA base monitoring. 

Monitoring: The parameters to be monitored at each stage shall be considered as shown in 
Table 14.3. 

Table 14.3: Monitoring location and parameters in WTP 

Location Parameter Method Per 
Aerator Flow Electromagnetic 

Flowmeter 
Aerator Inlet 

Flash Mixer 
 

Water Quality: pH 
and Turbidity 

Online Sensors Per Flash Mixer 

Alum/PAC Dosing  
 

Flowmeter of 
Alum/PAC 

Electromagnetic 
Flowmeter 

Per Dosing Pump 

Clarifier 
 

Water Quality: pH 
and Turbidity 

Online Sensors Per Clarifier Outlet 

Filter Beds 
 

Level Ultrasonic Level 
Sensor 

Filter Bed (multiple in 
case of multiple outlets 
in filter bed) 
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Location Parameter Method Per 
Pressure  Differential 

Pressure Sensor 
Filter Bed 

Back Wash System 
 

Level Ultrasonic Level 
Sensor 

ESR  

Pressure  Pressure 
Transmitter 

At inlet line to the Filter 
Bed 

Backwash Water 
Recirculation System 
 

Level Ultrasonic Level 
Sensor 

Recirculation Sump 

Pressure  Pressure 
Transmitter 

At outlet line from the 
pumping system 

Flow  Electromagnetic 
Flowmeter 

At inlet to the 
recirculation 
sump/recirculation line 
to the pre-clarifier stage 

Chlorine Dosing 
System 
 

Residual Chlorine  Online Sensors Per Pure Water UGR  

Pure Water Pumping 
System 

Pressure  Pressure 
Transmitter 

At outlet line from the 
pumping system 

Level Ultrasonic Level 
Sensor 

Sump 

Flow  Electromagnetic 
Flowmeter 

At outlet line from the 
pumping system 

 

(ii) Control: The parameters to be controlled at each stage are shown in Table 14.4. 

Table 14.4: Control location and parameters in WTP 
Location Parameter Method Per 

Aerator  PLC based flow 
monitoring local 
panel 

 

Flash Mixer 
 

Mixer Operations PLC controlled local 
panel 

Per Flash Mixer 

Alum/PAC Dosing  
 

Flow of Alum/ PAC PLC controlled local 
panel operating 
Dosing Pump 

Per Dosing Pump 

Clarifier 
 

Clarifier Operations PLC controlled local 
panel 

Per Clarifier  

Filter Beds 
 

Filter Bed 
Operations of 
Regular, Backwash 
and Drain Modes 

PLC controlled local 
panel 

Filter Bed 
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Location Parameter Method Per 
Flow Electric Actuated 

Gate/Valves 
 

Individual 
Inlet/Outlet/Backwash 
and Drain of the Filter 
Bed 

Back Wash System 
 

Priming System Electric Actuated 
Valves/Solenoid 
valves 
 

Pump at Inlet line 

Flow Electric Actuated 
Gate/Valves 
 

Individual Delivery of the 
Pump  

Pressure  Pressure 
Transmitter 

At outlet line from the 
pumping system 

Flow  Electromagnetic 
Flowmeter 

At inlet to the 
recirculation 
sump/recirculation line 
to the pre-clarifier stage 

Chlorine Dosing 
System 
 

Residual Chlorine  Online Sensors Per Pure Water UGR  

Pure Water Pumping 
System 

Pressure  Pressure 
Transmitter 

At outlet line from the 
pumping system 

Level Ultrasonic Level 
Sensor 

Sump 

Flow  Electromagnetic 
Flowmeter 

At outlet line from the 
pumping system 

 

1.20.3 ESR/MBR/GSR 

The ESR/MBR/GSR systems need to be monitored for the parameters such as water level, 
pressure, incoming and outgoing flow, water quality parameters among others. A typical inlet 
and outlet arrangement at service reservoir is shown in Figure 14.4. This arrangement is only for 
a sump/clear water reservoir pumping water to the ESR. However, for a gravity/pumping main 
supplying water to multi-ESRs, the pressure gauge as shown in Figure 14.4 will be replaced by 
a pressure transmitter which will be connected to RTU. In addition to this, the on/off 
sluice/butterfly valve shall be replaced by the dual solenoid FCV. 
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Figure 14.4: Typical inlet and outlet arrangement at service reservoir 

Typical FCV is shown in Figure 14.5. FCVs are used to rationalise (less quantity in non-peak 
hours and more quantity at peak hours) distribution of water from ESRs to DMAs. Normally, with 
hydraulic model, the design of pipelines is so made that the DMAs can get water as per their 
demand. However, the tank practically gets empty (on sloppy side) when the flow starts. But with 
FCV, the flow can be regulated in such a way that the water will flow as per the actual demand 
in the DMA and there will be backward pressure available which will help to maintain water level 
in the service tank. 

During pipe breakages or burst in the DMA, the FCV at the entry of DMA can close the flow. 
Here, the pressure transmitter shall send the signal and accordingly, the PLC shall control the 
FCV through its solenoids. 
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Figure 14.5: Typical FCV with solenoids, RTU, pressure transmitters and flowmeter. 

In order to maintain the nodal pressure of 21 m, if VFD pump is installed on the outlet of the ESR, 
then FCV may not be necessary. 

Monitoring and Control by IoT System 

Monitoring: The parameters to be monitored are shown in Table 14.5. 

Table 14.5: Monitoring location and parameters in ESR/ UGR/ pump house 

Location Parameter Method Per 
Elevated Service 
Reservoir  

Level Ultrasonic/Radar 
Level Sensor  

Reservoir 

Pump House Level Ultrasonic/Radar 
Level Sensor 

Underground Reservoir 

Flow Electromagnetic 
Flowmeter 

Individual Delivery of the 
Pump  

Pressure  Pressure 
Transmitter 

Individual Delivery of the 
Pump  

Flow Electromagnetic 
Flowmeter 

Common Header from 
the Pump House  

Pressure  Pressure 
Transmitter 

Common Delivery of the 
Pumps 

Energy Electronic Energy 
Meter 

Common LT/HT Line to 
the Pump House 

Energy Electronic Energy 
Meter 

LT/HT Line feeding the 
individual Pumps at 
Pump House  
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Control: The parameters to be controlled are shown in Table 14.6. 
 

Table 14.6: Monitoring location and parameters in ESR/ UGR/ pump house 

Location Parameter Method Per 
    
ES Reservoir/UG 
Reservoir 

Flow  Electric Actuated 
Gate/Valves 
 

Inlet, Bypass and Outlet  

Pump House Priming System Electric Actuated 
Valves/Solenoid 
valves 
 

Pump at Inlet line 

Flow Electric Actuated 
Gate/Valves 

Individual Delivery of the 
Pump  

Flow Electric Actuated 
Gate/Valves 
 

Common Header from the 
Pump House  

‘Per’: suggests the location of installation,  
All parameters must be available as 4–20mA inputs to the monitoring and control system in real 
time for proper management of system. 

1.20.4 Key points in Distribution System 

In addition to the above systems/subsystems, every water supply distribution system has some 
key notes where it is important to measure various parameters such as pressure, flow, water 
quality to ascertain that the water supply system is working within normal and allowed limits. 
Such key locations are at the entry of each DMA and the strategic spots such as highest and 
lowest ground elevations and farthest node in the operational zones. It becomes key to be able 
to get these feedbacks from predefined locations as they are litmus test for the proper functioning 
of the overall system. 

Over a period of time, these key points may lose/gain importance for parameter measurement 
in the overall water supply system.  

In addition to the pre identified key points as the water supply system expands and evolves over 
time, there may be a requirement to add or reduce key points in the water distribution set up. 

The following sections deal with a broad outlook on the requirement of parameter monitoring in 
the various subsystems and gives an insight into what may be considered by the various 
utilities/boards of corporations for incorporation in their individual water supply system.  
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Monitoring: The parameters to be monitored are shown in Table 14.7. 

Table 14.7: Monitoring location and parameters 

Location Parameter Method Per 
Entry of DMA Flow, 

pressure 
Ultrasonic/Electromagnetic 
Flowmeter and Pressure 
Transmitter 

Inlet 

Strategic points such 
as highest and lowest 
elevations and farthest 
node in operational 
zone 

Pressure  Pressure Transmitter  As per the 
topography 

Strategic Points Water 
Quality 
Parameters 

Water Quality Analyser As per the criteria 
given in Chapter 8 of 
the Part B manual 

 

Control: The parameters to be controlled are shown in Table 14.8. 

Table 14.8: Controlling parameters 

Location Parameter Method Per 
Entry point of DMA 
and sub-DMA  

Flow Electric Actuated 
Gate/Valves 

Key Point 

‘Per’: suggests the location of installation 
All parameters must be available as 4–20mA inputs to the monitoring and control system in real 
time for proper management of system. 

The control systems and all the above subsystems would comprise of PLC/RTU-based control 
panels with accessories and relevant switchgear as per the system requirement that can be 
programmed to operate the control systems in a pre-programmed fashion. In addition, as 
required and as per site conditions, the PLC/RTU panels will have the capability to provide 
localised communication on technologies such as OFC, ethernet, wireless CAN, and on wireless 
technologies like GPRS, satellite communication, LoRaWAN, etc.  

The control and monitoring elements should further be enabled to communicate the status of 
their individual locations to an IoT based centralised monitoring and control centre (CMS) that 
enables the water supply system to be monitored from one single location for the entire 
state/city/town. 

Controls and instrumentation should be planned as per the projected requirement viz., 
appropriate plant size, complexity, and number of staff and their skills for each plant. To achieve 
this, the designer should develop a control philosophy that will enable the plant staff to effectively 
monitor and control the plant and major equipment, the water supply system. 

1.21 SCADA and IoT Comparison in Water Distribution Systems 

Main characteristics of a water distribution system are: 
1. large areas coverage with seamless and very low-cost connectivity; 
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2. large data crunching;  
3. real-time monitoring and data analytics;  
4. historical data context; 
5. making data available to other systems. 

Table 14.9: Comparison of SCADA and IoT 

SN IoT/Digital Platform SCADA 

1.  Designed for web-based monitoring of 
multiple devices/processes 

Designed for primary control of a process 

2.  A web-based system suitable for cloud 
deployment 

A standalone system with web interface 

3.  ISA-95 level 3 system. Can connect to 
SCADA for data collection 

ISA-95 level 2 system 

4.  Main focus is various value-added 
features using collected data. Has 
capability of control functions like 
start/stop pump or open/close valve, etc. 
Latency is in seconds/minutes depending 
on network latency 

Main focus is operations and real-time 
control. Time-critical controls with 
milliseconds latency are possible 

5.  Multi-user system with different user 
roles and elaborate access right 
allocation  

Multi-user system. Access rights 
allocation is limited 

6.  Used by all user levels up to 
management 

Mainly used by plant operators, 
engineers and supervisors 

7.  Core features are dashboards, reports 
and analytics on data collected directly 
from plant/process. Also, notifications to 
users for real-time actions 

Core features are monitoring and control 
of plant/process 

8.  Can be integrated with other enterprise 
systems like billing system, GIS  

Difficult to integrate with enterprise 
systems 

 

1.22 District Metering Areas (DMA) or Sub-DMA Monitoring and Control 

A District Metered Area (DMA) is a subzone within operational zone of a water distribution 
network that can be hydraulically isolated and for which water consumption is measured using 
water meters. Bulk flowmeters are installed at the entry points of the DMAs, and all user 
connections are properly metered for recording the consumption.  

The main purpose of DMA is to identify and prioritise leak identification and repair programme 
by computing NRW values. Another important purpose of DMA is to rationally distribute the 
water according to the needs with equal pressure. A typical hydraulically discrete single DMA 
is shown in Figure 14.6. 
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Figure 14.6: Typical hydraulically discrete single DMA 

The isolation valve, meter, and the flow control valve (FCV), at the entry point of the DMA, should 
be connected to the SCADA/IoT. 

1.22.1 Criteria for DMA 

• Size of DMA (e.g. number of connections – generally between 500 and 3000 in plain 
areas)  

• Number of valves that must be closed to isolate the DMA  
• Number of flowmeters to measure inflows and outflows (the fewer meters required, the 

lower the establishment costs)  
• Ground-level variations and, thus, pressures within the DMA (the flatter the area the more 

stable the pressures and the easier to establish pressure controls)  
• Easily visible topographic features that can serve as boundaries for the DMA, such as 

rivers, drainage channels, railroads, highways, etc. 

To divide a large open system into a series of DMAs, it is essential to close valves to isolate a 
certain area and install flowmeters. This process can affect the system’s pressures, both within 
that particular DMA as well as its surrounding areas. The water utility, therefore, must ensure 
that the water supply to all customers is not compromised in terms of pressure and supply hours. 
The following aspects of the DMA are to be recorded and maintained by the engineer at site for 
effective management of water supply. 

Table 14.10: Aspects of the DMA are to be recorded and maintained 

S. No Description Remarks 
1 Area of a DMA   
2 Source of water   
3 Point of inlets and outlets   
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S. No Description Remarks 
4 Total length of pipeline network as diameter-wise   
5 Age of pipeline network   
6 Total number of HSCs   
7 Total number of bulk connections   
8 Base line leakage levels   
9 Number of valves and its location   

10 
Valves to be operated to deliver water for the entire 
DMA   

11 Supply hours and supply zones   
12 Low pressure region of the DMA   
13 Population of the DMA   

1.22.2 Boundary demarcation (Natural and artificial)  

Using a calibrated hydraulic network model of the supply system to simulate possible DMA 
designs will enable analyses of system pressures and flows without affecting supply to 
customers. However, many water utilities/municipalities/water boards do not have existing 
calibrated hydraulic network models. The boundary demarcation shall factor in railway 
crossings/Nallah/river/NHAI crossings such that the DMA does not extend along these features. 
Also, the terrain within the DMA shall not be too much undulating. The most important factor 
governing the DMA demarcation is to ensure that the ELSR/OHT is located at a significantly 
higher elevation within the DMA.  

1.22.3 DMA Isolation 

DMAs in network areas should be easily isolated, i.e. areas with a separate supply zone. In 
establishing a DMA, the water utility should limit the number of inflows, which also helps to reduce 
the cost of flowmeter installation. To achieve this, it is necessary to close one or more boundary 
valves, which must remain shut permanently to ensure that any flow data accurately represents 
the total inflow for the DMA. Understanding district meter areas utility managers will ensure that 
all pipes into and out of the DMA are either closed or metered by performing an isolation test as 
follows:  
1. Close all metered inlets.  
2. Check whether the water pressure within the DMA drops to zero, since no water should now 

be able to enter the area.  
If the pressure does not drop to zero, then it is likely that another pipe is allowing water into the 
area and therefore needs to be addressed.  

Once the DMA has been established, it becomes an operational tool for monitoring and 
managing both of the major components of NRW, physical and commercial losses. The 
calculation for NRW within a DMA is defined as follows: 

DMA NRW = Total DMA Inflow - Total DMA Consumption 

After flowmeters are installed on all inlets to the DMA, the Total DMA Inflow can be measured 
using the increase in the totaliser, or the meter counter measuring the volume of water passing 
through the meter, for the calculation period. The total DMA consumption will depend on the 
customer meter coverage. If the DMA has a 100% domestic meter coverage, meaning all 
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customers within the DMA have a meter, then the total DMA consumption can be calculated 
through a simple summation of all meter measurements for the calculation period. 

The RTU Panel shall be installed with GSM-GPRS-LTE-NB LTE unit to transfer the field process 
and non-process parameters to the cloud server or centralised monitoring and control centre or 
web/mobile-based information retrieval system. Process parameters include: 

• Real time – Upstream – Downstream – Pressure 
• Real time – Flow rate 
• Real time – Flow quantity 
• Real time – Pressure – Flow control – Open/Close 
• Real time – Pressure – Flow – Proportional control 

1.22.4 Monitoring DMA inflows and pressures is used for calculation of: 

• System input volume (SIV). 
• Minimum night flow (MNF). 
• Supply pressure at inlet point and at critical and average pressure point of the DMA. 
• Online bottom-up water balance including leakage, water demand estimation. 
• Detection of bursts events.  
• Water loss performance Indicators: including leakage per service connections/per length 

of pipes, and the infrastructure leakage index (ILI).  

1.22.5 DMA Operation may be controlled for: 

• Setting supply pressure at DMA inlet point. 
• Controlling isolating valves to control supply in case of failure or shortage or to manage 

supply for sub-DMAs in case of intermittent supply. 
This information is used to score DMAs based on their situation, set targets, and prioritise 
activities. A typical District Metered Area schematic diagram is shown in Figure 14.7. 

Pressure Control 

Pressure reduction is highly efficient in reducing and controlling leakage. Pressure is usually 
modulated by installation of pressure reducing valve (PRV) at the DM inlet chamber to control 
the downstream pressure. 

Three PRV control types are enabled: 

1. Fixed pressure control: PRV is set to control one fixed downstream pressure. 
2. Two-point control: PRV set point changes between day and night time. 
3. Dynamic pressure control: Downstream pressure is controlled according to flow, time or 

pressure at remote point, typically the DMA critical point. 
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Figure 14.7: District Metered Area schematic diagram 

1.23 Monitoring of NRW in 24×7 Water Supply System at DMA Level 

1.23.1 Monitoring of NRW at DMA level and communication technologies (IoT) 

The purpose of DMA formation is to monitor the water supply into DMA and measure the 
consumption of water at household level to monitor and control NRW in a gradual manner as 
explained in Chapter 2 of Planning, Investigations, Design, and Implementation of Part A Manual. 
This will also facilitate to conduct regular water audit and take measures to bring down the NRW 
to the desired level. In order to monitor the NRW at DMA level, the prerequisite is to provide 
flowmeter at the entry of DMA and 100% House service connections with water meters and 
proper communication technologies. The frequency of monitoring of NRW and accuracy 
depends on the type of water meters and communication technologies adopted in the 24×7 water 
supply distribution system at DMA level.  

The different water meters with communication technologies for water meter data transmission 
to the servers to assess the NRW audit are discussed as under with merits and demerits.  

1.23.1.1 Consumer Meter and Data collection  

The specifications of the bulk and consumer metering determine the framework of meter reading 
methodology. There are four types of meter data transfer to collect and analyse the supply and 
consumption of water.  

• MultiJet non-AMR meters  
• AMR compatible meters  
• AMR meters  
• Smart water meters – electromagnetic and ultrasonic types  

Meter Reading and Management requirements  
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• During DMA study, readings from all consumer water meters of selected DMA consumers 
are to be recorded in accordance with requirements.  

• Develop a monitoring programme of random spot-checks to ensure the accuracy of the 
meters and the meter reading process to be carried out by the ULB. 

• Develop and implement a plan which would ensure  
o All consumer meters are in working condition 
o All consumer meters are accurate,  
o All consumer meters are read,  
o All consumer meters are in suitable and easily approachable locations,  
o Problems related to unprotected and unsealed consumer meters are resolved,  

• Develop and implement a programme to estimate consumption in circumstances where 
metering problems exist and provide advice as to methods to improve the meter reading 
process to ensure greater accuracy. 

• Identify consumer meters which have not been read. 

1.23.2 Type of Smart Meters available with Communication Technologies 

There are various types of water meters that are being used in WS&D projects. They are 
classified based in principle of operation namely: 

• Mechanical type Water Meter – Single Jet, MultiJet  
This type of water meter works on the principle of turbine rotation with respect to flow of water 
through the water meter. When the water passes through the flow tube, a small turbine inside 
the water meter rotates and magnetic pulse will be generated from the magnetic pickup 
installed in the turbine. The name single jet or MultiJet is based on the number of water jet 
inside the flow tube. In a single jet meter, water will hit the turbine in single nozzle or jet, 
whereas in MultiJet, the water will divide multiple jets and hit the turbine. MultiJet meters are 
more accurate and long-term use compared to single jet meters. These meters will not have 
any facility to communicate. 

• MultiJet Manual/Non-AMR Water Meter 
These water meters will record the reading of volume (m3) in the form of mechanical registers 
or electronic registers. These meters will not have any facility to communicate. Hence, the 
meter reader has to go personally to the meter location, open, read, and enter the reading 
manually in the reading register (paper or electronically). This is mainly for mechanical 
meters which do not have the remote reading facilities.  

• MultiJet AMR Compatible Water Meter 
These water meters are like manual water meters except with an additional provision of 
external communication provision. These meters can have the facility of pulse output or serial 
output, which can be sensed by an external device and converted into electronic media and 
to be communicated through radio/GSM/GPRS networks. Note that these mechanical types 
of meters have only the facility of integrating the conversion and communication the reading. 

• Electromagnetic Type Water Meter  
Electromagnetic water meter functions on the principle of electromagnetism, called Faraday’s 
induction law, to measure the velocity of the water passing through it. In an electromagnetic 
meter, a magnetic field is created across the pipe. When water, which is an electrical 
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conductor, moves through the magnetic field, a voltage is induced which is detected by 
electrodes in the body of the meter. The voltage is directly proportional to the flow velocity, 
which is used to calculate the volume. Electromagnetic water meters are accurate within their 
measuring range. Normally, DN15 to DN40 are referred to as domestic electromagnetic 
water meter, while meters from DN50 to DN300 are referred to as bulk electromagnetic 
meter.   

• Ultrasonic Type Water Meter  
Ultrasonic water meters utilise the properties and behaviour of sound waves passing through 
moving water. The ultrasonic water meters are designed on the transit time principle. A transit 
time ultrasonic meter has two sound transducers mounted on opposite sides of the pipe at 
an angle to the flow. Each of these sound transducers will, in turn, transmit an ultrasound 
signal to the other transducer. The differences in the transit times of the signals determine 
the velocity, and the volume is derived from the velocity. The measuring principle is called 
'bidirectional ultrasound technique based on the transit time method', which is a proven, long-
term, stable, and accurate measuring principle. 

• Automated Meter Reading (AMR) Water Meter  
Mechanical water meters are an updated version of mechanical AMR compatible water 
meters. These meters are fitted with an electronic device, which can pick up the reading from 
the water meter. For electromagnetic and ultrasonic water meter, AMR facility is in-built, 
making them ‘smart meters’. 
In AMR, meter readings are automatically collected through radio frequency media without 
manual intervention. This metering data is then transferred to a central computer through a 
cellular network for analysis and billing purposes. Readings from AMR can be obtained by a 
simple walk-by or drive-by method, where the meter reader either walks or drives down the 
street while automatically downloading the meter data. 

o Walk-By Method:  
The meter reader has to carry a meter reading device and walk through the service 
area (Figure 14.8). The meter reading device will automatically pick up the water 
meter readings of water meters around. These reading devices also have software 
facilities to identify the meters which are not responding or are faulty. Once the meter 
reader travels through the designated route, the readings are transferred to a central 
server via the cloud using GSM/GPRS mode. 

o Drive-By Method:  
The procedure is as same as the walk-by method, except that the reading device 
shall be mounted on a vehicle (bike or van) with high-gain antennas mounted on top 
of the vehicle (Figure 14.8). The reading, once taken, will be transferred to a central 
server through GSM/GPRS mode. 
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Figure 14.8: Walk-by Method and Drive-By Method 

• Automated Metering Infrastructure (AMI) Meter: 
Advanced Metering Infrastructure (AMI) is the collective term to describe the whole 
infrastructure from smart meter to two-way communication network to control centre 
equipment and all the applications that enable the gathering and transfer of energy usage 
information in near real time. This is an AMI and differs from automatic meter reading (AMR) 
in that it enables frequent reading of the meters. Communications from the smart water meter 
to the network is always through wireless communication.  

AMI refers to an infrastructure of fixed network for monitoring and collecting the reading from 
water meters. Currently, there are two common infrastructure facilities available for data 
transfer through AMI. 

 

Figure 14.9: Two common AMI infrastructure facilities 

*Range depends upon radio performance with various obstacle, LOS, data packet size. 

The comparison between different water metering and communication technologies is provided 
in Table 14.11. 

Table 14.11: Comparison in Between Different types of smart meters 
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Characteristic
s 

Mechanica
l Meters 

Mechanica
l Meters 

Mechanica
l Meters 

Ultrasonic 
Water 
Meters 

Electromagneti
c Water Meters 

AMI  Non-AMR AMR Advanced 
AMR  AMI 

Approx Cost 
per meter X 3X 3.5X 

4.5X 4.5X 
 (Composite 

Body) 6X 
 (Composite 

Body) 6X 
(Brass/Bronz

e Body) 
(Brass/Bronze 

Body) 
Approx Lifetime 

of product 

5 years 5 years 5 Years 10–12 Years 10–12 years 
(Considering 
Brass/Copper 
Alloy Body and 

Register 
version) 
Accuracy ± 5% ± 5% ± 5% ± 2% ± 2% 

Battery Life 

NA 5 Years 5 Years 12 Years 12 Years (Based on One 
Communication 

per Month) 
Battery Life 

NA 5–6 Years 5-6 Years 10 Years 10 Years 
 (Based on 

One 
Communication 

per Day) 
Battery Life 

NA 4–5 
Months 5 Months 10 Years 10 Years (Based on One 

Communication 
per hour) 

Consumption 
Index Storage 

Frequency 
NA 

Daily Index 
available 

while 
fetching 

data 
through 

AMR 

Hourly 
Index 

available 

Daily Index 
and Hourly 

Index 

Daily and Hourly 
Index 

Consumption 
index recording 

capability 
during 

Minimum Night 
Flow (MNF) 

study 

NA 

Daily Index 
recording 

can be 
converted 
to Hourly 

but affects 
battery 

Yes 

Hourly Index 
recording can 
be possible 

Hourly Index 
recording can be 

possible 

 (15 mins 
index 

recording 
possible for 
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Characteristic
s 

Mechanica
l Meters 

Mechanica
l Meters 

Mechanica
l Meters 

Ultrasonic 
Water 
Meters 

Electromagneti
c Water Meters 

AMI  Non-AMR AMR Advanced 
AMR  AMI 

4 hours per 
day) 

Interoperability 

NA Not 
possible Yes Yes Yes 

(Capability to 
convert AMR to 
AMI and vice 

versa) 
Dynamic 
Operating 

Range 
(R=Q3/Q1) As 

per MID 
certification 

Up to R50 Up to R 80 Up to R 80 Up to R 400 Up to R 400 

Minimum 
accountability 

(15 MM) 

 50 
Litre/Hour 

30 
Litre/Hour 

30 
Litre/Hour 6 Litre/Hour 6 Litre/Hour 

AMR Dataset 
capability to do 

online high-
resolution 

water balance 
and leak 

estimation 

NA 

Daily Water 
Balance 
Possible, 

Leak 
estimation 

not 
possible 

Hourly 
Water 

Balance 
Possible 
and Leak 
Estimation 
Possible 

Hourly Water 
Balance 

Possible and 
Leak 

Estimation 
Possible 

Hourly Water 
Balance 

Possible and 
Leak Estimation 

Possible 

Reverse Flow 
Detection 

through AMR 
(Reverse flow 

detection 
dataset can be 
used to detect 

probable 
sources of 

contamination 
in water 
network) 

No Yes Yes Yes Yes 

Pressure 
Rating (in Bar) PN16 PN16 PN16 PN16 PN16 

Yes Yes Yes No No 
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Characteristic
s 

Mechanica
l Meters 

Mechanica
l Meters 

Mechanica
l Meters 

Ultrasonic 
Water 
Meters 

Electromagneti
c Water Meters 

AMI  Non-AMR AMR Advanced 
AMR  AMI 

Environmental 
Consideration 
(Recyclability 
of Product at 
end of life) 

(Composite 
Body) 

(Composite 
Body) 

Yes 
(Brass/Bronz

e Body) 
Yes 

   (Brass/Bronze 
Body) 

Communication Technology:  

Available 
options No 

Radio 
Frequency 

(RF) 

RF, RF, RF, 
LoRaWAN, LoRaWAN, LoRaWAN, 

NB-IoT NB-IoT NB-IoT 
Metering Index 

Technology Analogue Analogue Analogue Digital Digital 

Pulse Reader 
to convert data 
from Analogue 

to Digital 

NA Required Required Not Required Not Required 

Communication 
Module NA Required Required Required Required 

RF Technology NA Drive-
by/Walk-by 

Drive-
by/Walk-by 

Drive-
by/Walk-by 

Drive-by/Walk-
by 

LoRa/LoRa 
WAN NA Drive-

by/Walk-by 

Drive-
by/Walk-
By/Fixed 
Private 
Network 

Drive-
by/Walk-by/ 

Fixed Private 
Network 

Drive-by/Walk-
by/Fixed Private 

Network 

NB-IoT NA NA 

Fixed 
Network 

provided by 
Cellular 

Company 

Fixed 
Network 

provided by 
Cellular 

Company 

Fixed Network 
provided by 

Cellular 
Company 

Daily 
Reading/NRW 

Audit 
NA NA       

Possible       Possible       Possible 

Changing of 
Communication 

Interval 
NA NA Possible Possible Possible 
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Characteristic
s 

Mechanica
l Meters 

Mechanica
l Meters 

Mechanica
l Meters 

Ultrasonic 
Water 
Meters 

Electromagneti
c Water Meters 

AMI  Non-AMR AMR Advanced 
AMR  AMI 

Two-way 
Communication NA Not 

possible Possible Possible Possible 

** The battery consumption shall be depended on the communication intervals, so it is advised 
to minimise the same if not required, to ensure the life of battery. 

The key to an effective NRW reduction is to develop a better understanding of the causes for 
NRW and its components. This is to be established as a part of the water audit through a 
diagnostic approach by establishing network characteristics and understanding operation and 
management practices. 

1.24 Sensor Systems 

1.24.1 Mechanical 

Mechanical system can be used to measure, record, and trend variations in process parameters, 
such as pressure, flow, or temperature. In most cases, the instrument will convert mechanical 
displacement or movement of its sensor into a corresponding proportional movement of a pen 
or gauge.  

Control of mechanical systems involves using: 

(i) Sensors to monitor: 
1. the input; 
2. the mechanisms in the process part of the system; 
3. the output motion and force. 

(ii) Feeding the information to: 
1. analogue or digital displays so that a human operator may act on the information; 

and/or 
2. controlling devices that act on the input and/or process parts of the system to achieve 

a desired output. 

1.24.2 Pneumatic 

A pneumatic system is a system that uses compressed air to transmit and control energy. 
Pneumatic components are resistant to continuous loads and maintenance-free over their entire 
service life. They are very easy to install and are cheaper than comparable electrical solutions, 
particularly when implementing complete system solutions. Pneumatic components also have 
benefits when it comes to safety. Compressed air continues to be available even during a power 
failure. An air reservoir is always available along with a compressor for generation and 
preparation purposes. Apart from end-position sensing and monitoring the compressed air 
supply, it doesn’t need to be monitored and checked. It follows the ‘fit and forget’ principle. 
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Pneumatic actuators only require electricity for the control and generation of compressed air; the 
movement itself is triggered by the compressed air. Whereas electric actuators require 
gearboxes, which are responsible for most of the power losses as well as electrical heat losses, 
pneumatic actuators act directly on the shut-off device. They only require a piston and drive shaft 
to convert the ‘linear’ compressed air force into a swivel motion. 

1.24.3 Electrical 

Electrical instrumentation is about the design, realisation, and use of electric or electronic 
systems for the measurement of electrical and non-electrical quantities. Strongly related fields 
are measurement science and data acquisition. A control system that uses an electric current, 
either direct current (DC) or current shuttle (AC) as a source of supply.  Electrical systems 
require: 

(i) electricity (DC) or (AC); 
(ii) input elements (switches, sensors, transducer, valves, electronic components, etc.); 
(iii) output elements (motor, lights, etc.); 
(iv) extension cable. 

This system of instrumentation and control is simple and widely used. 

1.24.4 Electro-pneumatic 

Electro-pneumatic control consists of electrical control systems operating pneumatic power 
systems. In this, solenoid valves are used as interface between the electrical and pneumatic 
systems. Devices like limit switches and proximity sensors are used as feedback elements. 
Electro-pneumatic control integrates pneumatic and electrical technologies and is more widely 
used for large applications. In electro-pneumatics, the signal medium is the electrical signal either 
AC or DC source is used. Working medium is compressed air. Operating voltages from around 
12 V to 220 V are often used. The final control valve is activated by solenoid actuation. 

In electro-pneumatic controls, mainly, three important steps are involved:   

(i) Signal input devices – Signal generation such as switches and contactor, various 
types of contact and proximity sensors;   

(ii) Signal processing – Use of combination of contactors of relay or using programmable 
logic controllers;   

(iii) Signal outputs – Outputs obtained after processing are used for activation of 
solenoids, indicators or audible alarms. 

Seven basic electrical devices commonly used in the control of fluid power systems are:  

(i) manually actuated push button switches;  
(ii) limit switches;  
(iii) pressure switches;  
(iv) solenoids;  
(v) relays;  
(vi) timers;  
(vii) temperature switches.  

Other devices used in electro-pneumatics are:  
(i) proximity sensors;  
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(ii) electric counters. 
The greatest advantage of electro-pneumatic is the integration of various types of proximity 
sensors (electrical) and PLC (Programmable Logic Controller) for a very effective control. As the 
signal speed with electrical signal can be much higher, cycle time can be reduced, and signal 
can be conveyed over long distances. 

1.24.5 Hydro-pneumatics 

The hydro-pneumatic system provides water automatically at defined pressure and quantities at 
many locations from a single pumping system. This system operates on variety of differential 
pressures. It operates automatically by sensing the pressure within the preset pressure range. 
Hydro-pneumatic systems are used to supply water at designed pressure and quantity from a 
single source.  

1.24.6 Level Measurement 

The level measurement is categorised into the top-down and bottom-up level, the top-down 
measurement is not susceptible to leakage, or it can be considered as less leakage process. 
The top-down measurement could make a contact with the fluid or sometimes it won’t, while the 
bottom-up type makes contact with the process fluid. 

The level measuring instruments are suitable to measure the level of water and it could be done 
directly or indirectly which would be done according to the application. A level measuring 
instrument would act as an indicator that shows the level of the water and this information would 
be carried in the form of AC signals, and this is done for the control purpose. The level switches 
would monitor if the liquid is at a high level or low level according to the set point.  

The direct level measurement is an easy process. This measurement is based on physical 
principles such as fluid motions, floats, and thermal properties. There are many types of level 
measurements under this category including sight glass, float-operated, dipstick, dip rods, and 
lead lines. So, basically, the direct level measurement is by defining the position of the interface, 
and the density of the measured material is not a constraint. 

The indirect level measurement is done by measuring other quantities like volume. So, this 
method measures level by determining some other parameters such as pressure, weight, or 
temperature.  

1.24.7 Essential instruments 

i. Ultrasonic Tank Level Sensors  
Ultrasonic level sensors measure the distance between the transducer and the surface. Using 
the time required for an ultrasound pulse to travel from a transducer to the fluid surface and back 
(TOF).  These sensors work without the need to touch the medium being measured. Ultrasonic 
sensors are ideal for difficult liquids such as wastewater. Ultrasonic level sensors are also ideal 
for continuous level measurement. While float switches and other sensors are adept at 
measuring when liquid levels are above or below a certain point. The nature of ultrasonic level 
measurement is such that levels can be sensed and displayed in real time. 

ii. Hydrostatic level transmitters 
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These transmitters help in determining fluid contents of a container by measuring the pressure of 
the resting body of the fluid within it. The greater the force of liquid, the greater the volume of 
fluid. The measured static pressure of a liquid is proportional to the height of the liquid. And the 
static pressure is converted into an electrical signal. The exquisite structure, simple adjustment, 
and flexible installation methods provide convenience to use. 

iii. Radar Level Sensors 
Radar level transmitters, also called radar level gauges which can undertake a Non-contact 
continuous level measurement in liquids and solids with free space radar sensors. Whereas, 
Non-contacting radar, based on microwave technology, detects only surfaces that reflect energy. 
These transmitters work on the principle of a radar by using radio wave emissions. Mounted at 
the top of a tank filled with liquid, these transmitters send a radar signal into the liquid and 
receives a reflection of the signal. The transmitters then analyse the current fill level of the tank 
based on the time taken by the transmitted signal to return. 

iv. Capacitance Level Transmitters 
Capacitance level detectors, also known as capacitance level transmitters. Capacitance level 
transmitter offers continuous and point level detection in liquids with capacitance probes. These 
transmitters use liquid stored in a tank or container as a dielectric medium between two or more 
electrodes. The energy capacity of the capacitor circuit increases when there is more liquid and 
decreases if there is less liquid. Measuring the variations in the capacitance value, capacitance 
level transmitters calculate the level of the tank. 

v. Float level transmitters 
Float level gauge is mainly composed of magnetic float, sensor, and transmitter. The magnetic 
float ball changes with the liquid level and floats up and down along the catheter. The magnetic 
steel in the float ball attracts the reed switch at the corresponding position in the sensor, which 
changes the total resistance (or voltage) of the sensor. The transmitter then converts the 
changed resistance (or voltage) signal into a current signal output. 

1.25 Flow Measurement 

Flowmeter is a device that can be used to measure the amount of liquid that passes through it. 
It is an instrument which is used to conduct the flow measurement. Flowmeters measure the flow 
by two methods, some flowmeters measure the flow as the amount of the liquid passes through 
the flowmeter during a period of time. While other flowmeters measure the flow by measuring 
the total amount of fluid that has passed through the flowmeter. 

Flowmeter consists of devices such as transducer and transmitter. The transducer is responsible 
for sensing the fluid passing through the primary device, while the transmitter receives a signal 
from the transducer and converts it into a usable flow signal. So, a flowmeter can be considered 
as the combination of these physical devices.  

Flowmeters can be classified into differential pressure meters, variable area meters, positive 
displacement meters, magnetic, turbine, ultrasonic, and vortex. In differential pressure meters, a 
restriction is used to create a pressure drop. So, the flow rate can be determined by measuring 
the pressure drop across the restriction. In positive displacement meters, the measuring process 
takes place by precision-fitted rotors as flow measuring elements. The selection of flowmeter 
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depends upon flow conditions and flow range, process conditions like pressure and temperature, 
and size of pipe.  

1.25.1 Filter Flow Control 

An operational control system, including media configuration, underdrain system, and backwash 
process, is an important consideration because it determines how water flow is controlled 
through the filter. Four basic types of operational control systems are used in gravity filtration, 
with some variances from plant to plant.  

(i) Effluent rate of flow: This type of system controls the rate of treatment through a cell on 
the filter’s discharge. Basic components include a flow-sensing device, rate controller, 
and modulating valve. A wide variety of flow-sensing devices may be used, including 
direct reading meter systems and indirect reading systems such as venturi or orifice 
plates. The rate control design also varies considerably, depending on the flow-sensing 
device and modulating valve design. Signals from the flow sensor, rate controller, and 
valve may be pneumatic, electric, mechanical, or a combination of these. 

(ii) Influent flow splitting: An influent flow splitting filter system has an adjustable weir 
positioned at the entrance of each filter cell. The influent weir is the system’s main 
component. A feed pipe or flume common to all filter cells carries the water to the 
individual weirs. The inlet weirs are adjustable so each can be positioned at the same 
elevation to obtain uniform flow splitting. Ancillary equipment often includes an influent 
control valve and an effluent hydraulic control point to maintain a minimum water level in 
a filter cell. The influent control valve is used to stop incoming flow if the cell needs to be 
removed from service, such as during a backwash event. The effluent hydraulic control 
point may consist of a downstream weir or upturned loop in the effluent pipe. 

(iii) Constant level: This type of filter control uses a level-sensing device in each filter cell to 
communicate with a control valve in the effluent line. The communication method can 
take various forms, including mechanical linkage, pneumatic pressure, electrical signal, 
or a combination of these. A variety of level-controlling devices may be used. The most 
common is a butterfly valve equipped with an appropriate actuator to position the valve 
disc. Valve size selection is critical for operation, and selection should be made such that 
a small change in disc position doesn’t drastically change the flow through the valve. 

(iv) Declining rate: Declining rate filtration is one of the oldest and simplest methods of filter 
control. It is used with multiple filter cells – the greater number of cells, the better the 
performance. The system’s main component is the filter media. To limit the maximum 
rate of filtration through a cell, a flow restriction may be placed in the effluent pipe or, in 
some special cases, on the influent side. The flow restriction may simply be an orifice 
plate. This flow restriction is used to limit the initial flow passing through the filter – 
essentially a speed limit for the filter. A two-position control valve may also be used where 
the valve is partially closed directly after a backwash to restrict flow of the cleanest cell. 

1.25.2 Filter Flow Control Valve 

All filters have either five or six valves associated with the filter bay, depending on the type of 
backwash procedure. The control valves associated with a filter are influent, effluent, drain and 
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backwash. The fifth valve is either an agitator water supply valve or an air valve, depending on 
whether a surface agitator wash system or an air/water system is used.  

In the filtration mode, treated water enters the filter box through influent piping or channel and 
fills the box. Water flow is down through the media, through the underdrain support system, and 
out through the effluent piping where flow is measured and controlled by a rate of flow controller. 
The rate of flow controller is commonly a venturi meter, a flow transmitter and a filter effluent 
valve. As the loss of head across the filter increases, the filter effluent valve must modulate to a 
more open position to maintain the set point of the flow. Filtered water flows through the rate of 
flow controller to the clear well. The filter media used in a filter is commonly thought to trap the 
suspended materials. However, filtration is a combination of both physical and chemical 
mechanisms. As water passes through the media, large particles are trapped, and suspended 
particles become stuck to the surface of the grains of filter media and to other particles previously 
adsorbed by the media. Filter run time is dependent on how many particles are present in the 
water supply to the filter, and the initial cleanliness of the filter following the backwash sequence. 
Run times can vary from as short as 15 hours or less to over 100 hours. In the filtration mode, 
grains of filter media tend to stick together forming mud balls because of sticky floc. Unless 
backwashing removes this material, mud balls can sink into the media and clog the filter. As the 
filtration process a progress, the filter media becomes more restrictive to flow, causing an 
increased head loss through the media. If allowed to progress too far, negative pressures can 
be produced in the effluent piping that can cause air binding. A loss of head transmitter is a 
transmitter that senses the differential pressure between the head of water in the filter bay and 
the pressure in the effluent piping. In an automatic backwash system, high loss of head is one 
of the signals used to alarm or start a backwash sequence. 

Automatic filter backwash control provides a consistent process of cleaning, and in the case of 
multimedia filters, proper re-stratification of the media. Air-water backwash control is extremely 
critical. An automatic backwash control system provides all interlocks to control the pumps, 
blowers, and valves to provide a safe and reliable operation. In some cases, the automatic 
control system is designed to adjust the backwash flow rate based on temperature or viscosity 
of the water and terminate the backwash sequence based on time or the turbidity of the 
backwash water. In the automatic mode, all sequencing is done by the control system. The 
backwash procedure is started automatically after the control system receives a high loss of 
head alarm, a high turbidity alarm, or a preset filter run time has been reached. 

1.25.3 Rate of Flow of Chemicals 

(i) Liquid Chemical Feed 
The chemical dose rate should be flow paced to the plant flow in the part of the process that the 
chemical is to be injected into. Two methods are typically used to achieve this: metering pump, 
or flowmeter and flow control valve on the chemical feed. In metering pump, positive 
displacement type (diaphragm, peristaltic or progressive cavity) pump should be used. The 
output of the pump is directly controlled by a 4–20 mA signal from the flow transmitter on the 
plant flowmeter. On plant shutdown, the flowmeter (usually the raw water flowmeter) will signal 
the metering pump to stop and a solenoid on the dilution water to close. A load cell or pressure 
(level) transmitter on the chemical storage tank should provide warning signals when chemical 
supply is low and should have alarm and initiate plant shutdown when the level becomes 
critically low (low-low level). In case of flowmeter control, the chemical feed rate is controlled by 



 
Chapter 14 

Part A- Engineering  Automation of Water Supply Systems 
 

94 

 

an in-line flow control valve. A PLC receives a 4–20 mA signal from the flow transmitter on the 
plant flowmeter. Using this dose rate set point, the controller will look at the flowrate on the 
chemical feed flow transmitter and signals the in-line flow control valve to a position that will 
control the feed rate to the established set point. On plant shutdown, the controller will signal 
the in-line control valve to close. Depending on the range of feed rates, multiple flowmeters and 
control valves may be required. As with the metering pump system, low and low-low level 
alarms/shutdown should be provided on the chemical storage tank. 

(ii) Dry Chemical Feed 
Dry chemical feed systems typically include a packaged bulk storage combination feeder and 
mixer. The feeder can be gravimetric or volumetric and will be controlled by a 4–20 mA signal 
from the flow transmitter on the plant flowmeter. The chemical feeder discharges to a dissolving 
tank where it is mixed with plant service water to form a solution (slurry) suitable for dosing. Plant 
service water flowrate is manually set and monitored by flow indicator. The rate needs to be 
suitable for the range of anticipated chemical feeds and its solubility; the rate may need to be 
manually adjusted seasonally. For a specific plant service water flowrate, the variation in 
chemical feed rate creates a corresponding variation in solution strength fed to the process 
water. The solution is fed via a hydraulic injector (if into a pipeline under pressure), or directly by 
gravity into open channels or tanks. On plant shutdown a signal from the raw water flowmeter 
will call for the dry feeder to stop and a solenoid valve on the plant service water feed to the 
dissolving tank to close. If an injector is used, a solenoid valve on the plant service water will 
also close. 

1.26 Pressure Measurement 

Pressure may be simply indicated on a gauge or transmitted by a transmitter. Pressure gauges 
are available to read both differential and single-ended pressure. By far, the most common 
measurements are single-ended, although differential gauges are used to read head loss on 
water and air filters.  

(i) Where a pressure gauge is reading a pressure produced by a pump (normally required) 
the gauge should be protected from vibration by filling it with either silicone liquid or 
glycerine. Silicone should be used if the ambient temperature will fall below -30 °C.  

(ii) The range of the gauge should be chosen so that it will normally operate at one-half to 
two-thirds of scale at normal design pressure; the gauge should not be operated full-time 
near the top end of the scale. This will provide some safety margin on overpressure as 
well as prolonging the life of the gauge.  

(iii)  The gauge should be installed where the lens will not get damaged and where it can be 
read easily. Choose a gauge with a top-mounted stem where it will be installed near the 
ceiling so that the dial will read right-side up.  

(iv) For water applications (both raw water and treated), a bronze or 316 stainless steel 
bourdon tube mechanism should be used. For applications on chemical lines, the 
manufacturer should be consulted for compatibility between the process and the gauge 
material.  

(v) On corrosive liquids and processes containing solids, or where the gauge material is not 
compatible with the process, an isolating diaphragm should be used between the process 
sense line and the gauge to protect the gauge.  
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(vi) A block and bleed valve should be installed between the process and the gauge, or 
between the process and the diaphragm, to take the gauge out of service. 

Pressure transmitters are available to read either differential or single-ended pressures. The 
single-ended type may read either gauge pressure (the pressure relative to the atmosphere) or 
absolute pressure (relative to a vacuum). Absolute pressure measurements are not common. 
Differential measurements are commonly used to determine when a filter needs washing. The 
range of the transmitter should be chosen so that it will normally operate at one-half to two-thirds 
of scale at normal design pressure; the transmitter should not be operated full-time near the top 
end of the scale. This will provide some safety margin on overpressure as well as prolonging the 
life of the sense element in the transmitter. For water applications (both raw water and treated), 
a bronze or 316 stainless steel sensing diaphragm should be used. A block and bleed valve 
should be used between the process and the transmitter, or between the process and the 
isolating diaphragm, to take the transmitter out of service, and to facilitate calibration. Where a 
pressure gauge is not installed on the same line as the transmitter, an integral display should be 
provided on the transmitter for local indication. 

1.27 Water Quality 

A set of automatic measuring, storing and display system of water quality helps in resolving the 
limitations in manual monitoring. A sensor is an ideal detecting device to solve these problems. 
It can convert non-power information into electrical signals. It has many special advantages such 
as good selectivity, high sensitivity, fast response speed, and so on. Water treatment and 
distribution process with sampling points is shown in figure 14.10. 

The general precautions in the Bureau of Indian Standards, i.e. IS-3025/1622 and/or Standard 
Methods for the Examination of Water and Wastewater – latest edition [Published jointly by 
American Public Health Association (APHA), and American Society for Testing and Materials 
(ASTM)] shall be referred to for detailed information on sampling and testing procedures.  

 

Figure 14.10: Water treatment and distribution process with sampling points 

Sampling points and sampling schedule is shown in Table 14.12. 

Table 14.12: Sampling points and sampling schedule 
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Sampling 
points 

Sampling 
Schedule Test Analysis Critical Parameters for Process 

efficiency 

1 Daily 
Jar Test, Turbidity, 
pH, Colour, 
Coliform, Iron 

pH 7.0 – 8.0,  
MPN of Coliform/100 ml ≤ 160000 

2 Daily Turbidity, pH, 
Colour, Coli form 

Turbidity 2 – 6  N.T.U,  pH  7.0 – 7.8,  
Coliform - ≤1600  

3 Daily Turbidity,  pH, 
Colour, Coliform 

Turbidity ≤  N.T.U, pH 7.0–7.6, Colour ≤5 
Hazen, Coliform - ≤500 CFU, Aluminium 
≤0.2 mg/L, Iron ≤0.3 mg/L 

4,5,6 and 7 Daily 

Turbidity, Free 
Chlorine, pH, 
Colour, Coliform, 
Aluminium, Iron 

Turbidity ≤1 N.T.U, Free Chlorine 0.7 – 
0.9 mg/L (WTP), ≥0.2 ppm (consumer 
tap) pH 7.0–7.6, Colour ≤ 5 Hazen, 
Coliform – absent, Aluminium ≤ 0.2 mg/L, 
Iron ≤ 0.3 mg/L 

1.28 Quality Sensors 

The most widely used water quality sensors in monitoring installations are temperature, specific 
conductance, dissolved oxygen (DO), pH, and turbidity. Sensors also are available to measure 
oxidation-reduction potential, water level, depth, salinity, ammonia, nitrate, chloride, and 
chlorophyll. 

The sensors needed to measure these properties are available as single instruments or in 
various combinations. A group of sensors configured together commonly is referred to as a 
sonde, which typically has a single recording unit or electronic data logger to record the output 
from the multiple sensors. 

Types of Monitor Configuration 

In general, three types of configurations are used for water quality monitors: 

1) The flow through monitoring system generally has a pump that delivers water to the 
sensor(s) mounted in a shelter;  

2) The sensors are placed in situ (immersing a field measurement sensor directly into the 
water); and  

3) The self-contained sensor and recording system that requires no external power and is 
placed in situ. Each configuration has advantages and disadvantages in relation to site 
location and data quality objectives. 

1.29 Optional Instrumentation and Controls 

1.29.1 Level 

A level switch can be described as a device that can sense the level of a liquid in a process tank. 
A level switch is also used to control valves and pumps so that it can maintain the fluid level at a 
set value and also that it can prevent the tanks from overfilling. So, we can see a level switch in 
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measurement and control applications, level switch can indicate the high and low levels in 
process tanks. There are many level switches, and the most common types of level switches are 
thermal, inductive, ultrasonic, etc. 

1.29.2 Flow 

Flow switches are used to detect the flow of the fluid, these switches are used to determine if the 
required flow is available or not. So, if the required flow is not available, then it could damage the 
system. There are different types of flow switches, and we can choose the flow switches 
according to the line size.  

1.29.3 Pressure Switch Applications 

Pressure switch is a device that monitors pressure and provides an output when a set pressure 
is reached. The specific pressure that opens and closes the switch is called the set point. 
Pressure switches are commonly associated with well pumps.  

Pressure switches are comprised of several components including an adjustment screw, 
diaphragm, lever, and contacts. The adjustment screw sets the spring pressure. This can be 
adjusted to change the on and off pressure range that the switch operates at. The standard range 
of a pressure switch is usually located on the unit itself.  It relies on water pressure to do all the 
work. The change in pressure that activates the switch is provided via the water from the well. 
The pressure moves up through the diaphragm which presses against a piston and spring, which 
in turn opens or closes the contacts.  Open contacts located within the switch, closes when 
pressure drops. This completes an electrical circuit, which in turn, activates the pump. When the 
set pressure is reached, this allows the contacts to open again which turns off the pump. It is 
used to operate as a safety valve, which vents out pressure when the pressure exceeds the 
upper limit. 

1.29.4 Filter Console 

Filter control console provides continuous and discrete controls that are necessary for a typical 
surface or bulk filter in a WTP. This device can be used for standalone operation or it can be 
integrated into a plant-wide SCADA network. The PLC in the system eliminates the need for 
items such as timers, relays, and PID controllers. It also provides documented configuration that 
can be adapted by users to suit the unique needs for a given situation.  

1.29.5 Clarifier Desludging 

The control system associated with the clarifier consists of the mobile bottom valve hydraulically 
movable in the bowl; the control water feed, the control water valve system with the solenoid and 
manually controlled valves for automatic and manual control, and the programme control system. 
The control system is operated in normal operation by a preselected desludging programme. 
Any required full desludge operation can be controlled semi- automatically by the valve control 
cabinet. In the case of current failure or other possible defects, putting the control cabinet or the 
electrical control valves out of operation, the separation process can be brought to an end by 
operating the manually operated valves. 
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1.30 Instrument cum Control Panel 

These panels are useful to monitor and control process parameters like temperature, pressure, 
flow, etc., and also to control the power to the final driver like motor pumps, heaters, etc. Various 
interlocks and safety audio visual alarms are provided through PLCs. Total process simulation 
can be shown on the mimic. Starters for motors, heaters, pumps are provided in the panel. 

1.31 Online Measurement Instrumentation 

1.31.1 Level Measurement 

Whenever water parameters are considered, both water quantity and water quality must be given 
equal weightage. Instrumentation facilitates the co-ordination of various water parameters, which 
are essential for the optimisation of water supply and treatment plants. One of the important 
parameters among them is water level measurement, which is carried out at various locations 
viz., water reservoir, inlet chamber, open channel, alum feeding tank, lime tank, filter beds, air 
vessel, sump well, etc. 

Maintenance of pressure instruments is essential for their proper working and accurate reading. 
It also improves the life and reliability of the instruments. 

1.31.2 Radar Level Transmitters 

They provide a non-contact type of level measurement in case of liquids in a metal tank. They 
make use of EM, i.e. electromagnetic waves usually in the microwave X-band range which is 
near about 10 GHz. Hence, they can be also known as microwave level measurement devices. 
However, there are some differences between radar and microwave types. They are: 

(i) power levels in the case of radar systems are about 0.01 mW/cm2 whereas, in the 
case of microwave systems, these levels range from 0.1 to 5 mW/cm2; 

(ii) microwaves can work at higher energy levels; hence, they are competent enough to 
endure extra coating as compared to radar level detectors. 

A radar level detector (Table 14.13) includes: 

(i) a transmitter with an in-built solid-state oscillator; 
(ii) a radar antenna; 
(iii) a receiver along with a signal processor and an operator interface. 

The operation of all radar level detectors involves sending microwave beams emitted by a sensor 
to the surface of the liquid in a tank. The electromagnetic waves after hitting the fluid's surface 
return back to the sensor which is mounted at the top of the tank or vessel. The time taken by 
the signal to return back, i.e. time of flight (TOF) is then determined to measure the level of fluid 
in the tank. 
 

Table 14.13: Radar Level Transmitter 

Radar – Microwave type 
level transmitter 

Service: Raw Water 
(Non-Contact Type) 

Transmitter 
Type Microwave level measurement 
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Radar – Microwave type 
level transmitter 

Service: Raw Water 
(Non-Contact Type) 

Principle Pulse Time of Flight 
Output 4–20 mA HART Current 
Housing Die-Cast Aluminium 
Electromagnetic 
compatibility 

Interference Immunity to EN 61326, Annex A (Industrial) and 
NAMUR 

Ingress protection IP65/IP 66/IP 67 
Accuracy ±3 mm 
Area classification Non-Hazardous 
Display 
 

4-line LCD Display. Menu guided operation. Display of 
Envelope Curve. 

Configuration Using the keypad on display 
Sensor 
Range Liquids 0 to 5 m and 0 to 10 m depending on tank size 
Temperature range -40 °C ... +80 °C 
Max pressure 3 bar abs 
Materials Sensor: PVDF Seal: EPDM 
Antenna seal FKM Viton 
Process connection Threaded or universal flange dependent on model selection 

Degree of protection IP65 

In water works, various treatment processes are carried out to supply potable water. The 
parameters of the water which are normally used for monitoring are as follows: 

(i) turbidity; 
(ii) pH; 
(iii) residual chlorine. 

These parameters are monitored either by means of online instruments or by analytical 
laboratory instruments or both. Their relative advantages and disadvantages are as follows: 

1.31.3 Turbidity Meter 

Table 14.14: Advantages and Disadvantages of Turbidity Meter 

Online Laboratory Type 
Advantages 
i. Turbidity continuously monitored 
ii. Can be hooked up for automation 
iii. Can be set for giving an alarm if 

minimum and maximum limits of 
turbidity are exceeded. 

iv. Human error in sampling is eliminated 

i. Low cost 
ii. Simple to use 
iii. Portable 
iv. Easy maintenance 

Disadvantages 
i. High cost 
ii. High maintenance is required 

i. Does not monitor continuously 
ii. Human error may encounter 
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Online Laboratory Type 
iii. Periodical calibration is required 
iv. It is not portable 

iii. Low accuracy 

Maintenance 
i. Clean chamber and lens with fresh 

water 
ii. Microprocessor-based instrument has 

a self-calibration facility which is useful 
for periodical calibration 

iii. Clean sources of light 

i. Clean sampling tube with fresh water 
ii. Bulb, standard sample tubes, and lens 

should be cleaned with soft cotton 
iii. Calibrate before carrying out the 

measurement 
iv. Calibrate with standard samples of 100 NTU, 

10 NTU, and 1 NTU or calibrate with 
Formazin standard solution 

 

1.31.3.1 Typical Specification for Online Measurement of Turbidity 

Online sensor (Table 14.15) based on Nephelometric 90 degree scattering light method as 
per ISO 7027. The sensor must be an easy plug and play with digital communication based 
on inductive energy transfer with IP68 rating suitable for measuring range 0 to 9999 
FNU/NTU with an accuracy of <2% of measured value or 0.1 FNU/NTU. The sensor shall 
store on-board all the calibration data and other diagnostic information. The sensor must 
have provision to store at least five user calibration points. The offered transmitter shall be 
four-wire digital with the possibility of connecting multiple sensor inputs for additional 
parameters – referred to as multichannel/multi-parameter type. The transmitter shall be 
suitable for outdoor installation with IP66/67 rating. 

Table 14.15: Online Turbidity Meter 
Turbidity Measurement 
Transmitter 
Type Turbidity and suspended solids transmitter 
Principle Nephelometric measuring principle 90° NIR scattered 

light according to ISO EN 27027 
Output 4–20 mA HART current  
Supply voltage 100/115/230 V AC +10/–15%, 48 ... 62 Hz; 24 V AC/DC 

+20/–15% 
Material Field Housing: ABS PC Non-corrosive type 
Display  LC display, two lines, with status indicators 
Electromagnetic compatibility interference emission and interference immunity acc. to 

EN 61326-1:1998 
Protection class of field housing  IP 65 
Ambient temperature  – 20 to 60 °C 
Self-Diagnostic feature Required 
Sensor  
Measurement range 0 – 9999 FNU/0 – 3000 ppm/0 – 3.0 g/L  
Material Sensor shaft: PVC/PPS GF40 Optical window: sapphire 

Cable: TPEO   
Max Process temperature 50 °C   
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Turbidity Measurement 
Max Process pressure 10 bars   
Temperature sensor Integrated NTC temperature sensor   
Connection Fixed cable connection   
Ingress protection IP68   
Additional Certifications Calibration certification   
Resolution  0.001 FNU, 0.01 ppm, 0.1 g/l, 0.1% 
Measurement error <2% of meas. value (min. 0.02 FNU) 

14.16.4 pH Meter 

Table 14.16:  Advantages and Disadvantages of pH Meter 

Online Laboratory Type 
Advantages 
i. Continuously monitored 
ii. Can be hooked up for automation 
iii. Can be set for giving alarm for specified limits 
iv. Human error in sampling is eliminated 

i. Low cost 
ii. Simple to use 
iii. Portable 
iv. Easy maintenance 

Disadvantages 
i. High cost 
ii. Periodical calibration is required 
iii. High maintenance cost (replacement of 

electrodes) 
iv. It is not portable 

i. Does not monitor continuously 
ii. Human error may encounter 
iii. Low accuracy 

Maintenance 
i. Clean electrode with soap water or clean with 

5% concentrated H2SO4 and 6% concentrated 
H2O2 

ii. Calibrate periodically with a standard solution 
of pH 4 and pH 7  

iii. Replace electrodes if dried up 
 

i. Clean sampling electrode with distilled 
water 

ii. Calibrate the instrument with three 
standards samples, i.e. pH 4, pH 7, 
and pH 9.2  

iii. Prepare standard samples from 
readily available capsules 

iv. Calibration may last from 4 days to 7 
days 

1.31.3.2 Typical Specification for Online Measurement of pH 

Online pH (Table 14.17) sensor is based on potentiometric measurement using a glass sensor. 
The sensor shall have digital communication based on inductive energy transfer. The sensor 
shall have in-built memory to store calibration data and other additional diagnostic information. 
The offered transmitter shall be four-wire digital with the possibility of connecting multiple sensor 
inputs for additional parameters – referred to as multichannel/multi-parameter type. The 
transmitter shall be suitable for outdoor installation with IP66/67 rating. 

Table 14.17: Online pH Meter 

Transmitter 
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Type Glass electrode 
Principle Glass electrode with dirt repellent PTFE diaphragm 
Output 4–20 mA HART current  
Supply voltage 100/115/230 V AC +10/–15%, 48...62 Hz; 24 V AC/DC +20 

/–15% 
Material Field Housing: ABS Polycarbonate non-corrosive 
Display  LC display, two lines, with status indicators 
Electromagnetic compatibility Interference emission and interference immunity acc. to 

EN 61326: 1997/A1: 1998 
Protection class of field housing  IP 68 
Ambient temperature  –20 ... +60 °C 
Diagnostic feature Required 
Sensor 
Measurement range pH 0–14  
Material Glass 
Max Process temperature 130°C   
Max Process pressure 6bar   
Temperature sensor NTC/ Pt100 
Connection Inductive digital connection with transmitter 
Ingres protection IP68   
Additional Certifications FM, ATEX, CSA 
Resolution pH 0.01, Temp 0.1 °C 
Measurement Error ±0.5% of Measuring range 

1.31.4 Residual Chlorine Meter 

Table 14.18: Advantages and Disadvantages of Chlorine Meter 

Online Laboratory Type (Lovibond 
Type) 

Advantages 
i. Continuously monitored 
ii. Can be hooked up for automation 
iii. Can be set for giving alarm for specified limits 
iv. Human error in sampling is eliminated 

1. Low cost 
2. Simple to use 
3. Portable 
4. Easy maintenance 

Disadvantages 
i. High cost 
ii. Periodical calibration is required 
iii. High maintenance cost (replacement of membrane) 
iv. It is not portable 
v. It requires electricity of battery or solar 

i. Does not monitor 
continuously 

ii. Human error in sampling 
may encounter 

iii. Low accuracy 
Maintenance 
i. Clean membrane if it gets clogged 
ii. If the membrane is damaged replace it with the new one 
iii. Fill up/ DPD membrane /electrolyte if necessary 

i. Clean tubes with distilled 
water 

ii. Calibration is not required 
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Online Laboratory Type (Lovibond 
Type) 

iv. Calibrate it using Potentiometric electrode as it is a comparator 

1.31.4.1 Typical Specification for Online Measurement of Chlorine 

Online chlorine analyser (Table 14.19) is based on Amperometric (membrane-based 
measurement of active chlorine converted to free chlorine by means of pH compensation)/DPD 
Colorimetric method for Free Chlorine monitoring. The sensor shall have digital communication 
based on inductive energy/RS485 transfer which will withstand moisture, corrosion, and ensures 
reliable data transmission. Complete measuring system includes chlorine sensor, pH sensor/in-
built pH compensation/pH buffer with suitable flow assembly for mounting these sensors along 
with the transmitter. The offered transmitter must be IP65, Interference emission and immunity 
as per EN 61326-1:2006. 

Table 14.19: Online Chlorine Meter 

Transmitter 
Type Free chlorine 
Principle Amperometric/DPD Colorimetric measurement of free 

chlorine 
Output 4–20 mA/MODUBUS/PROFIBUS HART  
Supply voltage 100/115/230 V AC +10/–15%, 48 ... 62 Hz; 24 V AC/DC 

+20/ –15% 
Material Field housing: ABS PC Fr 
Display LC display, two lines with status indicators 
Electromagnetic compatibility  Interference emission and interference immunity acc. to 

ISO EN 61326: 1997/A1: 1998 

Protection class of field housing IP 65 
Ambient temperature -20….+60 °C 
Sensor 
Measurement range 0.01 – 5ppm free chlorine 
Material Sensor Shaft: PVC 

Membrane: PTFE 
Membrane cap: PBT (GF30); PVDF 

Process temperature +2oC…..+45 °C 
Max process pressure 1 bar 
Temperature sensor NTC/ Pt100 for Amperometric method 
Connection Inductive digital connection with transmitter 

Ingress protection IP 68 
Resolution 0.01 mg/L 
Measurement error ±5% of measuring range  

1.31.5 Total Dissolved Solids/Electrical Conductivity 

The amount and composition of TDS in water is linked to the electrical conductivity of the water. 
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As such, of the most effective ways of measuring TDS in water is by measuring the conductivity 
of the water itself. Electrical, or specific, conductivity of water is directly related to the 
concentration of dissolved ionised solids in the water. Ions from the dissolved solids in water 
create the ability for that water to conduct an electric current, which can be measured using a 
conventional conductivity meter or TDS meter.  

1.31.5.1 Typical specification for online measurement of TDS/EC 

Conductivity measurements are used routinely in several applications as a fast, inexpensive, and 
reliable way of measuring ionic content in a solution. The measurement of product conductivity 
is a typical way to monitor and continuously trend the performance of water purification systems. 
Ions from the dissolved solids create the ability for water to conduct an electrical current, which 
is measured by the online TDS analyser, and immediately displayed as sodium chloride ppm or 
mg/L or µS/cm conductivity. 

Online conductivity/TDS analyser having the specification to measure analyse and control 
conductivity, TDS, and temperature: 

(i) three programmable on/off relays: two for conductivity and one for temperature; 
(ii) accepts 2-wire or 4-wire conductivity cells for K=0.1, K=1 and K=10 cell constants for 

improved flexibility and accuracy; 
(iii) displays three selectable conductivity and TDS ranges per cell constant for a total of 18 

ranges; 
(iv) automatic temperature compensated (ATC) conductivity readings. 
(v) programmable temperature coefficient; 
(vi) simultaneous display of conductivity, temperature, cell constant, temperature coefficient, 

relay status and transmitter current mA output; 
(vii) convenient one-point calibration and calibration data are stored in memory and is ready 

for use on power up; 
(viii) standard ¼ DIN size; 
(ix) performs self-diagnostic at power up to ensure proper operation. 

1.32 Leakage reduction and continuity of supply 

There are multiple causes for loss of water in transmission pipelines which include leakage, 
metering errors, public usage such as firefighting, and theft. The most critical route for losses is 
a leak, as they are considered to contribute an estimated of 70% of water loss in water 
transmission systems, this value is expected to become higher in undermanaged networks. 

The two classes of leak detection system can be defined as follows: 

(i) Static leak detection systems: are systems that rely on sensors and data collectors that 
are placed within the water network and on valves and are capable of transmitting 
periodical data to the network management office. This data can be used to identify, 
localise, and pinpoint leaks. 

(ii) Dynamic leak detection systems: are systems that rely on moving leak detection devices 
to suspected leakage area to perform an investigation. Therefore, they rely initially on 
suspicion of an existing leak. Another approach is performing regular surveys around 
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cities to identify leaks as soon as possible. Those systems can confirm the existence of 
leaks and immediately localise and pinpoint them. 

The main distinction between the two classes is that static leak detection systems can inform the 
water network management of the existence of a leak almost immediately, whereas dynamic 
leak detection systems are required to have information of a leak possibility so that they can be 
mobilised for investigation. On the other hand, dynamic leak detection systems can pinpoint the 
exact location of a leak almost immediately under ideal operating conditions, whereas static leak 
detection systems will provide a location within a certain area, and they are also more prone to 
false alarms. The two classes encompass a wide variety of technologies to provide an accurate 
leak detection system, but the technologies are not limited to one class. For example, acoustic 
technologies, specifically noise loggers, can be dynamic and be moved from one location to the 
other periodically, or they can be left in the network to detect leaks. 
 
Identification of leakage is performed by a PIC microcontroller to automate the process. Leakage 
and suction of water are identified by the pattern of water flow rate which is monitored 
continuously by the processor and if the same goes beyond a predefined threshold level, suitable 
alarms or annunciators are triggered to notify the leakage or theft. The flow rate is sensed by the 
signal conditioning unit when the water is passed through the pipeline. The sensor operates 
under certain pretend value. When there is a sudden drop in the water flow due to leakage or 
any pumping of water through motor, it will be detected by the water flow sensor. The signal 
conditioning unit is used to give the desired input signal of the ADC. The analogue signals 
generated due to variation in the flow of water sensed by the water flow sensor are converted 
into digital signals using analogue to digital convertor (ADC) and this digital signal is given to the 
microcontroller. This microcontroller enables the transmitter signal for intimation to water supply 
personnel. At the same time, they enable the driver unit to close the solenoid valve.  

1.33 Telemetry and IoT Systems 

IoT and telemetry work in tandem to provide a combination of data acquisition, analysis, storage, 
and reporting. Additionally, IoT systems allow operators to monitor and control system command 
functions from a remote location. It’s a powerful blend of hardware and software technologies 
that improve efficiency, cost, and productivity. IoT is a web-based platform for real-time 
monitoring and analytics of geographically distributed systems. Telemetry is a technology which 
allows the remote measurement and also, reporting of information of interest to 
the system designer. 

1.33.1 Geographical Information System (GIS) 

The Geographic Information System (GIS) is a software system with which location-based 
mapping and characterisation of the geographic features can be integrated into a Decision 
Support System (DSS) for planning, execution, and management of any spatial both the 
manmade and natural features. GIS will play an important role in mapping, monitoring, and 
operation of water supply schemes under AMRUT on IoT based sensors. The areas in which 
GIS can be used in the water supply system from planning till operation and management 
monitoring are mentioned below: 

(i) mapping of surface and ground water sources and Infrastructure including mapping of IoT 
sensors; 
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(ii) water resources availability estimation and determining carrying capacity through GIS; 
(iii) water budgeting and audit at different levels of hierarchy; 
(iv) planning of Water supply infrastructure up to home; 
(v) management of system (resources, assets, functionary); 
(vi) Use in day-to-day effective maintenance management by locating the areas for trouble 

shooting in pipe network and infrastructure through GIS-based simulated hydraulic models; 
(vii) real-time monitoring of services using IoT based sensors and analytical tools with GIS 

linkage for water quantity, quality, operations, and maintenance. Dissemination of 
information to beneficiaries/public and system management group; 

(viii) GIS-based Consumer Relations Management (CRM) using geospatial database of 
consumers and using several electronic media like mobile, e-mails, social media, etc.; 

(ix) monitoring of the CRM and grievance redressals in relation to KRAs of concerned official; 
(x) nation, state, ULB level visualisation of status of services through GIS enabled dashboards 

in the map form; 
(xi) DSS development on daily and seasons basis for policy makers. In the present context of 

IoT sensors-based monitoring in AMRUT. 

GIS for mapping and geocoding of water supply schemes, its sources, geographical boundaries 
of beneficiary areas, IoT based sensors deployed for the scheme for monitoring, areas under 
influence of a sensor. This shall, after analytics, display visually on the GIS map-based 
dashboards about the quantity and quality of water supply in an area under the influence of 
geocoded sensor. 

The data from geocoded ground water level measurement sensors and its GIS-based analysis 
will have to be projected on the maps as dashboard for use of water scarcity management 
measures and DSS for the different administrative units. 

Development of modules for use of the geospatial IoT sensor-based available data for effective 
operations management of individual water supply system by mapping the entire transmission 
and distribution network and using GIS-based simulated hydraulic models with real-time flow and 
pressure data inputs through sensors. 

1.33.2 Telemetry 

Telemetry is the automatic recording and transmission of data from remote or inaccessible 
sources to an IT system in a different location for monitoring and analysis. Telemetry data may 
be relayed (Figure 14.11) using radio, infrared, ultrasonic, GSM, satellite, or cable, depending 
on the application. 
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Figure 14.11: Block schematic of basic telemetry system 

A high-level solution has to be described as shown in Figure 14.12.  

 

Figure 14.12: Block schematic of basic telemetry system 

Networking and communication standards 

The solution design should adhere to open standards and be technology neutral. It can use a 
variety of networking technologies as per local conditions and availability of services, such as 
fixed broadband/Wi-Fi, local area RF (e.g. Lo Ra), and/or cellular technologies (2G/3G/4G/5G 
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and NB-IoT). The communications to cloud can be done via several IoT-compatible and 
specialised protocols. 

Data for collection by Telemetry 

Telemetry works through sensors at the remote source which measures physical (such as 
pressure or temperature) or electrical (such as current or voltage) data. This is converted to 
electrical voltages that are combined with timing data. They form a data stream that is transmitted 
over a wireless medium, wired or a combination of both. 

Processing data from Telemetry 

At the remote receiver, the stream is disaggregated, and the original data displayed or processed 
based on the user’s specifications. 

1.33.3 Cloud-Based IoT System 

As elaborated in earlier sections, IoT systems are enterprise systems that utilise the latest 
technologies like internet, cloud, AI/ML, among others. In these systems, the system’s 
infrastructural cost is reduced by implementing IoT through cloud computing. Maintaining, as 
well as integrating these systems, is easy compared with others. 

In real time, the condition of these systems can be reported through cloud computing. Therefore, 
the implementation of algorithms like intricate control can be done that are frequently used on 
usual PLCs. Here are some key features of cloud-based IoT systems explained in Figure 14.13. 

 
Figure 14.13: Cloud-based IoT systems 

1. Cloud-based architecture: A cloud-based IoT system uses cloud computing technologies to 
store and process data, rather than relying on local servers. This allows for scalability and 
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flexibility, as well as cost savings since companies don't need to invest in expensive 
hardware and maintenance. 

2. Communication protocols: Cloud-based IoT systems use a variety of communication 
protocols to connect to sensors, controllers, and other devices. These may include OPC UA, 
MQTT, and others such as MCP propriety protocol. 

3. Security: With the increasing use of cloud technologies in industrial settings, security is a 
top priority. Cloud-based IoT systems use a variety of security measures to protect data and 
systems from cyber threats, such as firewalls, encryption, and access control. 

4. Analytics: Cloud-based IoT systems can leverage the power of cloud-based analytics to 
provide real-time insights into operation processes. This can include predictive 
maintenance, anomaly detection, energy management and other machine learning 
algorithms. 

5. Mobility: Cloud-based IoT systems can be accessed securely from anywhere, using any 
device with an internet connection. This allows operators and managers to monitor and 
control processes and assets from anywhere in the world. 

 

Cloud-based IoT comparing to legacy SCADA. 

There are several reasons why cloud-based IoT systems are considered better, more secure, 
and more open for the future than legacy SCADA solutions. 
1. Security: Cloud-based IoT systems have better security measures in place compared to 

legacy SCADA solutions. The cloud service providers invest heavily in securing their 
systems, implementing strict access controls, encryption, and monitoring to prevent 
unauthorised access and data breaches. 

2. Scalability: Cloud-based IoT systems are highly scalable and can easily accommodate 
changes in the number of devices or users. They can also handle a larger volume of data 
and processing requirements, making them suitable for larger and more complex systems. 

3. Accessibility: Cloud-based IoT systems provide remote access to the data and control 
systems, allowing operators to monitor and control the system from anywhere in the world 
with an internet connection. 

4. Interoperability: Cloud-based IoT systems are built with open standards and protocols that 
make them more interoperable with other systems and technologies. This makes it easier to 
integrate them with other systems, such as IoT devices, AI, and machine learning 
algorithms. 

5. Cost effectiveness: Cloud-based IoT systems are more cost-effective than legacy SCADA 
solutions as they require less hardware and software investment. Also, maintenance and 
support costs are significantly lower as the cloud service provider takes care of most of the 
maintenance and updates. 
 

Interfacing IoT with GIS  

IoT system can interface with a GIS to provide location-based data and visualisation. Here are 
some examples of how IoT can interface with GIS: 

Asset management: to provide a map-based view of assets, such as equipment and 
infrastructure. This can enable more efficient asset management, such as tracking maintenance 
activities, optimising routes, and identifying areas for improvement. 
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Real-time monitoring: to display real-time monitoring data on a map. This can provide a visual 
representation of the data, making it easier to identify trends, patterns, and anomalies. 

Incident management: to provide a map-based view of incidents, such as alarms, faults, and 
other events. This can enable faster response times and improve incident management. 

Environmental monitoring: to monitor environmental factors, such as air quality, water quality, 
and weather patterns. This can enable more proactive environmental management, such as 
identifying potential hazards and mitigating risks. By interfacing with GIS, IoT system can provide 
a powerful tool for managing and optimising processes. This can enable more efficient decision 
making, reduce costs, and improve overall system performance. Details of facility, control type, 
etc. are shown in Table 14.20. 

Table 14.20: Details of facility, control type, etc. 

 

1.34 Smart Water Management 

Smart water management is the use of data and technology to optimise water usage, reduce 
waste, and improve overall efficiency. SCADA and IoT systems including digital twin can play a 
critical role in smart water management by providing real-time monitoring and control of water 
systems. Here are some examples of how a cloud-based SCADA and IoT systems including 
digital twin can be used for smart water management: 

1. Real-time monitoring: It can monitor water systems in real time, including water quality, flow 
rates, pressure, and other key metrics. This can provide valuable insights into system 
performance and enable early detection of issues before they become significant problems. 

2. Leak detection and NRW: It can detect leaks and non-revenue water (NRW) issues in water 
systems by monitoring and comparing pressure changes and flow rates. This can enable 
quick identification and repair of leaks, reducing water waste and minimising damage to 
infrastructure. 

3. Energy management: It can monitor energy usage in water systems, optimising energy 
consumption and reducing energy costs. 

4. Remote control: It can provide remote control of water systems, enabling operators to adjust 
system settings, turn pumps on or off, and monitor performance from anywhere with a 
secured internet connection. 

Facility Control Type Control Parameters Control Mode Source
Pressure Control Discharge Pressure Local / Remote Automation Program
Level Control Discharge Reservoir/Tower Level Local / Remote Automation Program
Time Control Day Time Local Automation Program

Power Consumption 
Optimization

Demand,Pumps 
Characteristics,Network 
Topology, Power Tariffs

Remote Optimization Algorithm

Puimp - Variable Speed Drive Speed Control Diacharge Flow/Pressure Local VFD setup
Controlled Valve Status Control Status Local / Remote Automation Program

Fixed Pressure Discharge Pressure Local Controller
2 points Pressure Discharge Pressure , Time Local PLC / Valve Pilot
Dynamic Pressure Discharge Pressure , Time/Flow Local / Remote PLC / Valve Pilot

Flow Control Valve Fixed Flow Discharge Flow Local Controller
Storage : Resrvooir/Tank valve Level Control Water Level Local PLC / Controller

Pump / Pump Station

Pressure Reducing Valve 
(DMA,PMA)
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For efficient operation and maintenance with no downtime of the services, an loT-based real-
time data collection, analysis, reporting, command and control system with online sensors 
installed across the city network has been implemented. 

This includes real-time surveillance to ensure quality water supply at every home, real-time data 
analysis and decision making for uninterrupted water supply, data capture for preventive 
maintenance of water supply assets, reduction of NRW through leakage detection and control, 
efficient incidence management and quick resolution of issues, effective complaint redressal for 
enhanced customer satisfaction, mobile responsive real-time flow, pressure and quality 
monitoring of water supply, GIS-based assets and consumer mapping and real-time dashboard. 

The smart water management has emerged as a transparent, cost-effective and user-friendly 
system with real-time water quality monitoring without human intervention, automated pump and 
pressure control compared to manual operation and on the spot automated testing and chemical 
dosing compared to manual practice, thus reducing the manpower requirement to a large extent. 
This also has lessened the issue identification and resolution time from days to few hours, 
resulting in high-level customer satisfaction. Further, since the system can now be operated 
remotely, it has become disaster resilient and during natural calamities such as cyclones, the 
services will no longer be disrupted. The DMA should have digital inlet pressure with pressure 
transmitter, inlet electromagnetic flowmeter, altitude pilot control valve with necessary ESR level 
transmitter, including mechanical gauge. The delivery of the ESR should be divided into required 
numbers of header depending upon hydraulic gradient of the sub-DMA and consumption. The 
sub-DMA should have electromagnetic flowmeter and dynamic control valve. Along with 
pressure transmitter at required point as per desired. The above instruments should be 
connected to DMA level PLC panel through data cable and the back-up power supply should 
have a DG of required capacity including emergency chlorine dosing VFD driven chlorine dosing 
pumps. 

The distribution network of each sub-DMA should have online chlorine analyser and connected 
to DMA level PLC by optical dark fibre. The lane, bye-lane, street and commercial/official should 
have individual flowmeter along with digital online pressure transmitter which should be 
connected to main PLC by optical fibre through a street side PLC panel. Each DMA PLC should 
be connected through the dark fibre optic in star topology. Typical Command Centre and DMA 
Monitoring of WATCO, Puri are shown in Figure 14.14 & 14.15. 
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Figure 14.14: Typical Command Centre of WATCO, Puri 

 

 
Figure 14.15: Typical DMA Monitoring followed by WATCO Puri 
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All DMA data should be captured in the server each at interval of 20 milliseconds per instrument 
round the clock. The graph and alert are generated accordingly for its monitoring and in case of 
emergency all functional instruments can be controlled from the command control room. 

1.35 Instrumentation Matrix for Water Supply  

The components, field instrumentation, electrical inputs, control system and communication 
technologies at various locations of the water supply system are explained in detail sin the matrix 
below:
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INSTRUMENTATION MATRIX FOR WATER SUPPLY PROJECT (AI BASED DIGITAL 
PLANT) 

S. 
No 

Compon
ents 

Field 
Instrumentation 

Electrical 
Inputs 

Control System Communic
ation 

1 Intake 
pumping 
station 
(RWPS) 

Pressure 
Transmitter at 
Pump individual 
at Inlet Level 
Transmitter at 
Intake well Flow 
Transmitter at 
Pump outlet 
command 
discharge 
Temperature 
scanner at 
pumps. 
Vibration sensor 
at X Y Axis of 
pump  
Reverse rotation 
switch for VT 
pump, Pump 
Monitoring 
system 
Controlling and 
monitoring of 
Integral type 
Motorised 
actuator 
valves/gates. It is 
advised to select 
smart actuator to 
achieve 
digitalised plant. 
Plant 
communication 
system: PA, 
EPABX and 
CCTV 
Automated 
lighting system 
(Solar/EB power) 

a) VFD/soft 
starter from LT 
and HT panels 
connected to 
PLC via 
ethernet/RS 
485 
Modbus/TCP IP 
for Energy 
monitoring and 
demand-based 
operation 
b) All multi-
frequency 
modulation 
connected via 
Modbus 
communication 
for energy 
monitoring. 
c) Energy 
management  
d) Control and 
monitoring of 
incomer, bus 
coupler, 
individual 
drives, DG set  
e) Transformer 
monitoring 
f) Intelligent 
motor control 
centres-based 
panels to 
acquire more 
electrical 
insights 

a) Automation 
through PLC/SCADA 
system 
b) DNP3 and HART 
over IP protocols are 
mandatory for 
wireless 
communication/field 
instrumentation for 
health diagnostics 
and remote 
parameterisation 
c) To achieve digital 
plant protocols like 
MQTT, MODBUS 
shall also be used 
only for specific areas 
d) Hot Standby CPU, 
redundant power 
supply, redundant 
communication-
based PLC system 
shall be used. 
e) UPS with suitable 
battery and other 
sets. 

Option 01 – 
VSAT-
based 
wireless 
communicati
on  
Option 02 – 
Multi-
protocol 
label 
switching 
based fibre 
optic cable 
communicati
on via 
service 
provider 

2 Raw 
water 
Rising 

Battery operated 
Electromagnetic 
flowmeter at 

- Data logger with in-
built data storage and 
data transfer via dual 

Software-
driven WAN-
based 



 
Chapter 14 

Part A- Engineering  Automation of Water Supply Systems 

115 

 

INSTRUMENTATION MATRIX FOR WATER SUPPLY PROJECT (AI BASED DIGITAL 
PLANT) 

S. 
No 

Compon
ents 

Field 
Instrumentation 

Electrical 
Inputs 

Control System Communic
ation 

main 
(RWRM) 
(if 
Applicabl
e) 

tapping point 
Transient 
pressure 
Acoustic 
Transmitter 
(TPAT)/Online 
Noise sensor for 
continuous 
monitoring 

GPRS 
communication 

GPRS 
communicati
on with 
alternate 
service 
provider for 
redundant 
communicati
on 

3 Water 
Treatmen
t Plant 
(WTP) 

Pre-settlement 
treatment – pH 
analyser, 
Turbidity 
analyser and 
Residual 
Chlorine 
Analyser at inlet , 
Full Bore 
electromagnetic 
flowmeter at inlet 
pump of WTP  
Filter Bed: a) 
Loss of Head 
Transmitter for 
individual filter 
bed level 
measurement 
and Rate of Flow 
Transmitter at 
outlet of filter 
bed. 
b) SMART Filter 
bed automation 
(Wireless) 
Chemical 
Dosing and 
Sludge 
Treatment: 
Pressure 
instrument at 
each pump, 
Level 

a) VFD/soft 
starter from LT 
and HT panels 
connected to 
PLC via 
ethernet /RS 
485 
Modbus/transm
ission control IP 
for Energy 
monitoring and 
demand-based 
operation  
b) All Multi-
frequency 
modulation 
connected via 
Modbus 
communication 
for Energy 
monitoring. 
c) Energy 
management  
d) Control and 
monitoring of 
incomer, bus 
coupler, 
individual 
drives, DG set  
e) Transformer 
monitoring 
f) intelligent 
motor control 

a) Automation 
through PLC/SCADA 
system 
b) DNP3 and HART 
over IP protocols are 
mandatory for 
wireless 
communication/ field 
instrumentation for 
health diagnostics 
and remote 
parameterisation 
c) To achieve digital 
plant protocols like 
MQTT message 
queuing telemetry, 
MODBUS shall also 
be used only for 
specific areas 
d) HOT Standby 
CPU, redundant 
power supply, 
redundant 
communication-
based PLC system 
shall be used. 
e) UPS with suitable 
battery and other 
sets. 

Option 01 – 
VSAT-
based 
wireless 
communicati
on with NMS 
service. 
Option 02 – 
MPLS-
based FO 
cable 
communicati
on via 
service 
provider SD 
WAN 
Connection 
technology 
(applicable 
for central 
control room 
and unified 
operation 
centre). 
Option 03 – 
combination 
of both 
MPLS and 
VSAT 
communicati
on. 
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INSTRUMENTATION MATRIX FOR WATER SUPPLY PROJECT (AI BASED DIGITAL 
PLANT) 

S. 
No 

Compon
ents 

Field 
Instrumentation 

Electrical 
Inputs 

Control System Communic
ation 

Transmitter at 
each tank and 
Flowmeter at 
common 
discharge pump. 
Post treatment 
– pH analyser, 
Turbidity 
analyser and 
Residual 
Chlorine 
Analyser at 
outlet , Full Bore 
electromagnetic 
flowmeter at 
outlet pump of 
WTP. 
Plant 
communication 
system: public 
address, EPABX 
and CCTV  
Automated plant 
lighting system 
(Solar/EB power) 
Controlling and 
monitoring of 
Integral type 
Motorised 
actuator 
valves/gates. it is 
advised to select 
smart actuator to 
achieve 
digitalised plant. 
 
Note: It is 
advised to select 
Wireless 
Instruments 
within WTP 
campus for 

centre based 
panels to 
acquire more 
electrical 
insights 
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INSTRUMENTATION MATRIX FOR WATER SUPPLY PROJECT (AI BASED DIGITAL 
PLANT) 

S. 
No 

Compon
ents 

Field 
Instrumentation 

Electrical 
Inputs 

Control System Communic
ation 

digitally enabled 
plant. 

4 Clear 
water 
Pumping 
station 
(CWPS) 

Pressure 
Transmitter at 
Pump individual 
at Inlet 
Level 
Transmitter at 
tank 
measurement 
Flow Transmitter 
at Pump outlet 
command 
discharge 
Temperature 
scanner at 
pumps. 
Vibration sensor 
at X Y Axis of 
pump.  
Pump Monitoring 
system 
Controlling and 
monitoring of 
Integral type 
Motorised 
actuator 
valves/gates. it is 
advised to select 
smart actuator to 
achieve 
digitalised plant. 
Note: It is 
advised to select 
Wireless 
Instruments 
within pumping 
station campus 
for digitally 
enabled plant 
Plant 
communication 

a) VFD/soft 
starter from LT 
and HT panels 
connected to 
PLC via 
ethernet/RS 
485 
Modbus/TCP IP 
for Energy 
monitoring and 
demand-based 
operation  
b) All MFM 
connected via 
Modbus 
communication 
for Energy 
monitoring. 
c) Energy 
management  
d) Control and 
monitoring of 
incomer, bus 
coupler, 
individual 
drives, DG set  
e) Transformer 
monitoring 
f) IMCC based 
panels to 
acquire more 
electrical 
insights 

a) Automation 
through PLC/SCADA 
system 
b) DNP3 and HART 
over IP protocols are 
mandatory for 
wireless 
communication/ field 
instrumentation for 
health diagnostics 
and remote 
parameterisation 
c) To achieve digital 
plant protocols like 
MQTT, MODBUS 
shall also be used 
only for specific areas 
d) HOT Standby 
CPU, redundant 
power supply, 
redundant 
communication-
based PLC system 
shall be used. 
e) UPS with suitable 
battery and other 
sets. 

Option 01 – 
VSAT-
based 
wireless 
communicati
on  
Option 02 – 
MPLS-
based FO 
cable 
communicati
on via 
service 
provider 
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INSTRUMENTATION MATRIX FOR WATER SUPPLY PROJECT (AI BASED DIGITAL 
PLANT) 

S. 
No 

Compon
ents 

Field 
Instrumentation 

Electrical 
Inputs 

Control System Communic
ation 

system: PA, 
EPABX and 
CCTV  
Automated 
lighting system 
(Solar/EB power) 

5 Clear 
water 
Rising 
Main 
(CWRM) 

Battery operated 
Electromagnetic 
flowmeter at 
tapping point 
Transient 
pressure 
Acoustic 
Transmitter 
(TPAT)/Online 
Noise sensor for 
continuous 
monitoring 

  Data logger with in-
built data storage and 
data transfer via dual 
GPRS 
communication 

SD WAN-
based 
GPRS 
communicati
on with 
alternate 
service 
provider for 
redundant 
communicati
on 

6 Intermedi
ate 
Booster 
Pumping 
Station 
(IBPS) 

Pressure 
Transmitter at 
Pump individual 
at Inlet Level 
Transmitter at 
tank 
measurement 
Flow Transmitter 
at Pump outlet 
common 
discharge  
Temperature 
scanner at 
pumps. 
Vibration sensor 
at X Y Axis of 
pump  
Pump Monitoring 
system 
Controlling and 
monitoring of 
Integral type 
Motorised 
actuator 

a) VFD/soft 
starter from LT 
and HT panels 
connected to 
PLC via 
ethernet /RS 
485 
Modbus/TCP IP 
for Energy 
monitoring and 
demand-based 
operation  
b) All MFM 
connected via 
Modbus 
communication 
for Energy 
monitoring. 
c) Energy 
management  
d) Control and 
monitoring of 
incomer, bus 
coupler, 

a) Automation 
through PLC/SCADA 
system 
b) DNP3 and HART 
over IP protocols are 
mandatory for 
wireless 
communication/ field 
instrumentation for 
health diagnostics 
and remote 
parameterisation 
c) To achieve digital 
plant protocols like 
MQTT, MODBUS 
shall also be used 
only for specific areas 
d) HOT Standby 
CPU, redundant 
power supply, 
redundant 
communication-
based PLC system 
shall be used. 

Option 01 – 
VSAT-
based 
wireless 
communicati
on  
Option 02  – 
MPLS-
based FO 
cable 
communicati
on via 
service 
provider 
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INSTRUMENTATION MATRIX FOR WATER SUPPLY PROJECT (AI BASED DIGITAL 
PLANT) 

S. 
No 

Compon
ents 

Field 
Instrumentation 

Electrical 
Inputs 

Control System Communic
ation 

valves/gates. it is 
advised to select 
smart actuator to 
achieve 
digitalised plant.  
Plant 
communication 
system: PA, 
EPABX and 
CCTV  
Note: It is 
advised to select 
Wireless 
Instruments 
within pumping 
station campus 
for digitally 
enabled plant 
Automated 
lighting system 
(Solar/EB power) 

individual 
drives, DG set  
e) Transformer 
monitoring 
f) IMCC based 
panels to 
acquire more 
electrical 
insights 

e) UPS with suitable 
battery and other 
sets. 

7 Master 
Balancin
g 
Reservoi
r (MBR) 

Pressure 
Transmitter at 
Pump individual 
at tank  
Level 
Transmitter at 
top of all 
reservoir tank  
Flow Transmitter 
at Pump inlet 
and outlet of tank 
Water quality 
Analyser at 
outlet of tank 
Instrumentation 
for online dosing 
chlorine system 
(Level sensor, 
solenoid valve 
and stroke pump 
adjustment) 

- RTU with DNP3, 
HART over IP and 
MQTT protocols 

a) Data 
logger with 
in-built data 
storage and 
data transfer 
via dual 
GPRS 
communicati
on 
b) SD WAN-
based 
GPRS 
communicati
on with 
alternate 
service 
provider for 
redundant 
communicati
on 
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INSTRUMENTATION MATRIX FOR WATER SUPPLY PROJECT (AI BASED DIGITAL 
PLANT) 

S. 
No 

Compon
ents 

Field 
Instrumentation 

Electrical 
Inputs 

Control System Communic
ation 

Controlling and 
monitoring of 
Integral type 
Motorised 
actuator 
valves/gates. it is 
advised to select 
smart actuator to 
achieve 
digitalised plant.  
Plant 
communication 
system: CCTV 
system  
Note: It is 
advised to select 
Wireless 
Instruments 
within MBR 
campus for 
digitally enabled 
plant 

8 Clear 
water 
Pumping 
Main 
(CWPM) 

Battery operated 
Electromagnetic 
flowmeter at 
tapping point 
Transient 
pressure 
Acoustic 
Transmitter 
(TPAT)/Online 
Noise sensor for 
continuous 
monitoring 

- Data logger with in-
built data storage and 
data transfer via dual 
GPRS 
communication 

SD WAN-
based 
GPRS 
communicati
on with 
alternate 
service 
provider for 
redundant 
communicati
on 

9 Elevated 
Service 
Reservoi
r (ESR) 

Pressure 
Transmitter at 
Pump individual 
at tank  
Level 
Transmitter at 
top of all 
reservoir tank  

-  RTU with DNP3, 
HART over IP and 
MQTT protocols 
(Rugged RTU for 
remote location 
considering 
temperature and 
other factors) 

a) Data 
logger with 
in-built data 
storage and 
data transfer 
via dual 
GPRS 
communicati
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INSTRUMENTATION MATRIX FOR WATER SUPPLY PROJECT (AI BASED DIGITAL 
PLANT) 

S. 
No 

Compon
ents 

Field 
Instrumentation 

Electrical 
Inputs 

Control System Communic
ation 

Flow Transmitter 
at Pump inlet 
and outlet of tank  
Water quality 
Analyser at 
outlet of tank 
Instrumentation 
for online dosing 
chlorine system 
(Level sensor, 
solenoid valve 
and stroke pump 
adjustment) 
Controlling and 
monitoring of 
Integral type 
Motorised 
actuator 
valves/gates. it is 
advised to select 
smart actuator to 
achieve 
digitalised plant. 
Plant 
communication 
system: CCTV 
system 

on 
b) SD WAN-
based 
GPRS 
communicati
on with 
alternate 
service 
provider for 
redundant 
communicati
on 

10 ULB 
Transfer 
Chamber 
– UTC 

Pressure 
Transmitter at 
Inlet of each 
village Flow 
Transmitter at 
inlet of each 
village with data 
logger 

- Battery operated 
Data logger  

a) Data 
logger with 
in-built data 
storage and 
data transfer 
via dual 
GPRS 
communicati
on 
b) SD WAN-
based 
GPRS 
communicati
on with 
alternate 
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INSTRUMENTATION MATRIX FOR WATER SUPPLY PROJECT (AI BASED DIGITAL 
PLANT) 

S. 
No 

Compon
ents 

Field 
Instrumentation 

Electrical 
Inputs 

Control System Communic
ation 

service 
provider for 
redundant 
communicati
on 

11 District 
Metered 
Area – 
DMA 

Pressure 
Transmitter at 
Inlet of each 
DMA  
Flow Transmitter 
at inlet of each 
DMA with data 
logger 

- Battery operated 
Data logger  

a) Data 
logger with 
in-built data 
storage and 
data transfer 
via dual 
GPRS 
communicati
on 
b) SD WAN-
based 
GPRS 
communicati
on with 
alternate 
service 
provider for 
redundant 
communicati
on 

12 Sub-
DMAs 

Pressure 
Transmitter at 
Inlet of each sub-
DMA  
Pressure 
Transmitter at 
critical pressure 
points at low, 
medium and 
High pressure 
Flow Transmitter 
at inlet with data 
logger at critical 
pressure points 
Battery operated 
digitalised Online 
chlorine 

- Battery operated 
Data logger  

a) Data 
logger with 
in-built data 
storage and 
data transfer 
via dual 
GPRS 
communicati
on 
b) SD WAN-
based 
GPRS 
communicati
on with 
alternate 
service 
provider for 
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INSTRUMENTATION MATRIX FOR WATER SUPPLY PROJECT (AI BASED DIGITAL 
PLANT) 

S. 
No 

Compon
ents 

Field 
Instrumentation 

Electrical 
Inputs 

Control System Communic
ation 

measurement 
sensor at zone-
wise (Data can 
be directly 
transfer to 
central control 
room and 
respective 
OHSR without 
any transmitter in 
sensor as an 
alternative 
technology) 

redundant 
communicati
on 

13 House 
service 
connecti
on/ 
commerc
ial 
connecti
on 

Option 01 – AMR 
Water meter at 
inlet of individual 
house service 
connection 
Option 02 – AMI 
Water meter at 
inlet of individual 
house service 
connection 
Option 03 – NB-
IoT/LORA/RF 
others Water 
meter at inlet of 
individual house 
service 
connection 
Option 04 – 
Direct GPRS (E 
SIM 
enabled/plastic 
sim) Water meter 
at inlet of 
individual house 
service 
connection 
Option 05 – Dual 
communication 
Water meter at 

- - Option 01 – 
AMR Water 
meter at 
inlet of 
individual 
house 
service 
connection 
Option 02 – 
AMI Water 
meter at 
inlet of 
individual 
house 
service 
connection 
Option 03 – 
NB-
IoT/LORA/R
F others 
Water meter 
at inlet of 
individual 
house 
service 
connection 
Option 04 – 
Direct 
GPRS (E 
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INSTRUMENTATION MATRIX FOR WATER SUPPLY PROJECT (AI BASED DIGITAL 
PLANT) 

S. 
No 

Compon
ents 

Field 
Instrumentation 

Electrical 
Inputs 

Control System Communic
ation 

inlet of individual 
house service 
connection 1. 
GPRS (E SIM 
enabled/plastic 
sim) 2. During 
GPRS technical 
issue – Data can 
be accessed via 
through walkway 
drive method 
also (using 
suitable radio 
communication) 
 
Note: Suitable 
protocol can be 
used (MQTT, 
DNP3, CSV file 
format). 

SIM 
enabled/pla
stic sim) 
Water meter 
at inlet of 
individual 
house 
service 
connection 
Option 05 – 
Dual 
communicati
on Water 
meter at 
inlet of 
individual 
house 
service 
connection 
1. GPRS (E 
SIM 
enabled/pla
stic sim) 2. 
During 
GPRS 
technical 
issue – Data 
can be 
accessed 
via through 
walkway 
drive 
method also 
(using 
suitable 
radio 
communicati
on) 

14 Surge 
Control 
system 

Required field 
instrumentation 
shall be provided 

- Via WTP PLC/RTU SD WAN-
based 
GPRS 
communicati
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INSTRUMENTATION MATRIX FOR WATER SUPPLY PROJECT (AI BASED DIGITAL 
PLANT) 

S. 
No 

Compon
ents 

Field 
Instrumentation 

Electrical 
Inputs 

Control System Communic
ation 

for monitoring 
and controlling. 

on with 
alternate 
service 
provider for 
redundant 
communicati
on 

15  
Comman
d Control 
Centre 
(UOC) 

Both control and 
monitoring of 
complete plant 
from Intake to 
HSC 

  a) Higher end FEP 
server, blade server, 
application server, 
Historian server, 
Disaster recovery 
management, OT/IT 
server, web server, 
HART server, LVS 
and redundant 
machines. 
b) Required 
furniture’s with air 
condition facility 
c) DG and UPS 
supply 
d) Hybrid cloud 
management 

Option 01 – 
VSAT-
based 
wireless 
communicati
on  
Option 02 – 
MPLS-
based FO 
cable 
communicati
on via 
service 
provider 
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1.36 Use of Information Technology (IT) and IT-Enabled Services (ITES) 

Information technology (IT) and IT-Enabled Services (ITES) have the potential to help improve 
water supplies and address the systemic problems faced by the water sector. IT has great 
potential to provide timely information on the level of services delivered and the performance of 
service providers. Although snapshot baseline maps of water supplies can be created with 
mobile phones or GPS units, these maps often do not track core issues over time. Applied 
appropriately to monitoring, IT can do more to trace these issues over time and allow previous 
data points to be updated easily. A second use of IT is providing data management tools in areas 
and improving the quality of monitoring information so that it is taken seriously. Accuracy requires 
reviewing and validating information during data collection and reducing data entry errors. With 
IT, data can be checked by an expert in a utility’s office even as surveys are being conducted in 
the field. Data do not need to be transcribed if they are entered into a phone during data 
collection. Validated data improve the ability of stakeholders to learn and adapt to new 
challenges. Additionally, data collected by different agencies can be shared for cross-validation 
and co-ordination. If the data are known to be accurate, broken infrastructure can be fixed in a 
timely manner, sector regulations can be enforced, and external support can be provided when 
necessary. Finally, the implementation of IT can lower the costs of existing monitoring activities 
by speeding up data collection, management, and analysis while reducing travel distances and 
costs. The cost of internet access, phones, computers, and software is decreasing dramatically 
while the benefits continuously improve. 

ITES, is defined as outsourcing of processes that can be enabled with information technology 
and covers diverse areas like revenue claims processing, legal databases, content development, 
payrolls, logistics management, GIS, web services, etc. Information technology that enables 
the process by improving the quality of service is IT-enabled services. The most important 
aspect is the value addition of IT-enabled service. The value addition could be in the form of 
customer relationship management, improved database, speedy complaint redressal, etc. This 
radically reduces costs and improves service standards.  

1.37 Application of IoT and Artificial Intelligence (AI) 

The IoT is a dynamic wireless network infrastructure that integrates various communication 
technologies and solutions to enable the interaction between people and things/objects. This 
remarkable technology opens opportunities for the development of distinct applications for the 
cities. For instance, in the context of water management, the use of IoT allows for monitoring 
and controlling water supply systems in real time.  

IoT systems are fourth-generation systems. In these systems, the system’s infrastructural cost 
is reduced by implementing IoT through cloud computing. Maintaining as well as integrating 
these systems is easy as compared with others. In real time, the condition of these systems can 
be reported through cloud computing. Therefore, the implementation of algorithms like intricate 
control can be done that are frequently used on usual PLCs. 

Artificial intelligence (AI) comprises ‘a branch of computer science dealing with the simulation of 
intelligent behaviour in computers’. In the context of delivering efficient water supply, AI or 
machine learning is mainly applied to decision-making tasks: how water utilities can maximise 
information and data available to make better decisions while enhancing service delivery; 
optimising capital investment; and reducing operating costs, including social and environmental 
externalities.  
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AI in water management might come off as a huge revelation but it can change the way we treat 
and manage water sources around us. AI can make the process of water management easier 
with data analytics, regression models, and algorithms. These cutting-edge technologies help in 
building efficient water systems and networks. AI can be used to build water plants and to get 
the status of water resources. Water managers and government bodies can use AI to build a 
smart water system that can build efficient infrastructure for water management and can adapt 
to changing conditions. These systems will be cost-effective and sustainable that can optimise 
all water management solutions and predict potential damages. Physical water leak detection 
techniques are based on combining special equipment (acoustic sensors, gas tracers, etc.) with 
human skills. A current trend is to incorporate AI in some of this hardware to replace humans in 
interpreting the data (water leak noises). With the advances in numerical modelling of the 
hydraulics of water distribution networks, it is now possible to detect potential leaking pipe 
sectors through numerical methods, as long as the hydraulic models are fed with a sufficient 
amount of calibrated field data such as pressure, flow, and node consumptions. 

1.38 Digital Twins 

Digital twin is a technology which creates virtual representation (Figure 14.16) of a water supply 
system. In other words, digital twin creates a virtual replica of the real-world water supply system.  

 
Figure 14.16: Virtual representation of typical digital Twins 

Digital twin brings WTP, transmission pipeline, service reservoir, SCADA, GIS, hydraulic 
modelling, flowmeters, control valves and consumer meter information into a connected data 
environment, delivering cost-effective operations strategies in real time. 

1.38.1 Objective of Digital Twin 

Many times, water supply system of the towns and cities are suddenly hit by ‘unexpected’ events 
such as pump failure, pipe burst, low pressures, or the failure of ageing assets. On occurrence 
of such instances, we react only to solve the present issue. The reality is that most such events 
are not truly ‘unexpected’. In many cases, they are predictable, we just fail to plan and prepare. 
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Digital twins help us, and above situation no longer remains unpredictable. With real-time data 
and data analytics, digital twin makes predictive analysis. For example, the flow and pressure in 
pipelines are continuously shown on the screen in real time with 95% confidential ratio. If we 
observe a sudden dip into the pressure, we can immediately know that there is a burst or heavy 
leakage in the system. 

1.38.2 Digital Twin in addition to IoT 

The purpose of the digital twin is to integrate the existing IoT solution, engineering data (e.g. 
hydraulic model) and IT data (GIS for example) and any other systems. The digital twin should 
be evergreen, live, and constantly represent the real performance of all assets and predict the 
behaviour of the system. 

IoT systems alone provide just visibility and analytics in few points in the network. They cannot 
extrapolate for the whole system nor simulate the complete behaviour of the system.  

The digital twin with the simulation capabilities of network software simulate the full behaviour of 
the systems and can ingest IoT data as initial/boundary conditions to analyse IF-ELSE scenarios, 
respond to emergencies (e.g. shut-off of valves, electricity failure, leakages, etc.). In addition, 
the digital twin technology enables detecting of events and anomalies into the network. 

Digital twin can also integrate with other enterprise systems such as work order management. 
The digital twin solution has a capital planning module inside to help understand critical parts of 
the system and direct/prioritise further investment. The digital twin solution integrates analytical 
platforms such as PowerBI (or similar). The digital twin solution can ingest any GIS data available 
through Web Map Service (WMS) service to provide full context of the project and also the water 
networks. 

1.38.3 Benefits of Going Digital 

Virtual representation of water supply system of a city using digital twin spans its lifecycle. It is 
updated from real-time data, and uses simulation, machine learning and reasoning to help 
decision making. It serves as system simulation, integration, testing, monitoring, and 
maintenance. 

The performance data of the real world of city’s water supply system is taken to the virtual reality 
where the performance data is processed and continuously made available to the system’s 
manager.  

Digital twin provides an environment using which the utility’s engineer can have access to their 
critical system. On observation from measurements and analytically derived results, he gets 
performance information of his assets. This would enhance skills of operations, maintenance, 
and decision making.  

With real-time data and data analytics, digital twin makes predictive analysis. During O&M, if a 
city witnesses any problem due to pipe breakages, bursts, leakages, etc., then digital twin 
immediately alarms the utility and guides to take corrective measures. For example, a sudden 
dip is observed into real-time pressure, it indicates that there is a burst or heavy leakage in the 
system. Hence, the ground team can be engaged to address the issue at the site. 
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1.38.4 Digital Twin Setup  

It is needed to configure the digital twin by assigning the data. As shown in Figure 14.17, the 
information is put in various silos. For example, the shape files are put in the GIS silo, while 
sensors and customers’ information are placed in the silos allotted for them.  

The hydraulic model of a city is fed to the digital twin software. For that, we have to share 
hydraulic model file and the GIS shape files with the support team of the digital twin. This team 
feeds the files to cloud platform (Figures 14.18 and 14.19) and the system automatically uploads 
the file and set up the model. 

 
Figure 14.17: Performance data of the real world 

  
Figure 14.18: Data uploading from city to 
cloud platform and response 

Figure 14.19: Data uploading from 500 
AMRUT cities to cloud platform, 
processing, and response. 

1.38.5 Working of Digital Twin 

The working of digital twin is shown in Figure 14.20. 
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Figure 14.20: Working of digital twin. 

The digital twin operation begins after the SCADA system generates data. Data pusher is 
inserted into the PLC of the SCADA which sends the data to cloud service. This data is accessed 
by the digital twin software on cloud.  

Real-time simulation of the network: Once the digital twin is configurated, the digital twin shows 
the sensors in network, pipes, service tanks, valves, etc. It shows the real-time animation of flow 
through pipes as shown in Figure 14.21. 

 
Figure 14.21: Real-time Simulation of flow in network 

On configuration, the digital twin shows the machine-learned forecast and real-time results with 
statistical data, data analytics, and predictive analysis.  

Water Audit 

For real-time water audit, the customer’s information is fed into the silo (Figure 14.17) earmarked 
for customers. The software installed on server of the cloud platform makes data analytics and 
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computes system inflow, consumption, and losses and the NRW is computed. The results are 
shown in Water Balance table which is shown in Figure 14.22. 

 
Figure 14.22: Results of water audit of the city 

Digital twin produces the water balance series for different months, its graphs are shown in 
Figure 14.23. 
 

 
 

Figure 14.23: Results of water balance series for different months 
 
Digital twin also produces water balance bar charts for various operational zones of the system 
as shown in Figure 14.24. 
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Figure 14.24: Results of water balance bar charts 

Digital twin also generates minimum net night flow (MNF) values of the system as shown in 
Figure 14.25. 
 

 
Figure 14.25: Results of minimum net night flow (MNF) of the system 

Actionable Insights for the Entire Utility 

It shall integrate combined data spread across multiple systems with the power of real-time 
analysis. The digital twin shall connect all data sources and create a continuous, consistent 
digital representation of your operated assets. The solution’s browser-based portal shall provide 
an easy framework to visualise and communicate with stakeholders from any device. It shall be 
possible that entire team can quickly identify system inefficiencies and anomalous events, track 
system performance over time, make more informed decisions, and drive high-quality, 
consistent, and cost-effective service levels immediately as well as in the future. 

Moving Beyond SCADA Results 

The features allow to readily monitor various parameters at any point in the system. The digital 
twin visualises current data in the context of historical trends. Thematic displays provide visual 
cues on the normal operating ranges as well as indicate when recorded data points are outside 
of normal operation. 
 
With the digital twin, it shall be possible to investigate the real-time performance for each asset 
using an embedded hydraulic model that is continually updated with boundary conditions from 
sensors. Any parameter that can be computed with the hydraulic model can therefore be 
simulated and monitored in real time without the need to separately open, set up, and run 



Chapter 14 
Part A- Engineering  Automation of Water Supply Systems 

133 

 

hydraulic modelling software. This enables graphical indication of current pressure, velocity, and 
other characteristics for every asset in the system, providing instant detection of areas in need 
of intervention to improve service levels or minimise potential issues. 

Proactive Network Management 

The digital twin can compute up to one week of demand forecasts for each sensor or district 
metered area by combining machine learning algorithms with advanced data analytics. Zone 
demand forecasts, along with other initial conditions from other sensors, can also be used as 
boundary conditions for the model runs, empowering more reliable insights and support toward 
a more proactive system operation. 

Identification of Where Water is Going and at What Cost 

The digital twin shall help to reduce NRW using live water audit calculations. It shall be possible 
to compare overall production against metering data to estimate how much water was lost, both 
in quantity and percentage. The application shall perform automated evaluation of nightly 
minimum flows, enabling identifying the location and quantity of NRW. This auditing shall be 
available for individual zones or the entire network, which allows you to detect when a problem 
occurred or determine the effectiveness of mitigative actions. The features shall also improve 
energy efficiency by leveraging real-time analyses of each pump and tank, with alerts that tell 
you when performance is outside of service thresholds. 

Early Warning and Emergency Management 

Digital twin shall improve awareness of anomalous network events such as leaks, bursts, and 
meter failures, contributing to reduced response times and subsequent operational cost 
reduction. By incorporating a real-time anomaly detection system, the digital twin shall 
automatically trigger alerts whenever real data is outside the expected operational behaviour. 
Volumes lost in each event need to be automatically computed, allowing to manage those events 
with status updates, category classifications, and comments. The features shall facilitate to 
evaluate current network performance as well as various what-if scenarios when quick decisions 
are needed due to a fire, pipe break, pump outage, or other time-critical events, and demonstrate 
the impact of actions to service levels and customers throughout the network. 

Connected Data Environment 

The digital twin shall leverage a connected data environment that provides a cloud-provisioned 
open framework for collaboration and asset information management throughout the lifecycle of 
water infrastructure. The connected data environment shall ensure the accuracy and availability 
of system data at every stage of the asset lifecycle, allowing faster project start-up, streamlined 
workflows, improved standard adherence, reduced risk, more informed decisions, and increased 
asset performance. 

Water Audit 

Digital twin can make following activities: 
• IWA/AWWA water balance diagram – Monthly water audit by pressure zone based on 

production data from SCADA and customer consumption from   billing data. 
• NRW analysis – Automatic derivation of real and apparent losses (based on minimum 

nightly flow analytic). 
• NRW visualisation – Graphical comparisons of the water balance components for 

multiple zones (historical trend series and bar charts). 
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• NRW key performance indicators (KPIs) – minimum nightly flow (MNF) per connection 
and ratio between minimum and average flow. 

Pump Performance and Energy Management 

• Pump operational analytics – Individual pump and/or total pump station performance 
evaluations in terms of best operation point, energy efficiency, and energy cost including 
comparisons over historical time periods (constant and variable speed pumps). 

• Pump power cost KPIs – key performance indicators including total pump power cost and 
pump ‘inefficiency’ cost. 

Tanks assessment 

• Historical trend analysis – Comparative trends in tank operation (level, hydraulic grade 
line, and volume). 

• Total Storage Assessment – Real-time storage volume assessment. 
• Alerts – Low- and high-level alert notification. 

 

Event Management and Emergency Response 

• Intelligent alerts – Automatic alerts generated for sensors or zones based on user-defined 
rules and patterns. 

• Pipe break volume KPI – automatic calculation of pipe break volume using calculated 
DMA flow volume exceedance above the pattern prediction. 

• Events management – user updatable status, category, and edit workflow comments; 
ability to add manual events. 

• Operational event simulation – Define and analyse impacts of events such as: valve 
closure/opening, pipe breaks, fires, and pump shutdowns. 

 

 

 

Background Real-time Network Simulation 

Digital twin can make following simulations: 
1) ‘Heartbeat’ model – Re-occurring automatic background run of hydraulic model (user-

defined interval such as one hour) using real-time boundary conditions, control overrides, 
and/or demand overrides from SCADA data derived calculations. 

2) Map thematic and graphical display – ‘heartbeat’ modelling results for hydraulic grade 
line (HGL), pressure, flow, velocity, water quality, and other characteristics displayed in 
map view and chart views including preconfigured symbology templates and flow 
direction simulator on map. 

3) Hindcast/Forecast simulation – Real-time model simulation of hindcast (up to 24 hours) 
with optional control and demand override and forecast (up to 24 hours) based on model’s 
inherent control logic. 

4) Trend chart – display SCADA vs. Model simulation results in chart. 
5) Demand forecasting – Automatic calculation and adjustment of demand patterns for 

forecast model simulation. 
6) Desktop alternative – ability to upload and download hydraulic model for offline analysis. 
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7) Alerts configuration – Set alerts for anomalous conditions defined based on absolute 
value or pattern, by individual sensor or zones, duration, and magnitude (absolute value 
or %); also flag lost signal or repeating values.  

8) User configuration – user can incorporate new sensors, pumps, tanks, or zones into the 
system, configure alerts, routinely add customer billing data, and upload the most up-to-
date hydraulic model as needed. 

9) User settings and KPIs – Customisable settings such as production and customer water 
costs, pressure level of service requirement, pump efficiency, or energy tariff information. 

10) User credentials – Manage users and access to cloud application. 
11) Global settings – Customisable definition of thematic displays for all users. 
12) External data connections – Refresh/modify links to external data. 
13) Power BI integration – Integration and visualisation of user-customisable reports done in 

Power BI. 
14) LoF and CoF factors – Define the factors that define the likelihood and consequence of 

failure (LoF and CoF). 
15) LoF and CoF decision tree – Logic based decision tree interface to easily create simple 

or more complex LoF and CoF analysis; create queries across multiple datasets. 
16) Risk matrix scenarios – Combine LoF and CoF using a user-defined risk matrix to create 

various scenarios for analysis and comparison. 
17) Risk calculation – automatically performs LoF, CoF, and risk score calculation for each 

pipe asset. 
18) Visualisation – Tabular and map display of the assets based on low, medium and high 

risk (or user defined); side by side comparison of different risk scenarios. 
19) Capital plan – Define the performance parameters that can influence capital planning 

decisions; define intervention plans based on risk and performance. 

1.39 Conclusion 

Implementation of various solution/tools such as sensors, smart meters, advanced 
communication tools coupled with IoT platforms can bring about real-time database and 
information management and thus improving the performance of Urban Local Bodies (ULBs) and 
water utilities.  

Smart technologies are likely to benefit both, the water utilities and the consumers, thus 
promoting efficient use of water both at the supply and demand side. Besides, it shall improve 
the credibility of the utilities thus improving revenue collection and reducing NRW.  The ability to 
monitor water supply and distribution system on a real-time basis shall enable quick 
identification, prediction and prevention of potential problems such as a burst water main, a slow 
leak, a clogged drain or a hazardous sewage overflow/contamination. It shall thus ultimately 
ensure water conservation and reduction in losses and UFWs. Such systems can improve the 
efficacy of water supply system.



 

 

 


